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Over the years, infra- 
- red remote control 
units have become 
better designed and 
-more reliable. They 
retain a few weak 
facilities, however, 
owing to the laws of 
nature. Their range is 
fairly limited and 
there needs to bea 
straight and clear line 
of sight between 
receiver and con- 
troller. These weak- 
nesses may be obvi- 
ated with the exten- 
sion unit described in 
this article, which has 
~ been designed pri- 
marily for use with 
Type RC5 remote 
controllers. 


Design by T. Giesberts 


INTRODUCTION 


All of us, at least in the western world, 
live in a zap* culture. We are so used 
to infra-red remote control of our tele- 
vision receiver and audio system, that 
few of us will now get out of our easy 
chair to change channel, colour, or vol- 
ume. With a cup of coffee, tea or 
chocolate in one hand and the remote 
controller in the other we flick through 
TV or FM channels and feel like rulers 
of our own audio visual empire. 
Unfortunately, Mother Nature 
sometimes spoils this feeling of power, 
for instance when, in an L-shaped 
room the infra-red transmission from 
the controller steadfastly refuses to go 


RC5 remote control 
extension 


around a corner to change the volume, 
contrast, or what have you. And, of 
course, infra-red control of the audio 
installation from one room to another 
is completely impossible. 

This sort of problem can be solved 
in three ways: (1) move the equip- 
ment so that there is again a clear line 
of sight between it and the controller; 
(2) remove the obstacle between the 
equipment and controller (not always 
possible in case of walls), or (3) use a 
repeater unit like the one described 
placed at a strategic spot. This 
repeater receives the signal from the 
controller and passes it on to the rele- 
vant equipment.. 


* a slang word, first used in this sense in the mid 1980s, meaning to move quickly through the 
commercial break on a recorded video tape either by using the fast-forward facility or by 


switching through live channels. 
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INFRA-RED (IR) 
TRANSMITTER/ RECEIVER 
The repeater consists in essence of a 
complete transmitter/receiver for RC3- 
coded infra-red signals. The signals 
transmitted by the controller are 
received and demodulated with the 
aid of an integrated infra-red receiver. 
The decoded pulses are then superim- 
posed on to a new 36 kHz carrier with 
the aid of two monostable multivibra- 
tors (MMVs). The carrier so modulated 
is transmitted by two infra-red light- 
emitting diodes (LEDs). 

The extension is constructed as a 
small unit that is to be placed in such 
a position that its receiver has a clear 
line of sight to the controller and its 
emitter one to the equipment to be 
operated. 


CIRCUIT DESCRIPTION 
From the circuit diagram in Figure 1, it 
is clear that the extension unit is a 
straightforward small design, 

As far as the receiver section is con- 
cerned, the photodiode that functions 
as the infra-red receptor is contained, 
together with the requisite amplifier 
and demodulation circuits, in IC). This 
IC is specially designed for the pro- 
cessing of 36 kHz signals associated 
with an RC5 controller. 

The active-low output pulses of IC; 
are re-modulated by [C5. This device 
contains two mono- 
stable — multivibrators 
(MMVs) of which one 
determines the width 
and the other the spac- 
ing of the output 
pulses, 

The multivibrators 
may also be triggered 
by a high logic level at 
the reset input of IC, 
provided that both trigger inputs are 
enabled (A low, and B high). This facil- 
ity enables a pulse to be generated 
immediately following the leading 
edge of the first output pulse from 
receiver circuit, ICy. 

As the reset input of IC),, pin 3, is 
active low, an inverter is needed to 
trigger this multivibrator during the 
active periods of IC). So as not to com- 
plicate matters, a standard transistor, 
T,, is used for this. Fortunately, IC; can 
do with a pull-up resistor. The values 
of resistors R; and R3 ensure that T, 
changes state when the potential 
across R, is 2.5 V. The tiny delay intro- 
duced by T; is sufficient to ensure that 
the leading edge of the reset pulse 
arrives at IC, after trigger input A has 
been enabled. If this were not so, the 
edge of the reset pulse would be 
missed, causing the circuit to remain 
inactive since there would be no initial 
pulse to start IC 5p. 

The output of [C34 is applied to 
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trigger input A of IC5p. 
The output of this sec- 
ond multivibrator in 
turn triggers IC3, via 
its B trigger input. In 
this way, IC3, deter- 
mines the pulse spac- 
ing. The ratio of the widths of the out- 
put pulses of IC;, and ICsp is 1:2. 

Parallel-connected capacitors C3 
and Cy have the same value as Cy. 

The pulse duration of the two mul- 
tivibrators may be varied over a range 
of roughly +20 per cent with Py and 
P, respectively. Normally, it will suffice 
to set these presets to their centre posi- 
tion. If, however, the range of P, is 
found inadequate, it may be stretched 
to some extent by changing the values 
of C; and Cy). This would be a rare 
instance, however. 

The output pulses of IC, 4 are used 
to turn on the two series-connected 
infra-red diodes via transistor T>. 
These diodes may be mounted on the 
printed-circuit board or they may be 
mounted at a distanced and linked to 
the board via suitable lengths of cable. 

Power for the extension unit may 
be derived from a standard 9 V mains 
adaptor. The supply voltage is regu- 
lated by IC3. The extension unit draws 
a quiescent current of a few mil- 


# see text 
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liamperes, but this rises to about 
20 mA when RCS data are being emit- 
ted. Diode D3 functions as the on/off 
indicator. 


CONSTRUCTION 

The extension unit is best constructed 
on the printed-circuit board shown in 
Figure 2. The work is straightforward 
and should not take more than an 
hour or so, 

Care should be taken that circuit 
IC; cannot receive the data emitted by 
D; and D3 to avoid a kind of optical 
‘ringing’ effect. 

The unit should be housed in a 
suitable plastic (ABS) case measuring 
roughly 100 x 50x 40 mm, in which 
windows must be cut (drilled) to give 
IC), and D, and Dy, access to the out- 
side world. This cutting (drilling) may 
be avoided if a transparent or translu- 
cent case is used, but these are not 
always readily available. 

Whether D, and D3 are mounted 
on the board, or connected to it by a 
short cable (via K,) is a matter of per- 
sonal choice or preference. Normally, 
a cable, if used, should not need to be 
longer than one metre (three feet). 


FINALLY ... 
The efforts to keep the design as sim- 
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ple as possible have 
resulted in a_ slight 
drawback, which, in practical use with 
the prototype, has proved to be 
innocuous, however. It concerns the 
width of the output pulses of IC;, 
which exceeds that of the pulses con- 
tained in the pulse train emitted by the 
RCS controller. Consequently, because 
of the way these pulses are re-modu- 
lated, the 36 kHz pulse trains at the 
output of the extension unit contain a 
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few more pulses than 
the original signal. It is 
fairly certain that this may cause a 
problem only when two extension 
units are used in cascade — a rare case, 
indeed. 

[970047] 
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Design: G, Baars 


The operation of the converter is 
based on the weighted adding 
and transferring of the analogue 
input levels and the digital out- 
put levels. Tt consists of com- 
parators and resistors. In theory, 
the number of bits is unlimited, 
but each bit needs a comparator 
and several coupling resistors. 
The diagram shows a 4-bit ver- 
sion. 

The value of the resistors 
must meet the following criteria: 


R 2. 
Ra:Rs = 1:2-4; 
RarRy:Ry = 1:24:8. 


“ 


The linearily of the converter 
depends on the degree of preci- 
sion of the value of the resisturs 
with respect to the resolution of 
the converter, and on the aceu- 
racy of the threshold voltage of 
the comparators. This threshold 
level must be equal, or nearly 
so, to half the supply voltage. 
Moreover, the comparators must 
have as low an output resistance 
as possible and as high an input 
resistance with respect to the 
load resistors as feasible. Any 
deviation from these require- 


002 


Philips Semiconductor 
Application 


The advantages and ease of use 
of an [2C link are well known, 
Since its introduction almost 20 
years ago, it has been applied in 
more than LOOO types of IC. All 
these ICs are designed for oper- 
ation from ao V power supply. 
However, more and more [Cs 
coming on to the market use a 
3.3 V¥ supply, The bi-directional 
shifter deseribed in this appli- 
cation note is intended to inter- 
connect two seclions of an 
I°C-bus system, each section 
with a different supply vollage 
and different logic levels. In the 
bus system in the diagram, the 
left section has pull-up resistors 


(C1 = 74HCO4 
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ments affects the linearity of the 
converter adversely, Lf the value 
of the resistors js not too low, the 
use of inverters with an FET 
(field-effect transistor) input 
leads to a near-ideal situation. 

In the present conyerter, 
complementary — metal-oxide 
semiconductor (CMOS) invert- 
ers are used, which, in spite of 
their low gain, give a reasonably 
good performance. 


If standard comparators are 
used, take into account the out- 
pul yollage range and make sure 
that the potential at their non- 
inverting inputs is set to half the 
supply vollage. 

If high aceuracy is a must, 
comparators Type TLC3074 or 
similar should be used. This 
type has a totem-pole output. 
The non-inverting inputs should 
be interlinked and connected to 


and devices connected to a 
3.3 V supply vollage, whereas 
the right section has pull-up 
resistors and devices connected 
to a SV supply voltage. The 
devices of each section have 
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I/Os with supply voltage related 
logic input levels and an open 
drain output configuration. 

The level shifters for each 
bus line are identical and con- 
sist of one discrete n-channel 
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4-bit analogue-to-digital 
converter 


984009-11 


the tap of a a divider consisting 
of two 10 kQ resistors across the 
supply lines. 

It is essential that the con- 
verter is driven by a low-resis- 
tance source. If necessary, this 
can be arranged via a suilable 
op amp input buffer. 

The converter draws a cur- 
rent not exceeding 5 mA. 

84009) 


bi-directional I°C level shifter 


enhancement MOSFET, T), for 
the serial data line, SDA, and Ty 
for the serial clock, SCL. The 
gates (g) have to be connected to 
the lowest supply voltage, V),,). 
the sources (s) to the bus lines 
of the lower vollage section, and 
the drains (d) to the bus lines of 
the higher voltage section, Many 
MOSFETs have the substrate 
internally already connected 
with the source: if not, it should 
be done externally. The diode 
between the drain and substrate 
is inside the MOSFET and rep- 
resents the n-p junction of drain 
and substrate. 
Three situations may arise. 


1. The bus is not used and is, 
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therefore, not made low by one 
of the ICs. The gate and source 
are both at 3.3 V so that the 
transistor is cut off. The PC bus 
at the right section is not 
affected and this line is also 
high, but here the high level is 
5 ¥ {in the left section, il is 


3.3 V). 


2. An TC in the left section 
makes the bus low. The level at 
the source of the transistor is 
0 ¥ and that at the gate, 3.3 V. 


iia. 


The transistor conducts, so that 
the 5 V section is pulled low by 
the transistor and the relevant 
IC. This means that the low 
level at the left section is trans- 
ferred tu the right section. 


3. An IC in the right section 
makes the bus low. The left sec- 
tion is pulled low via the diode 
in the transistor, not necessarily 
to zero but to a level a diode volt- 
age above zero. This level is, 
however, low enough to switch on 


Specifications (8 Q/1 kHz unless otherwise noted) 


Input sensitivity: 
Output power, 8 Q: 
Output power, 4 Q: 
Damping factor (8 92) 


Slew rate: 
Power bandwidth: 


Signal/noise ratio: 


Design: T. Giesberts 

According to National Semicon- 
ductor, the LM3886 is a high- 
performance 150W Audio Power 
Amplifier with Mute. The per- 
furmance of the LM3886, say 
NS, utilising its Self Peak 
Instantaneous — ‘Temperature 
(Ke) (SPI Ke) protection cir- 
cuitry, puts in a class above dis- 
erete and hybrid amplifiers by 
providing an inherently, dynam- 
ically protected Safe Operating 
Area (SOA). The LM3880T 
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1 Vims (63 W into 8 Q) 


63 W (THD <1%) 
108 W (THD <1%) 


>450 at 1 kHz 
>170 at 20 kHz 


>10 Vius (rise time = 5 us) 
8 Hz to 90 kHz 


94 dBA (1 W into 8 Q) 


comes in an LI (staggered-) lead 
non-isolated TO220 package. 

We put the LM38806T through 
ils paces, using two earlier pub- 
lications (Ref. 1, 2) and an exist- 
ing printed circuit board as a 
basis. For test purposes, the pro- 
totype of the amplifier was pow- 
ered by a stabilised £35-V sup- 
ply. A. maximum undistorted 
output power of about 63 watts 
into 8 ohms was obtained at a 
drive level of 1 Vrms. Dropping 
the load impedance to 4 ohms 
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the transistor, since the potential 
at the source is a few volts below 
that al the gate. Since FETS can 
conduct in two directions. the 
left section is made low via the 
transistor and the relevant IC in 
the right section, So, again the 
low level is transferred. 


It is obvious that the FE 
used must have some specific 
properties. One of the most 
important of these is that the 
transistor must conduct when 


pushed the oulput power to no 
less then 108 watts. In practice, 
these power levels can be taken 
to mean ‘music power’, but do 
remember that the amplifier will 
not normally be powered from a 
regulated supply! 

Great allention should be paid 
{o the cooling of the amplifier 
IC. The cooling capacity offered 
by a heatsink as specified in the 
parts list is really only sufficient 
for load impedances of 6 ohms 
or more. Even if a heatsink with 
a thermal resistance lower than 
1 K/W is employed, the ampli- 
fier IC will cause a ‘hot spot’ on 
the heatsink surface where the 
actual thermal resistance is 
much higher locally than the 
specification! With this in mind, 
it is recommended to drop the 
supply voltage to about +30 V 
if the amplifier is used to drive 
a 4-ohm load. Also, bear in 
mind that heatsink isolating 
materials like miea and even 
ceramics tend to raise the ther- 
mal resistance by 0.2 K/W to 
0.4 K/W. The metal tab at the 
back of the IC is at the negative 
supply potential. 

Boucherot network C6-R6 is not 
normally required in this appli- 
cation, and should be omitted 


unless the amplifier is found to 
be unstable as a result of an 
application which is widely dif- 
ferent from the one shown here. 
Populating the amplifier board 
itself will be a piece of cake, and 
most of the time required to 
build the amplifier will go into 
drilling, cutting, mounting and 
isolating the heatsink. The 
printed circuit board shown here 
is available ready-made through 
the Publishers’ Readers Ser- 
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the gate-source potential is less 
than 2 V. Also, its channel re 
tance must be lower than 
100 @, and it must be able to 
carry a current of al least 
10 mA. Its input capacitance 
should not exceed 100 pF and it 
should be capable of switching 
within Sms. Suitable Philips 
types are the BSN1O, BSN20, 
BSS83, and BSS88. 
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vices. Note that the radial elec- 
trolytic capacitors are rated at 
40 volts, so you have to make 
sure that the supply vollage can 
never exceed that level. The 
performance of the prototype 
amplifier built and tested in our 
design lab is expressed by the 
Specifications box, 
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COMPONENTS LIST 


Resistors: 

R1,R3 = 1ke2 
R2,R4,R5,R8,R9 = 22kQ2 
R6 = not fitted, see text 
R7 = 100, 5W 


Capacitors: 

C1 = 2uF2, MKT (Siemens), 
pitch 5mm or 7.6mm 

C2 = 220pF, 160V, axial, poly- 
styrene (Siemens) 

C3 = 22uF, 40V, radial 

C4 = 47pF, 160V, axial, poly- 
styrene (Siemens) 

C5 = 100uF, 40V, radial 

C6 = not fitted, see text 

C7,C8 = 100nF 

C9,C10 = 2200uF, 40V, radial, 
max. diameter 16mm 


Inductor: 

L1 = 0.7uH, 13 turns of 1.2- 
mm diameter (#18 SWG) 
enamelled copper wire, 
10mm internal diameter, 
wound around R7. 


Semiconductor: 
{C1 = LM3886T (National 
Semiconductor) 


Miscellaneous: 

Heatsink for 1C1: specification 
Rin < 1K/W 

Printed circuit board, order 
code 954083-1. 


NN 


* See text 
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Design: FE Hueber 


One of the drawbacks of a three- 
pin voltage regulator is that the 
input vollage needs to be 
2.5-3 V higher than the output 
voltage. This makes these inte- 
grated regulators unsuitable for 
battery power supplies. Tf, for 
instance, the output voltage is 
3 \,a9V battery could be dis- 
charged to 7.5 Y or thereabouts 


only, On top of this, most of 


these regulators draw a current 
of about 2 mA, Special low-drop 
versions sometimes offer a solu- 
tion, but they are not ideal 
cither. 

The regulator described here 
is rather thriftier: it draws a cur- 
rentof only 300 wa and the dif- 
ference between its inpul and 
output is only LOO-200 mV 

In the circuit diagram, T) is 
arranged as a series regulator, 
which means that the difference 
between input voltage and out- 
put voltage is limited to the tran- 
saturation potential. 
Therefore, a 9 V battery can be 
discharged to about 5 Y, which 
is quite an improvement on the 
situation with an integrated reg- 


sislor’s 
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T1 = BC558B/ 
BCS557B 


ulator. 

Diodes D,-D5-Ds. or a suit- 
able zener diode (D4), in con- 
junction with Rs and P), form a 
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References: 


Amplifier with Mute (Application 
Note), Elektor Electronics May 


* See text 


T2,T3 = BC548B/ 
BC547B 


variable reference — yollage 
source, which is used as the 
(oulpul-dependent) base poten- 


tial of Ts. If the output voltage 
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1. LM3886 150W Audio Power 


1995, 
2. Single-chip 50 W AF Ampli- 
fier, Klektor Electronics December 
1995, 
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drops below a desired level, the 
base potential of Ty also drops. 
The transistor then conducts 
less hard and its collector volt- 


7-8/98 


Visit our Web site at http://ourworld.compuserve.com/homepages/elektor_uk 


age rises. The base voltage of T5 
also rises, so that T, ts driven 
harder. This results in the near- 
instantaneous restoration of the 
oulput voltage, 

The design of the reference 
voltage source is clearly of para- 
mount importance. The current 
through the LEDs or the zener 
diode is of the order of only 
100 wA. This means that the 
drop across a 5.1 V zener diode 
is only 4.3 V and across each 
LED, only about 1.43 ¥. For a 
wanted oulput voltage of 4.8 V. 
the three LEDs proved very 
effective, whereas the zener did 
not. [t may well be necessary, if 
a zener diode is used, to lry one 
raled at 4.7 V. If, however, an 
output voltage of 5 V is wanted, 
it will be necessary lo carefully 
select a zener diode. 

When the battery voltage has 
dropped to a level where it is 
only marginally higher than the 
wanted outpul voltage, T) and 
Ty conduct hard. A further drop 
in the battery voltage will cause 
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National Semiconductor 
application 


Remote temperature measure- 
ments have to be linked by some 
sort of cable to the relevant test 
instrument. Normally, this is a 
three-core cable: one core for 
the signal and the other two for 
the supply lines. If the link is 
required to be a two-core cable, 
one of the supply lines and the 
signal line have to be combined. 
This is possible with, for 
instance, temperature sensors 
LM334 and LM335, lowever, 
these devices provide an output 
that is directly proportional to 
absolute temperature and this is 
not always a practical proposi- 
tion, 

Tf an output signal that is 
directly proportional to the cel- 
sius temperature scale is 
desired, the present. circuit, 
which uses a Type LM45 sensor, 
offers a good solution. The 
LM45 sensor is powered by an 
alternating voltage, while its out- 
put is a direct vollage. 

The supply to the sensor is 
provided by a sine-wave gener- 
ator, based on A; and Ay (see 
diagram). The alternating vyolt- 
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the collector potential of Tz to 
drop rapidly to 0 ¥ since Ts 
tries to make T, conduct hard, 

The large drop in the collec- 
tor potential of ‘T, may be used 
to drive a BATT-LOW indicator. 
This may be done in three ways 
as shown in Figure 2. 

When network a is con- 
nected between terminals A and 
B, transistor T will normally be 
held cut off by divider Rg-Rz,. 
If then the vollage at B drops 
suddenly, T, conducts, where- 
upon Ds indicates that the bat- 
tery is nearly flat. 

The network in b is similar 
to that in a, but is intended for a 
liquid-crystal display of BATT 
LOW. The collector of Ty is 
linked to the IC that drives the 
decimal point and the BAT- 
LOW segment of the display. 

Network c may be used if 
there is an unused inverter or 
gate in the circuit to be pow- 
ered, The high value of resistor 
R,, prevents the internal pro- 
tection diodes of the IC being 


IC2 = LM6218 
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top view 
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c1 
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damaged. 

When the regulator has been 
built, connect it to a variable 
power supply via a mullimeter 
set lo the mA range and set P, 
roughly at its mid-position, Turn 
P, slowly until the desired out- 
put voltage is obtained. 

If with an output voltage of 
4.8 V the regulator draws a cur- 
rent of more than 250-300 jA, 
the three LEDs or zener diode 
must be replaced. 


two-wire line Aa 
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T4 = BCS58B/ 
BC557B 
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The regulator can provide a 
current of up to about 25 mA. 
With a fresh 9 V battery, the dis- 
sipation of T, does not exceed 
100 mW. If the input voltage is 
higher, it may be necessary to 
mount the transistor on a suil- 
able heat sink or replace it by a 
power transistor, for instance, a 
Type BD138. 
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two-wire temperature sensor 


age is applied to the signal line 
in the two-core cable yia cou- 
pling capacitor Cg. 

The sensor contains a volt- 
age-doubling rectifier formed by 
D,-Dy-C)-Cg. This network 
converts the applied alternating 
voltage into a direct voltage. 
Resistor Ry isolates the output 
from the load capacitance, while 
choke L; couples the output sig- 
nal of the sensor to the signal 
line in the cable. Choke L) and 
capacitor Cy protect the output 
against the alternaling voltage 
present on the line. 

At the other end of the link, 
network R3-Ly-Cy forms a low- 
pass section that prevents the 
alternating supply voltage [rom 
combining with the sensor out- 
put. Capacitor Cs prevents a 
direct current through Ry, since 
this would attenuate the temper- 
ature-dependent voltage. 

The output load should have 
a high resistance, some 100 kQ 
or even higher. 

The circuit draws a current 
of afew mA, 
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The Serial Copy 
Management 
System (SCMS) 
prevents digital 
copying of audio 
material from the 
second generation 
onwards. 
Unfortunately, this 
_ protection also 
works on home 
ecordings and so 
_ prevents home 
_recordists from 
digitally copying 
their own 
musical work more than 
‘once without degradation 
by the SCMS. This prob- 
lem has been highlighted 
‘before in this magazine, 
but it has not gone away 

— reason enough to 
describe a simple and 
_ inexpensive circuit for 
“permanently removing the 
copy-prohibit-bit from the 

_ §/PDIF* audio signal. 


ei Al by H. Hanft 


simple 


copybit killer 


GENERAL 


DESCRIPTION 

The circuit described in this article is 
intended for the digital recording or 
copying and playback of non-com- 
mercial musical work. Such recording 
or copying is possible only when the 
copy-prohibit has been eliminated 
without any other effect on the audio 
signal. 

The design of the circuit is such 
that there are no modifications 
required in the existing audio installa- 
tion. The circuit is simply inserted in 
series with the digital (optical or coax- 
ial) link between the relevant record- 
ing and playback equipment. 

Briefly, the circuit: 

* requires no modification to the dig- 
ital audio equipment; 

* is suitable for use with signals on 
optical as well as coaxial lines; 

* uses readily available components; 

* operates without programmable 
ICs such as PALs and EPLDs; 


enables limitless digital copying 


* is easily set up; 

* has good clock regeneration 
through the use of PLLs (jit 
terkiller); 

* gives clear indication (LEDs) of the 
sampling frequency (32 kHz, 
44.1 kHz, or 48 kHz); 

* automatically recognizes, and 
switches over to, the correct sam- 
pling frequency; 

* draws a small current owing to the 
use of CMOS ICs. 


CIRCUIT DESCRIPTION 

The block diagram of the copybit killer 

is shown in Figure 1. It shows that the 

copyelt killer consists of: 
* optical-to-electrical convertor for 
the S/PDIF signals; 

* differentiating network; 

* phase-locked loop (PLL) to regen- 
erate the clock frequency; 

* network for recognizing and pro- 
cessing the clock frequency; 

* network for recognizing and dis- 


Sony/Phiips Digital Interface Format ~ the consumer version of the 

JEBU Standard. This standard was devised by the American Audio 
ig ng Society and the European Broadcasting Union to define 
‘signal format, electrical characteristics, and connectors, to be 
ed for digital interfaces between professional audio products. 


y 


WARNING. The information contained in this article is intended solely for the record- 
ing, processing, and copying, of private musical work, The Editor and Publishers dis- 
claim ail responsibility for its use that infringes any copyright vested in commercial 
compact disks and (digital) tape cassettes. Such infringement is entirely the respori- 
sibility of the perpetrator. 
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differentiating 
circuit 


recognition 
of the 
S/PDIF 
clock 
frequency 


abling the copy-prohibit-bit; Been 
¢ electrical-to-optical convertor for ‘ oahe 
the S/PDIF signals. 


copy-prohibit bit 


The circuit diagram proper is shown in 


Figure 2, The operation of the various es 

networks outlined above is described 

in the following sections. and pass this on to the decoder. It con- that the PLL locked in at that moment 
sists of IC5,-IC;4 and four NOR gates, is included in the sigal processing. 

The optical-to-electrical conversion of 1Cg,-ICgg. The comparators recognize Also, when the sampling frequency is 


the S/PDIF signal is carried out by ICj, the incoming S/PDIF signal and ensure 48 kHz or 44.1 kHz, the VCO control 
which is the well-known Type 
TORX173 integrated receiver. It con- 
verts the signal input from the fibre- 


glass cable into an electrical signal at cas 7 ne 
TTL level. There is, of course, also a Fe ‘ - a" = aie 
facility for inputting signals from a FORKS aunt, Ei fs te 1, [] 
standard coaxial cable. This is possible % [000] =| *{eeou}y a | 

via audio connector K, in parallel with oy L | |= Y 

the output of IC, via resistor Rp. paag (" 


The differentiating circuit, consisting 
of XOR gates IC,,~IC. and RC net- 
works Rs5-C; and Rg-Cy, serves to 
detect the rising or falling edges of the 
incoming S/PDIF signal. For each and 
every edge, a positive pulse of defined 
length is generated and used for syn- 
chronizing the following PLL. 


The regeneration of the clock fre- 
quency contained in the $/PDIF signal 
is carried out by two discrete phase- 
locked loops (PLLs). The first one is 
for frequencies 6.144 MHz (sampling 
rate 48 kHz) and 5.6448 MHz (sam- 
pling frequency 44.1 kHz), and the sec- 
ond for frequency 4.096 MHz (sam- 
pling frequency 32 kHz) 

50 as to keep the circuit simple, 
both PLLs are Type 74HCT4046 ICs 
(IC; and ICy). These circuits contain 
not only a phase comparator, but also 
a voltage-controlled oscillator (VCO). 
The PLLs circuits are virtually identi- 


cal and differ only as far as the value —— 
of the resistor that sets the central fre- | 
quency of the VCO is concerned (Rz 

and Ryo)- 


* EPROM 
02 


270512 


The network for recognizing the clock 
frequency serves to detect the sam- 
pling frequency of the S/PDIF signal 


C2 = 74HC86 
IC5 = LM339 
IC6 = 74HCO2 
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Parts list 


Resistors: 

Ry, Ro, Roz = 100 <2 

Ry = 15 kQ 

Ry, Rig, Ryo, Rag, Ros, 
Rgo~Ri37 = 10 kQ 

Rs, Ag = 6809 

Ry, Rya: Rig = 4.7kQ 

Ra, Ry = 22 kg) 

Ro, Rio = 220 0 

Rio: Rog = 8.2 kQ 

Rys = 150 2 

Riz, Roo, Rog, Ros = 12k 


Py = 10 kQ preset poten- 
tiometer 

Po, Py = 1 kQ preset poten- 
tiometer 


Capacitors: ‘ 

Cy, Go, Cg, Cyg-Cog, Cag = 
0.1 uF ceramic 

C3, Cy = 33 pF 

Cs, Cr = 100 pF 

Ce, Ca. Cy9-C43 = 0,01 pF 

Cos = 1 UF 63 V, radial 

Coz = 220 pF, 25 V, radial 


inductors: 
L, oe 47 HH 


Semiconductors: 

Dy, Ds, Dy, De-Dg = BAT85 

Do, Ds, Dg, Dig ™% LED, high § 
efficiency 

Dy, = IN4002 


Integrated circuits: 

IC, = TORX173 

ICa = 74HC8E 

ICs, IC nae 74HCT4046 

ICs = LM339 

ICg = 74HCO2 

ICz = 74HC164 

iCg = 270512 (available 
ready programmed: Order 
no 976516* — see Readers 
Services towards the end of 
this issue) 

ICg = 74HC574 

ICi9 bod TOTXI73 

IC, = 78L05 


Miscellaneous: ~ 

K,;, Ko = audio socket for 
PCB 

Ky = mains adaptor socket 
for PCB 

PGB Order no. 970069* - see 
Readers Services towards 
the end of this issue 


* These items may be pur- 
chased as a combination: 


Order no. 970069-C 
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Frame / Block Format 


Preambles 
[x Channel Al Y | Channel B]Z | Channel Aly | Channel! B] X | Channel Al Y | Channel B/ X| 
Sub-frame Sub-frame 


Frame 191 Frame 1 


= Sub-frame Format =e z 


| Sub-frame 
BtiOo 123456789 262728293031 


[S58 Audio Data MSE] V[U[C]P] 


Validity —$ f 
User Data 


Channel Status Data 


Preamble Forms | 


Preamble X ' : ¥ 
Ch. A ' . 


Preamble Y 
Ch.B 


11. 1:1 0'0 1:0 0! 


Preamble Z | | | | | 
Ch 


LA + K 
Block Start ;1 1:1 0:1 0:0 0; 


Bit management 


The digital part of the circuit, in conjunction with the associated 
programming code in the EPROM, provides a sequence con- 
trol that recognizes and, if necessary, alters the status of the 
copy-prohibit-bit. The process attenuation of the S/PDIF signal 
is equal to one clock cycle. Shift register |Cz continuously sep- 
arates the last eight biphase-bit halves from the serial data 
stream and arranges that the halves are available at Ag-A7. 
The feedback of the data lines to 


Consumer Channel Status Block Structure | block 
| 7 


Source Num. 


Parity Bit 


1 | 2/3 | 4] 5s | 6 


(PRO-0| Audio | Copy | Emphasis | Mode 7 


Category Code [ L415 
Channel Num. 23 


Clock Acc. Reserved 31 


39 


Reserved 


970069 - 13 


As far as the copy-prohibit-bit is concerned, these are the sub- 
frames of frame number 2. 

In short, it is necessary that the status of bit number 30 
in the two sub-frames of frame 2 be recognized and, if this bit 
has been erased, that it is set. lf one of these bits is altered, the 
next parity bit (bit position 31) of the sub-frame must be inverted. 
This may give rise to eight different situations, which have to be 
taken into account in the programming code in the EPROM— 
see Table. 


the address lines via latch ICg divides the 
memory of the EPROM into 128 blocks of , 29 
256 bytes each. In this way it becomes pos- 
sible within a block, depending on the sta- 
tus of address lines Ag-Az, to select the 
same or another block which is then 
enabled at the rising edge of the next clock 
pulse. This arrangement provides process- 
ing control in up to 128 steps. 

From the format of the S/PDIF sig- 
nal in the diagram above, it is seen that a 
transfer block consists of 192 frames, each 
of which is composed of two sub-frames. 
These sub-frames start with a preamble (X, 
Y, Z) and contain 32 bits. The preambles 
serve to mark the onset of a sub-frame; pre- 
amble Z also indicates the start of a new 
transfer block. 

Bit 2 of the Consumer Channel 
Status Block is of special importance for the 
present copybit killer, because unlimited dig- 
ital copying can be carried out only when 
this bit is set. The Channel Status Bit is 
located at bit position 30 (biphase-bit-half 
positions 60 and 61) of a sub-frame and 
therefore occurs twice during each frame. 


| Case 4 
C=1, P=1 


User Data 


Channel Status Data 


Elektor Electronics 


Visit our Web site at http://ourworld.compuserve.com/homepages/elektor_uk 


voltage at the relevant PLL (IC3) is 
measured by comparators IC, and 
ICs4. At the same time, the appropri- 
ate sampling frequency is indicated by 
Do or Ds. 


The core of the copybit killer is the cir- 
cuit for decoding and disabling the 
copy-prohibit-bit, This digital circuit 
consists of edge-triggered 8-bit shift 
register IC5, 32 kbyte EPROM ICy, and 
edge-triggered 8-bit latch ICy. 

Address lines Ag~Ay of the EPROM 
are controlled via the shift register, 
while latch ICg provides the feedback 
of databits D;-D; to addresses Ag—Aq4. 
This arrangement, in conjunction with 
the software in the EPROM, ensures 
that the copy-prohibit-bit is recognized 
and disabled. The modified S/PDIF sig- 
nal is available at pin 19 of the latch. 

It would have been possible to use 
a programmed controller for this part 
ofthe copybit killer, but the cicuit as is 
forms a less expensive, readily avail- 
able alternative to an EPLD. Moreover, 
programming an EPROM with con- 
ventional means is straightforward, 
which is an advantage that must not 
be underestimated. 

The data for the EPROM is pro- 
vided by a small Pascal program that 
produces a binary file of 32768 bytes. 
Constructors need not concern them- 
selves with this since the programmed 
EPROM is readily available through 
our Readers’ Services. 

The electrical-to-optical conversion of 
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the (modified) S/PDIF signal is effected 
by ICjq, an integrated transmitter from 
the same stable as the integrated input 
receiver. 

The TTL output signal from latch 
ICy is converted by ICjy into an equiv- 
alent optical signal that can be passed 
on via a standard fibre-glass cable. Just 
as at the input, ICjq is shunted by a 
coaxial audio connector, K3. 


CONSTRUCTION 
The copybit killer is best built on the 
printed-circuit board in Figure 3. Pop- 
ulating the board is straightforward by 
consulting the circuit diagram and 
parts list as well as the board itself. 
All components are standard items. 
As mentioned earlier, IC, is available 
ready-programmed through our Read- 
ers’ Services. 


The functions of the four LEDs are: 
sampling frequency is 48 kHz; 


D; 
D; sampling frequency is 44.1 kHz; 
Dg — sampling frequency is 32 kHz; 


Dig input signal is absent or poor. 


When the board has been completed, 
compare it with the photograph of the 
prototype in Figure 4. 

The copybit killer may be powered 
by a mains adaptor via Ky. The adap- 
tor output must not exceed 9-10 V to 
avoid the dissipation limit of 1Cj, 
being exceeded. Since the output of 
some adaptors is already 9 V when it 


is set to 6 V, it is advisable to actually 
measure the output. 

The circuit draws a current of about 
80 mA. 


SETTING UP 

Th trigger level at the input of the 
copybit killer is set with P). This is best 
done with the aid of an oscilloscope by 
making the pulses at the output (pin 8) 
of differentiating network IC, coincide 
with one another. This setting, which 
gives the least jitter, may be checked 
with other signal sources and sam- 
pling frequencies so as to obtain a 
good average. 

Setting the VCO (IC3) with P» is a 
precise operation. It has to be ensured 
that the voltage variation of about 
220 mV at the output (pin 10) of IC, is 
symmetrical with respect to the input 
voltage to IC; and IC;4 (a window of 
about 80 mV) when the sampling fre- 
quency is switched from 44.1 kHz to 
48 kHz and vice versa. This measure- 
ment is best carried out with a digital 
voltmeter. 

The setting of the second VCO 
with Ps is not so critical. Make sure, 
however, that the lighting of the rele- 
vant LED accords with the sampling 
frequency in use. 

1970064} 
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Design: K. Walraven 
This magazine regularly pub- 


lishes news about new families 


of logie circuits. Last year, for 
Instance, attention was drawn to 
the AHC (advanced high-speed 
CMOS) series. Logic circuits in 
this series are three Himes as fast 
as similar cireuits in the HC 
(high-speed CMOS) series, An 
important benefit of the series 


984016 - 1t 


only one gate and not four or six 


gate logic 


keted under the name Microgate 
Logic. Although they are nol 
revolutionary, they offer several 
real advantages. Desig 
longer need to worry about gales 
nal ‘being user. Also, it becomes 
possible to locate the gate at a 
more suitable space on a board 
than quad gates. All this makes 
the devices more functional and 
more compact, which improves 


ners rm 


chips by the addition of 1G to 
the type number. For instance, a 
TRpe AHC1G00 is a single-gate 
logic 74AHCOO, that is, a single 
NAND gate. 

The AIC series is further 
extended by much | larger 
devices lo meel the require- 
ments of 16-bit or 32-bit wide 
buses. These chips have more 


gales than before, and are mar- 


is that devices can work from as had become usual. Single- their EMC properties. The plac- keted as Widebus'” circuits. For 
3.3 Vand 5 V supplies. gate logic circuits are housed in ing of quad-gate or six-gale instance, a Type TIAHC16244 


Later last year, Texas Instru- 
ments and Philips Semiconduc- 
lors brought out a number of 
new, single-gate logic, devices 
in the AHIC series. As the name 
indicates, these devices provide 


fo 
to 


1 TOP VIEW 


SOP. -5 S-pin cases, which mea- 
sure only 33.1 mm {quad-gate 


cireuils housed in 


TSSOP 14-pin 
33.06 mm2}. 
The new ceviees are mar- 


Cases OCCUPY 


universal 
lead-acid battery protector 


devices on a board is almost 
invariably a compromise which 
makes signal lines unnecessar- 
ily long. 

Microgate Logie devices are 
distinguished from normal AGC 


2x 1N4148 


is a dual 244, that is, a 16-bit 
data buffer. 

More information on these 
new circuits may be found on 
www. ELcomy= 


Internel page 


lous/as 1 lit-blm. 


[HAL 
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1N4148 
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(>10012) 
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Design: L. Lalic 


Lead-acid batteries must not be 
discharged deeply. In the best 
case, this leads to an irreversible 
loss of capacity; in the worst 
case, the likelihood of serious, 
irreparable damage is great. It 
is, therefore, rather odd that 
there are several circuits aimed 
at protecting these batteries to 
being overcharged, but hardly 
any to protect them against 
being discharged loo deeply. 
This situation is put right by 
the protector described here. It 


REFERENCE 


OUTPUT 


*& see text 


is intended to be placed 
between the battery and its load. 
It decouples the load from the 
battery when this is nearing the 
dise harged state, 

The cireuit draws a current 
not exceeding | mA and ts read- 
ily adapled for use with 6 Y, 
12 V, or 24 ¥ lead-acid batteries. 
Tt may be equipped with an auto- 
matic or a manual reset function 
to override the decoupling of the 
load from the battery. 

The circuit is based on a 
Type LM10C that contains an 


28 


IC1 = LM10(C) 


op amp and a reference ampli- 
fier The pin out and cireuit dia- 
gram are shown in Figure 1. 

The IC has an integral volt- 
ave reference source of 200 mV 
which is internally linked to the 
non-inverting (+-ve) input of a 
reference amplifier. 

The integral op amp has an 
output stage thal can be driven 
almost up lo the level of the sup- 
ply vollage. This means that it 
can provide a current of 
+20 mA at a saturation vollage 


of only 400 mY. 
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The supply voltage range of 
the IC is 11-40 V and the 
device draws a current of only 
270 WA. Note that the Type 
LMIOCI. cannot be used in this 
application since itis suilable for 
supply vallages of up to 7 V only. 

In the cireuit diagram in 
Figure 2, A, is the reference 
amplifier, which functions as 
monitor of the battery vollage. 
The battery voltage is lowered 
by voltage divider R)-Ry-P) to 
the level of the reference poten- 
tial of 200 m¥. As long as the 
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baltery yollage remains above 
the cell level of 1.83-1.85 V, the 
output of Ay {pin 1) is low. This 
is of no consequence, since the 
inverting (~ve)} input of op amp 
Ay is held at half the supply 
vollage by Ry. 

Op amp Ag is arranged as a 
Sehmilt trigger with switching 
levels at 1/3 and 2/3 of the sup- 
ply voltage level via Rs, Ry, and 
R-. The output of the op amp. 
pin 6, should go high immedi- 
alely the supply is switched on 
and remain so as long as the 
battery is not discharged. This is 
arranged by Co, Cy, Dy and Dy. 

Since the value of Cy is only 
half that of Cy, the potential al 
pin 2 rises more slowly than that 
al pin 3, The output of Ay thus 
goes high and remains so. 

Diodes Dy, and Dy ensure 
that Cy and Cy are discharged 
rapidly after the supply is 


00 
te 


This design is based on the cel- 
ebraled 555 timer IC, and 
changes a posilive voltage of 9 ¥ 
into a negative one, A low-power 
de-de converter like the one 
shown here may be required 
sometiues when working with 
batlery-powered equipment or 
older [Cs that somehow eall for 
a low-current negative bias. The 
eireult is also fine if you want to 
use a single battery lo power a 


Elektor Electronics 


switched off. This enables the 
cireuit to be reactualed again 
quickly when necessary. 

The high level at the output 
of Ay causes T) to conduct, so 
that the relay is energized. The 
impedance of the relay coil 
should not exceed 100 Q, 

When the battery vollage 
drops below the eritical level. 
the output of A; changes from 
low to high, whereupon the level 
al the inverting input of Ay 
{pin 2) rises above the level of 
2/3 the supply voltage. The out- 
put of Ay goes low, T, is cut off, 
and the relay is deenergized, 
whereupon the load is decou- 
pled from the battery. 

Resistor Ry limits any volt- 
age varialions al pin 2 of Ay to 
the upper half of the supply volt- 
age. This means that when the 
output of the op amp goes low, it 
slays so until a reset. This 


circuit requiring a symmetrical 
supply rails. 

The TLC555 is a CMOS ¥ 
sion of the older bipolar NES 
If you can not get hold of a 
TLC555, you may use the 7555 
instead. Here, the TI.C555 is 
connected up as an astable mul- 
livibrator with R2, R3 and Cl 
acting as the frequency deter- 
mining components. The oseil- 
lation frequeney is about 
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arrangement ensures that when 
the battery voltage recovers after 
the load has been decoupled, 
the protector is not reset aulo- 
matically, Such a reset would 
almost always be undesired. 
since as soon as the load would 
be reconnected, it would be 
uncoupled again. The result 
would be an oscillatory process. 

[Lis clear that a manual reset 
is better and this is effected by 
short-cvircuiting Cy briefly by 
operating push-button switeh 3). 
Note that a reset also oceurs 
when the supply is switched off 
and then on again. If, neverthe- 
less. an automatic reset is 
desired, this is easily arranged 
by the removal of Ry. Be 
warned, however, that this 
makes sense only if the charging 
of the battery is started when the 
auto reset occurs, 

Calibrating the cireuit is 


dce-de converter 


470 |16V 


COMPONENTS LIST 


Resistors: 
Ri = 102 
R2 = 1kQ 
R3 = 33k2 
Capacitors: 
C1 = 1nF 


20 kHz, The squarewave pro- 
duced by the oscillator has duty 


29 


100n 


straightforward. Connect a vari- 
able power supply in place of 
the battery with a multimeter set 
to the 20 V direct vollage range 
parallel across its terminals. 
Adjust P) until the relay opens 
ata vollage of 3.5 V (6 V bat- 
tery); 11 ¥ (12 ¥ battery) or 
22 V (24 V battery). 

The component values in the 
circuit diagram are for a 12 V 
battery version. In case of a6 ¥ 
batlery, the value of Ry must be 
lowered to 220 kQ. that of Re lo 
1.2 kQ, and that of P; to 
100 kQ. For a 24 ¥ battery, the 
value of Ry must be increased to 
1 MQ and that of Ry to 4.7 kQ, 

linally, the voltage rating of 
the relay coil must, of course, be 
the same as the nominal battery 


vollage. JR, Lae — 4020] 


2x BAT85 — ggago7- 14 


C2 = 10nF 

C3 = 100uF 10V radial 
C4 = 1000uF 16V radial 
C5,C7 = 100nF 

C6 = 470uF 16V radial 


Semiconductors: 
D1,D2 = BAT85 
IC1 = TLC555 or 7555 


factor of about 0.5 and is fed toa 
ade rectifier, C3-D1-D2-C4., 


Note that type BAT85 Schottky 
cliodes are used because of their 
lower forward voltage drop of 
about 0.4 V as against 0.7 V for 
silicon diodes like the ubiqui- 


tous IN4148, The rectified volt- 


Battery voltage: 9.1 V 


age is smoothed by C4, while C5 
serves lo eliminate higher-fre- 
quency noise. 

The input supply voltage to 
the TLC555 is decoupled by 
Rl, Co and C7. Current con- 


Efficiency 


los k 60mA |-83V 18% 
15k 955mA |-7.2¥ 40% 
680 |13.43mA |-5.93V 42% 
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Desiyn: T. Gitesberts 


Although the protection eireuit 
is fairly simple, it forms an 
effective guard against overload 
of the input of amplifiers and 
loudspeakers. Why these inputs 
may need protection now that 
line levels have been standard- 
ized is because there are signal 
sources on the market that gen- 
erale outputs of several volts 
instead of the standardized 1 ¥ 
nos. Also, in some applica- 
tions, the loudspeaker signal is 
apphed to the Tine output of a 
separate amplifier yia a voltage 
divider, in which case the levels 
may be well above 1 V nm.s. 
The diagram shows a circuit 
that resembles the familiar 


series resistor and zener diode. 
Here, however, the zener is con- 
structed from a small rectifier 
and a transistor, since commer- 
cial zeners appear to start con- 
ducting way below their rated 


sumption of the converter will 
depend largely on the load con- 
nected to the —9 ¥ output. As 
evidenced by the measurement 
data in the table, the output 
should be capable of supplying 
up to about LO mA before the 
output voltage plummets. 


load protection 
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values, which gives rise lo 
unwanted distortion. 

The constructed zener makes 
a well-defined limitation possi- 
ble and does not affect signals 
below the critical level. Config- 


= rear light afterglow 


ae 


(For bicycles with a dynamo} 
Design: H. Bonekamp 


This article is of interest only to 
readers whose bicycle lights are 
powered by a dynamo. The laws 
on bieyele lights in the United 
Kingdom are stricter than in 
other countries and a dynamo is, 
therefore, a rarity in this country, 

Krom the point of view of 


traffic safety it is advisable {in 
UK obligatory) for cyclists to 
have the rear lamp of their bicy- 
cle to light even when they are 
at standstill. In principle, it is 
not very difficult to modify the 
existing rear light with afterglow: 
all this needs is a large enough 
energy reservoir, Since the alter- 
glow is required for short peri- 


30 


ods of time only, a battery is not 
required; a large yalue capaci- 
tor, say, 1 E is quite sufficient. 
As the diagram shows, in the 
present circuit, the normal rear 
light bulb is replaced by two 
series-connected bright LEDs, 
Dy and Ds. ‘These are clearly 
visible with a current of only 
6 mA (compared with 50 mA of 


kor casy incorporation in 
equipment in which space is at 
a premium, the converter is best 
built on the miniature cireuit 
board whose artwork is shown 
here (board not available ready- 
made}. 


(UBAN27- Ly 


uring T, as a diode reduces the 
number of components needed 
to a minimum: not even a volt- 
age divider or potentiometer is 
required, 

Measurements on the pro- 
tolype show that the input signal 
remains virtually undistorted al 
levels up to TOO mY rms. At the 
threshold of 1 V rm.s., the dis- 
tortion is about 0.02%. Above 
this level, limiting is 
defined, The peak output volt- 
age of the circuit is about 3 ¥ 


well- 


with an inpul voltage of about 
13 Vems. Ifthe limiting level 
is required to be slightly higher, 
consideration should be given to 
replacing T; by three or four 
cascaded diodes. (ogand2| 


the bulb), The current is set with 
series resistor Ry, 

The LEDs are shunted hy the 
IF capacitor, Cy. Since the 
working voltage of this compo- 
nent is only 5.5 V, ibis, in spite of 
its high value, physically small. 

An effective regulator is 
needed to limit the dynamo volt- 
age adequately, Normal regula- 
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tors cannot be used here, since 
they do not work at low vollages. 
Moreover, such a device would 
discharge the capacitor when 
the cycle is at standstill. Fortu- 
nately, there is a low-drop type 
that meets the present require- 
ments nicely: the Type 
1L.P2950CZ5.0. 

Of course, the dynamo out- 
put voltage needs to be rectified 
before it can be applied to the 
regulator In the present cireuil, 
this is effected by half-wave rec- 


1C1 
LP2950CZ5.0 


D2, D3 = 
super-luminosity-LED 
Ri 


984045 - 11 


tifier Dy and buffer capacitor 
Cy. Diode Dj is a Schottky type 
to keep any losses low — impor- 
tant for this application, because 
the ground connection via the 
bicycle frame usually causes 
some losses as well. 

The value of buller capacitor 
has been chosen well above 
requirements to ensure that Cy is 
charged during the negative half 
cycles of the dynamo voltage. 

jordees] 


chip card” as security key 


Design: PR Lay 


The “chip card” consists of a 
small board on which an inte- 
erated circuit, TC), forms the 
key. The logie circuit for the 
key is hard-wired. The inputs 
and outputs of this circuit are 
terminated ina socket, St. Tt is, 
of course, advisable to use a sur- 
face-mount device (SMD) for 
IC, {as well as for the other [Cs 
in the circuit) and a micro- 
miniature or miniature type of 
socket (and matching plug, 
Ru}, to keep the safety key as 
small as possible, 

An identical cireuit, based 
on ICs, must be built for the 
lock into which the key fits. 
Added to this are 4-bit com- 
parator IC, and 14-stage binary 
counter [Cy. 

The comparator likens the 
logic cireuit in the lock with that 
in the key, ‘To that end, both cir- 
cuits are fed with a 4-bit signal 
by the binary counter. [f the two 
match, the output of IC, goes 
high and switehes on transistor 
T), whereupon the relay is ener- 
gized and diode Dy lights. Any 
short, l9w-level pulses caused 
by the difference in transit times 
are suppressed by capacitor Cy. 

It is, of course, essential that 
the hard-wiring in the key and 
lock are identical. It is advisable 
to protect the wiring in the key 
from prying eyes by removing 
the typecoding from 1C, before 
it is wired in, and additionally to 
use opaque casting resin for 
embedding the key. 

In the cireuil as shown, there 
is a remote possibility that, 
owing lo a spurious voltage 
across Ry-Cy, the relay ts ener- 
gized even though the compari- 
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son between the key and lock is 
not 100 per cent right. This may 
be obviated by shunting Ry with 
a Type [N4148 diode (anode to 
base of T)). 

The circuits need a supply 
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but care 


voltage of 5-15 V, 
should be taken to ensure that 
the rated voltage for the relay is 
available. In the quiescent state, 
the circuits draw a current of 
about 1 mA, and in the operat- 
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ing stale a current wholly deter- 
mined by the relay. 
[REMIT | 


Electronic equipment is 
increasingly becoming 
smaller, lighter, and more 
functional, thanks to the 
push of technological 
advancements and the 
pull from customer 
demand. The result of 
these demands has 
been rapid advances in 
battery technology and 
in the associated cir- 
cuitry for battery charg- 
ing and protection. 


For many years, nickel-cadmium 
(NiCd) batteries have been the stan- 
dard for small electronic systems. A 
few larger system, such as laptop com- 
“puters and high-power radios, oper- 
ated: on sealed lead-acid batteries, 
Eventually, the combined effects of 
environmental problems and increased 
demand on the batteries led to the 
development of new battery technolo- 
gies: nickel-metal hydride (NiMH), 
rechargeable alkaline, and lithium-ion 
(Li+). These new battery technologies 
require more sophisticated charging 
_and protection circuitry. 


NICD AND NIMH 
BATTERIES 
NiCd has long been the preferred tech- 
nology for rechargeable batteries in 
portable electronic equipment, and in 
some ways NiCd batteries still outper- 
form: the newer technologies. NiCd 
batteries have a smaller capacity than 
 Li+ or NiMH types, but their low 
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impedance is attractive 
in applications that 
require high current for 
short periods. Power 
tools, for example, will 
probably continue to use NiCd packs 
indefinitely. 

Though similar to NiCd types, 
NiMH batteries have greater capacity. 
This advantage is offset somewhat by 
the NiMH battery’s higher self-dis- 
charge rate—approximately double 
that of the NiCd battery, which is rela- 
tively high to begin with (about 1% of 
capacity per day). So, NiMH batteries 
are not suitable for applications in 
which the battery is expected to hold 
its charge for a long time. 

NiMH batteries also differ from 
NiCd batteries in the method required 
to fast-charge them. Both types can be 
fast-charged with a current equal to or 
greater than the capacity (C) in 
ampere-hours. This technique allows 
you to charge a battery in about an 
hour or less. Because of internal losses, 
a battery charged at C for one hour 
cannot reach full capacity. For full 
capacity, you must either charge for an 


hour at more than C, or 
charge at C for more 
than an hour. Charging 
losses vary with the 
charging rate and from 
battery to battery. 

When a NiCd battery is being 
charged, its terminal voltage peaks and 
then declines as the battery reaches 
capacity, An applied fast charge should 
therefore terminate when this voltage 
starts to drop (that is, when ALI'At 
becomes negative), Otherwise, the 
charging current delivers excess energy, 
which acts on the battery’ electrolyte to 
dissociate water into hydrogen and 
oxygen. This results in a rise in internal 
pressure and temperature and a 
decrease in terminal voltage. If fast 
charging continues, the battery can 
vent (explode). 

As a secondary or backup measure, 
NiCd and NiMH battery chargers often 
monitor the battery’s temperature (in 
addition to its voltage) to ensure that 
fast charging is terminated before the 
battery is damaged. Fast charging 
should stop when a NiCd’s ALL‘At 
becomes negative. For NiMH batteries, 
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fast charging should stop when the ter- 
minal voltage peaks, that is when 
AU/AE goes to zero. 

‘lrickle-charging is simple for NiCd 
and NiMH batteries. As an alternative 
to fast charging, the use of a small 
trickle current produces a relatively 
small rise in temperature that poses no 
threat of damage to the battery. There 
is no need to terminate the trickle- 
charge or to monitor the battery volt- 
age. The maximum trickle current 
allowed varies with battery type and 
ambient temperature, but C/15 is gen- 
erally safe for typical conditions. 


LITHIUM-ION 
BATTERIES 

The most popular innovation in bat- 
tery technology over the past few years 
has been the introduction of Li+ bat- 
teries. These batteries have a higher 
capacity than other rechargeable types 
now in mass production, such as NiCd 
and NiMH. The advantage of Li+ over 
NiMH is only 10-30% when measur- 
ing capacity as energy per unit volume, 
but volumetric capacity is not the only 
property to consider: weight is also 
important in portable devices. When 
the capacity is measured as energy per 
unit mass, Lit+ batteries are clearly 
superior (NiMH batteries are relatively 
heavy}. Because they are lighter, Li+ 
batteries have nearly twice as much 
capacity per unit mass. 

Li+ batteries also have many limi- 
tations. They are highly sensitive to 
overcharging and undercharging. You 
must charge to the maximum voltage 
to store maximum energy, but exces- 
sive voltage can cause permanent 
damage to a Li+ battery, as can an 
excessive charging or discharge cur- 
rent. Discharging the battery also car- 
ries a caveat: repeated discharges to a 
sufficiently low voltage can cause a loss 
of capacity. Therefore, to protect the 
battery, you must limit its current and 
voltage when it is being discharged as 
well as when it is being charged. Most 
Li+ battery packs include some form 
of undervoltage- and overvoltage-dis- 
connect circuitry. Other typical features 
include a fuse to prevent exposure to 
excessive current and a switch that 
opens-circuits the battery if high pres- 
sure causes it to vent. 

Unlike NiCd and NiMH batteries, 
which require a current source for 
charging, Li+ batteries must be 
charged with a combination current- 
and-voltage source. To achieve the 
maximum charge without damage, 
most Lit+ battery chargers maintain a 
1% tolerance on the output voltage. 
(The slight additional capacity gained 
with a tighter tolerance is generally not 
worth the extra difficulty and expense 
required to achieve it.) 

For protection, a Lit battery pack 
usually includes Mosrets that open- cir- 
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cuit the battery in the 
presence of undervolt- 
age or overvoltage. 
These protections Mos- 
FEts also enable an alter- 
native charging method 
(applying a constant current with no 
voltage limit) in which the MOsrETs are 
turned on and off as necessary to 
maintain appropriate battery voltage. 
The battery's capacitance helps to slow 
the rise of battery voltage, but use cau- 
tion: battery capacitance varies widely 
over frequency, as well as from battery 
to battery. 

In some applications, intermittent 
loads can exceed the main battery's 
power capability. A solution to this 
problem is to provide an additional, 
rechargeable battery to supply the 
excess current during a high-load tran- 
sient. The main battery then recharges 
the auxiliary battery in preparation for 
the next transient. Two-way pagers are 
a good example of this arrangement. 
Pagers generally run from a single AA 
alkaline battery, but the load during 
transmission is to high for an AA bat- 
tery to handle. An additional NiCd bat- 
tery powers the transmitter, and it can 
be recharged when the transmitter is 
off, which is most of the time. 


CRADLE CHARGERS 

For cell phones and many other small 
devices, the preferred battery-charging 
method involves the use of a separate 
cradle charger into which you place 
the device or the battery pack. Because 
the charger unit is separate, its gener- 
ated heat of less concern than it would 
be if the charger were integrated into 
the device. 

The simplest circuit for use in a cra- 
dle charger is usually a linear-regulator 
charger. Linear regulators drop the dif- 
ference voltage (between the direct 
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voltage power source 
and the battery) across 
a pass transistor oper- 
ating in its linear 
region (hen ce the 
name linear regulator). 
However, the dissipated power (the 
charging current times the drop across 
this transistor) can cause overheating if 
the charger is confined to a small space 
without airflow, 

For example, consider a four-cell 
NiCd battery being charged at 1 A. 
NiCd batteries usually terminate 
charging at approximately 1.6—-1,7 V 
per cell, but the voltage can be as high 
as 2 V per cell, depending on the bat- 
tery’s condition and its charging rate. 
The d.c. source voltage must therefore 
be greater than 4 x 2 V = 8 V. The volt- 
age level of cells in a fully discharged 
battery can measure as low as 0.9 V 
each; in this case, the battery voltage is 
4x 0.9 V = 3.6 V If the dic. source volt- 
age is 8 V, the pass transistor sees 
83.6 = 44 V. 

When a fully discharged battery is 
being charged, the dissipated power is 
4.4 W in the charger and 3,6 W in the 
battery—an efficiency of only 45%! 
The actual efficiency is even lower, 
because the source voltage must be 
higher than 8 V to account for dropout 
voltage in the pass transistor and toler- 
ance in the source. 

A linear, single-cell Lit+ battery 
charger is suitable for use in a cradle 
charger (Figure 1). It drives an external 
power transistor, Qy, that drops the 
source voltage down to the battery 
voltage. The external transistor 
accounts for most of the circuit's power 
dissipation; the controller temperature 
therefore remains relatively constant. 
The result is a more stable internal ref- 
erence, yielding a more stable battery- 
voltage limit. 
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Resistors 
R, and R; 
determine the 
output current: 
R, senses the 
charging cur- 
rent and R; sets 
the level at which the current is regu- 
lated. The current out of the ISET ter- 
minal is equal to 1/1000 of the voltage 
between CS+ and CS-. The current 
regulator controls the ISET voltage at 
2V; in this case, the current limit, 
2000/(Ry + R3), is 1A. 

Control loops for the voltage and 
current limits have separate compen- 
sation points (VVC and CCI), which 
simplifies the task of stabilizing these 
limits. The ISET and VSET terminals 
allow for adjustment of the current 
and voltage limits. 


BUILT-IN BATTERY 
CHARGERS 

In some larger systems, including lap- 
top computers, the battery charger is 
built in as part of the system. The 
charger’s efficiency in this arrange- 
ment is critical—not to ensure maxi- 
mum energy transfer, but simply to 
minimize heat generation. Heat ele- 
vates temperature, and operation at 
elevated temperatures shortens a bat- 
tery’s life. Because this application 
requires high efficiency over the entire 
battery-voltage range, the charger 
should rely on a switching regulator, 
whose power dissipation is relatively 
low and independent of the input-to- 
output voltage drop. 

The main drawback of switching 
regulators is the need for a passive LC 
filter, which converts the switched out- 
put voltage to a direct voltage whose 
level is suitable for the battery. In some 
case, the battery capacitance is suffi- 
cient to replace the capacitor in the fil- 
ter; however, as mentioned earlier, a 
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battery’s capacitance can vary greatly 
with frequency. Determine it carefully 
before committing to a design. 

Another drawback of switching reg- 
ulators is the noise generated by their 
switching action. This problem can 
usually be avoided with proper layout 
techniques and shielding. For applica- 
tions in which certain frequencies 
should be avoided, many switching 
chargers can be synchronized to an 
external signal—a capability that 
allows you to shift the charger’s 
switching noise away from sensitive 
frequency bands. 

A linear regulator is generally larger 
than an equivalent switching regulator 
because it dissipates more power and 
requires a larger heat sink, Conse- 
quently, the extra time necessary to 
design a smaller, more efficient switch- 
ing charger is usually justified. One 
such design is the 4-cell NiCd’ NiMH 
charger in Figure 2. It has no provision 
for terminating the charging; it oper- 
ates in conjunction with a controller 
that monitors the voltage across the 
battery and shuts off the charger when 
conditions are met. Many systems 
already include a controller suitable for 
this purpose. If your system does not 
have one, you will need a low-cost, 
stand-alone microcontroller (uC) that 
includes an on-board analogue-to-dig- 
ital converter (ADC). A number of such 
uCs are available. 

The charger IC chops the input 
voltage with a switching transistor, 
N1A and a synchronous rectifier, N1B. 
This chopped voltage is placed across 
the inductor to form a current source. 
When the charger is turned off, diode 
Dz prevents current flow from the 
charged battery back into the voltage 
source. 

In addition to ‘off’, the MAX1640 
operates in one of three modes as 
determined by digital inputs DO and 


D1: fast charge, pulse trickle charge, 
and top-off charge (Table 1). In the fast- 
charge mode, the charging current is 
150 mV divided by the current-sense 
resistor value (0.1 Q) or 1.5 A in this 
case. In top-off-charge mode, the volt- 
age at SET produces 24.5% of the fast- 
charge current, or 381 mA in this case. 
The current in pulse-trickle-charge 
mode is the same as in top-off mode, 
but itis pulses with a 12.5% duty cycle. 
Frequency is determined by the resis- 
tor connected at TOFF (68 kQ). In this 
case, the frequency is 3.125 MHz2/ 
R; = 46 Hz. The average pulse-trickle 
current is therefore 0.125 x 381 = 
4,76 mA. 

The circuit in Figure 2 should ter- 
minate a charge when AU/At equals 
zero or becomes negative (according to 
whether a NiMH or a NiCd battery is 
being charged). However, if termina- 
tions fails to occur, the circuit imposes 
a secondary voltage limit to prevent 
the battery voltage from rising too 
high. As an absolute maximum, the 
charging voltage for NiCd and NiMH 
batteries should not exceed 2 V per cell, 
or 8 V for the 4-cell battery in this cir- 
cuit. Resistors R, and R; establish this 
voltage limit as Ujimit = Urer 
[Ro/(Rg+Ry)]. 

A similar circuit charges two Li+ 
cells in series (Figure 3). It differs 
mainly in the accuracy of its charging 
voltage, which is better than the 1% 
required by Li+ batteries. Also unlike 
the charger in Figure 2, this one uses 
an n-channel MOsFET for the high-side 
switching transistor. When turned on, 
this transistor’s source and drain volt- 
ages are approximately equal to V,, 
but the gate voltage must be higher 
than V,, to allow the use of inexpen- 
sive n-channel MosFeTs. This elevated 
gate drive is achieved by charging C; 
and adding its voltage to Vy. 

Charging current for the circuit 
shown in Figure 3 is determined by 
current-sense resistor Ry: 185 mV/Ry = 
925 mA for the 200 mQ value shown. 
This current can be adjusted linearly to 
lower values by varying the voltage at 
the SET] terminal. Similarly, you can 
adjust V,,,. by varying the voltage at 
the V,,,, terminal. Because varying V xp, 
over its full range (04.2 V) changes 
Vovy by only 10% (0.4 V per cell), you 
can achieve better than 1% output 
accuracy with 1% resistors. (One-per- 
cent-accurate resistors degrade the out- 
put accuracy by only 0.1%). 

Terminals CELLO and CELL] set the 
battery’s cell count as shown in Table 
2. (WL indicates the 5 V level that pow- 
ers the IC.) The charger can handle as 
many as four Li+ cells in series. 
Though not shown in Figure 3, the 
MAX745 can also terminate charging 
upon reaching a temperature limit 
monitored by a thermistor When the 
battery temperature exceeds this limit 
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(determined by an external resistor 
and thermistor connected to the 
THM/SHDN terminal), the charger 
shuts off. Hysteresis associated with 
this threshold enables the system to 
resume charging when a declining bat- 
tery temperature causes the THM/ 
SHDN voltage to fall 200 mV below its 
2.3 V threshold. 


SMART-BATTERY 
CHARGERS 

Smart batteries represent a new tech- 
nology that is helping designers and 
consumers alike. Smart-battery packs 
include a controller that can ‘talk’ 
through its serial port to tell an exter- 
nal charger what kind of charging rou- 
tine the battery requires. This arrange- 
ment helps designers, because they can 
design a single charger that handles all 
batteries compliant with the smart-bat- 
tery standard. 

Smart batteries also benefit con- 
sumers, who can replace a given bat- 
tery without regard to its type, as long 
as the replacement is smart-battery 
compliant. The smart-battery specifi- 
cation allows any manufacturer to par- 
ticipate in the market, and the result- 
ing competition leads to standard 
products and lower prices. 

The smart-battery specification was 
defined by a consortium of companies 
that manufacture batteries, computers, 
and related products. It defines the 
way the battery pack connects to the 
host system and the way it communi- 
cates with the host. [t communicates 
via a two-wire serial interface known 
as the System Management Bus 
(SMBus), which is derived from the 
2C protocol. A large base of I,C-com- 
pliant wCs capable of controlling 
peripherals on the SMBus is available. 

Smart batteries also provide an ele- 
gant solution to the problem of fuel 
gauging. In a system run by ordinary 
non-communication batteries, the host 
knows the state of the battery only 
when it has been fully charged or dis- 
charged. Smart batteries, on the other 
hand, remember their charge state. 
When such batteries are switched in 
and out of the host, the fuel gauge is 
able to maintain the same level of accu- 
racy as it would under continuous 
operation. 

In the smart-battery compliant 
charger shown in Figure 4, the con- 
troller IC includes an SMBus interface 
that allows it to communicate with the 
host computer and the smart battery 
being charged. Because the switching 
regulator and its small, power-efficient 
current-sense resistor cannot achieve a 
1 mA (min) resolution in charging cur- 
rent, the first 31 mA (five LSBs) of out- 
put current are supplied by an internal 
linear current source. 

‘To preserve high efficiency (89%), 
the system actuates a switch-mode cur- 
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rent source when pro- 
grammed for output 
currents of 32mA or 
higher. However, the 
linear source remains 
on to ensure monoto- 
nicity in the output cur- 
rent regardless of the 
current-sense resistor’s 
value or offset in the 
current-sense amplifier. Transistor Q, 
off-loads an otherwise heavy power 
dissipation in the internal linear regu- 
lator, which occurs when the the input 
voltage is much greater than the bat- 
tery voltage. The base of Q; is held 
about 5 Y below the input voltage. The 
voltage across the internal current 


= 9B4124 - 14 


source does not exceed 
5V; therefore, the 
power dissipation in 
the current source 
remains below 160 mW. 

A diode, D3, is 
placed in series with 
the inductor to prevent 
a flow of reverse cur- 
rent out of the battery. 
switching frequency 


The high 
(250 kHz) of IC3 permits the use of a 
small inductor. The circuit accepts 
inputs as high as 28 V, and provides 
pin-selectable maximum output cur- 
rents of 1 A,2 A,and4 A. 


[984128] 
SMBus is a trademark of Intel Corp. 


Table 1. Charging states for the MAX1640 


Do D, Mode 
0 0 off 
0 1 top-off charge 
0 pulse-trickle 
charge 
‘ 1 fast charge 


Output current 


Vser/1 3.3 Reense 

Veer/1 3. 3A sense 
(12.5% duty cycle) 

Vaer/1 3.3Rsense 


Table 2. Cell-count setting for the MAX745 


Cell 0 Cell 1 
GND GND 
VL GND 
GND VL 

VL VL 


Number of cells 


1 
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Design: H. Bonekamp 

This is an electronic equivalent 
of the traditional builder's spirit- 
level using a small glass tube 
nearly filled with alcohol but 
contatoing an air-bubble whose 
position allows YOu Lo Lest a sur- 
face for horizontality. 

The heart of the eireuit is an 
ADXLOS gravity force (g¢) sen- 
sor from Analog Devices (2), 
This sensor will detect a relative 


COMPONENTS LIST 


Resistors: 
R1 = 1MQ8 
R2 = 47kQ 
R3 = 270kQ 
R4 = 3kQ29 


P1 = 20k multiturn preset, 
horizontal 


Capacitors: 

C1 = 100uF 16V radial 

C2 = 100nF Sibatit (Siemens) 
C3,C4 = 22nF MKT (Siemens) 
C5 = 100nF MKT (Siemens) 


Semiconductors: 

D1 = 1N4001 

D2,D10 = LED, red, high effi- 
ciency 

D3,D4,08,D9 = LED, yellow, 
high efficiency 

D5,D6,D7 = LED, green, high 
efficiency 

IC1 = 78L05 

\C2 = ADXLOS5JH (Analog 
Devices) 

IC3 = LM3914N 


Miscellaneous: 

$1 = on/off switch, 1 make 
contact. 

9-V PP3 battery with clip-on 
connector and wires. 

Printed circuit board, order 
code 984038-1. 


ava 


DI 
1N4001 


= LLOO.04T = 38,3 


Hiway = 8 LEDV 
= Hyrasur * Ayr % Ay agony = 0.2 X 38.3 XH = 61.3 LED 
VH = 16.3nye/LED 

AgsLED = aresin( VA ~ | depree!)LED 


gravitational force of O g when 
positioned horizontally. The sen- 
sor has a sensitivity of about 
200 mV¥ig. Its internal output 


buffer is set to supply a gain 
equal lo (R1/R2) or about 38.3 
times, so that the standard sen- 
silivily ts increased to 7.66 Vig. 


9x = sin(a® ) 
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The output of the ADXL.OS, 
pin 9, drives the signal imput of 
an LM3914 ADC annex LED- 


bar driver, 1C3. The one resistor 
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connected to the LM3914, R4. 
determines that the full-scale 
LED, DLO, lights at an input 
voltage of 1.25 ¥. Consequently, 
the LED bar has a step size of 
0.125 V, while the sensitivity of 
the spirit-level works out at 
16.32 mg per LED, or one LED 
for each degree of slant angle. 
It should be noted that the 
operation of the 
alfected by lemperature yvaria- 
lions. The drift being 0.4 mV 


circuit) is 


c) 


aa 
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Linear Technology Application 


A 4d-cell pack is a convenient, 
popular battery size, Alkaline 
manganese batteries are sold in 
retail stores in packs of four, 
which usually provide sufficient 
energy to keep battery replace- 
ment frequency al a reasonable 
level, 

Generating 5 Vo from: four 
batteries is. however, a bit tricky. 
A fresh set of four batteries has 
a terminal voltage of 6.4 V. but 
al the end of their life, this volt- 
age is down to 3.2 V. Therefore, 
the voltage needs to be stepped 
up or down, depending on the 
state of the batteries. 

A flyback topology with a 
costly, custom designed trans- 
former could be used, but the 
circuit in the diagram gets 
around the problem by using a 
flying capacitor together with a 
second inductor. 

The circuit also isolates the 
input from the output, allowing 
the output to go to OV during 
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Design: K. Wafraven 


Liquiel-crystal displays come in all 
sorts and sizes, and this applies 
also to their pinouts. In fact, many 
of these displays cannot be used 
properly without the manufactur- 
ers’ documentation, But, of course, 
this can never be found when it is 
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per degree Celsius at unity gain, 
the rate of change (temperature 
drift, gradient) at the output 
equals 15 mV:"C for a gain of 
38.3 times. This, in turn, equals 
a gradient of 8 °C per LED, so 
the circuit has lo be calibrated 
before use. 

Preset Pl and resistor R3 
double as a network for offset 
compensation (approx. +0.3 V) 
as well as for ensuring that the 
centre LED, D6, lights when the 
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shutdown. 

The cireuit can be divided 
conceptually into boost and 
buck sections, Inductor 1, and 
swileh IC) comprise the boost or 


liquid-crystal 


needed. and a small tester to 
unravel the terminals may, there- 
fore, be found very handy. 

A liquid-crystal display con- 
sists of two thin sheets of glass, 
the facing surfaces of which 
have been given thin conducting 
tracks, When the glass is looked 
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PGND 


sw 


SENSE 


sensor is held exactly horizontal 
(0-g potential}. The preset, PT. 
is then adjusted until D6 lights. 
Assuming that the sensor is on a 
fairly horizontal surface, you 
then turn the instrument 180 
degrees. The number of active 
LEDs which is then shifted to 
the left or to the right is divided 
by two, and Pl is carefully 
adjusted until this number is 
shifted around D6. Cheek by 
turning the circuit 180 degrees 


low-drop 5 V regulator 


1N5817 220mA 


eG 


27H 


step-up section, and inductor 
Ly. diode Dy and capacitor C. 
form the buck or step-down sec- 
tion. 

Capacitor Cy is charged to 


again — the error with respect 
to D6 should be equal but in the 
opposite direction. The all-solid 
state spirit-level draws a current 
of about 20 mA from a 9-volt 
PP3 battery, (9840381) 
References: 

1. Accelerometer Type ADNLOS 
(Application Note), Elektor Elec- 
tronics April 1997. 

2. Klectronie Accelerometer, Elek- 
tor Electronics June 1998. 


the input voltage, V;,, and acts 
as a level shift between the two 
sections. The switch toggles 
between ground and Vj,+¥,.1- 
while the junction of Ly, Cy and 
D, toggles between -V;, and 
Vout Van- 

Efficiency is directly related 
to the quality of the capacitors 
and inductors used. Better qual- 
ity Capacitors are more expen- 
sive, Better quality inductors 
need not cost more. bul nor- 
mally lake up more space. The 
Sanyo capacitors used in. the 
prototype (Cy—-Cy) specify a 
maximum ESR (effective series 
resistance) of 0.045 Q and a 
maximum ripple current rating 
of 2.1 A. The inductors used 
specify a maximum DCR (direct 
current resistance) of 0.058 QQ, 

Worst-case onm.s. current 
through capacitor Cy occurs al 
minimum input voltage, that is, 
400 mA at full load with an 
input voltage of 3 V. 

[O4FHT] 


display (LCD) tester 


through al right or near-right 
angles, these tracks catmot be 
seen, At certain viewing angles, 
they become visible, however. 
The space between the 
sheets of glass is filled with a 
liquid that, stimulated by an 
electric voltage, alters the polar- 
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ization of the incident light. In 
this way, segments may appear 
light or dark and give rise to the 
display of lines or shapes. 

A segment may be tested by 
applying an allernating vollage 
of a few yolts across it. Note that 
the application of a direct voll- 


age will damage the display irre- 
versibly: the resulting current 
will remove the tracks. The 
alternating vollage should con- 
lain nol even a tiny cirect volt- 
age component. An allernating 
current also removes part of the 
tracks when the current flows in 
one direction, but restores it 
wheu the current flows in the 
opposite direction. 

The tester described here 
consists of a square-wave gener- 
ator that produces an absolutely 
symmetrical alternating voltage 
without any d.c. component. 
Most logic oscillators are inca- 
pable of producing a square- 
wave signal: they generale rec- 
tangular waveforms whose duty 
cycle hovers around the 50%. 


1c3 ic4 15 


The 4047 used in the tester has 
a binary scaler at its output thal 
guarantees symmetry. 

The oscillator frequency is 
about | kHz. It may be powered 


984023-11 


this will be a battery, but a vari- 
able power supply has advan- 
tages. Il shows al which voltage 
the display works satisfactorily 
and also that there is a clear 
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the voltage and the angle at 
which the display is clearly leg- 
ible. The tester draws a current 
not exceeding | mA. 

The test voltage must at all 
limes be connected between the 
common terminal, that is, the 
back plane, and one of the seg 
ments. If it is not known which 
of the terminals is the back 
plane, connect one probe of the 
tester to a segment and the other 
successively to all the other ter- 
minals until the segment 
becomes visible, Note. however, 
that there are LCDs with more 
than one back plane. Therefore, 
if a segment does not become 
visible, investigate whether the 


display has a second back plane 


from a 3-9 V¥ source. Normally, relationship between the level of terminal. jpa423] 
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Design: R. Veltkamp 


Although the timer was 
designed specifically for use 
with an ultra-violet-light box, it 
may, if course, be used for other 
purposes as well. Note, however, 
that the maximum time that can 
be set is 10 minutes with a reso- 
lution of 1 second, 

The time is set with three 
selectors: 53 for the minutes, Sy 
for tens of seconds, and S, for 
seconds. 

The frequency of the mains 
supply voltage is scaled down lo 


016 


Brief parameters 

» Provides triangle-wave, sawtooth 
or rectangular signal 

» Waveform variable independently 
of frequency (triangle wave and 
sawtooth) 

» Duty cycle of rectangular signal 
can be set independently of fre- 
quency 


Applications 
Test and measurement 
#Pulse-width control 


Design: U, Kunz 


Simple triangle-wave generators 
have a weakness in that the 
wavelorm of their outpul signal 
normally cannot be modified. 
The circuit presented here 
makes it possible to smoothly 
alter the waveform of a linearly 
rising and steeply trailing saw- 
tooth signal through a symmet- 
rical triangle-wave lo a slowly 
trailing, steeply rising linear 
sawtooth. The wanted waveform 
may be selected independently 
of the frequency, which can also 
be varied uniformly from 0.2 Hz 
to 8 kHz, At the same lime, a 
reclangular signal with variable 
duty cycle (also independent of 
frequency) is available at the 
rectangular-signal output of the 
circuil. 

The circuit consists of inte- 
gralor 1C),,. whose output is 
applied to comparator IC)... The 
output of the comparator is a 
rectangular signal 

The output of [C)), is raised 
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10 Hz by ICy (which means that 
the circuit can be used only with 
30 Hz mains supplies}. 

When the supply voltage is 
switched on, a reset pulse is 
applied to bistable (flip-flop) 
ICs via Cyg and Dy. This makes 
the Q-output of [Cs high, so that 
counters IC3, 1Cy, 1C,, 1Cg, and 
ICy are reset in the quiescent 
state. 

When start button switch Sy 
is pressed, ICs is sel and its Q- 
output then energizes the relay 
via transistor T], whereupon the 


by amplifier IC, ; to a level that 
allows the full output voltage 
range of the operational ampli- 
fier to be used. 

Op amp IC), provides a sta- 
ble yirtual earth, whose level is 
set lo half the supply voltage 
with P). 

The smooth setting of the fre- 
quency is made possible by 
feedback of part of the output of 
the comparator to the inpul of 
the integrator via Py. This pre- 
set is usually not provided in 
standard triangle-wave genera- 
tors. 

Network D)-Ry-Dy-Ry-P, 


makes it possible to give inte- 
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relay contacts switch on the light 
box. 

At the same time, the level at 
the Q-output of IC; makes the 
resel inputs of all counter ICs 
low and counting commences. 
When the counter position set 
with 5)—S, is reached, the out- 
put of IC; goes high and 
bistable ICs is reset again. Ts 
Q-oulput goes low, whereupon 
the relay is de-energized. 

Simultaneously, an oscillator 
based on ICs is actuated and 
drives buzzer Bz, for about three 


1N4148 


IC1 = TLOB4 


grator capacitor C different 
charging and discharge times. 
This arrangement enables the 
oulpul signal at A, and the duty 
cycle of the rectangular wave 
signal at Ay to be varied. 

Varying the amplification 
factor with P; has no effect on 
the frequency set with Py. 

The slope of the signal 
edges, the Lransient! responses, 
and the output voltage range 
(rail-to-rail or with some voltage 


drop) depend on the type of 


op amp used. The TLO84 used 
in the prototype offers a good 
compromise belween price and 
meeting the wanted parameters. 

The circuit is best built on a 


39 


seconds. If this time: is found too 
short, it may be lengthened by 
increasing the value of capaci- 
tor Ca, 

Optionally, a light-emitting 
diode may be connected in par- 
allel with the relay to give an 
vptical indication that the light 
box is switched on, 

The circuit draws a modest 
current, so that a 2.5 VA mains 
transformer is specified is m ore 
than adequate. 

(81005 


simple function generator 


12V 


small piece of 
board. 
The circuil draws a Current 


of not more than 12 mA, 


prototyping 


Summary of preset action: 

P) - sets virtual earth to a level 
equal to U2; 

Py — sets the Irequeney: 

P2— sels the waveform: 

P, — sels the hysteresis of the 
comparator (frequency and 
amplitude of the triangle- 
wave signal) 

Ps —sets the amplification of the 
iriangle-wave and sawtooth 
signals, 


[MERE] 


1 
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Design: T. Giesberts 

This very simple infra-red 
receiver is intended to furm an 
infra-red remote control system 
with the simple infra-red trans- 
mitter described elsewhere in 
this issue, 

The system does not use any 
kind of coding or decoding, but 
the carrier of the transmitter is 
modified in a simple manner to 
provide a constant switching sig- 
nal. Since the receive module, 
IC), switches from low to high 
(in the quiescent state, the out- 
put is high) when the carrier is 
received for more than 200 mil- 
liseconds, the carrier is Lrans- 
mitted in the form of short pulse 
trains, This results in a pulse at 


CO 


(en! 


~ 


National Semiconductor 
Application 

The circuit of the Celsius ther- 
mometer In the diagram is based 
on the well-known Type LM334 
from National Semiconductor, 
This [C is a sensor that provides 
a current which ts directly pro- 
portional to the temperature in 
kelvin (K}. Unfortunately, this is 
a quantity that is not suitable for 
use in most practical applica- 
tions. In the cirenit, therefore, 
the sensor is set to | wA K-! 
with P| and the offset of 273 K 
removed with P». 
the output voltage of the sensor 
directly proportional to the tem- 
perature in degrees Celsius (°C) 


This renders 


and this makes the circuit suit- 
able for a greal many applica- 
lions (since 1K = 1° €), 
Circuit ICy is arranged as a 
2.9 V reference voltage source, 
The current selling of the sensor 


SFH506-36 


the output of the receiver that 
has a duty evele which is just 


larger than 12.5%. The carrier 


LM385 


is determined by the resistance 
between the adj(ust) pin and 


infra-red receiver 


984050 - 11 


frequency used in the system is 
306 kHz, so that the output fre- 
quency of IC, is 281.25 Hz. This 


Celsius thermometer 


984067 - 11 


earth. If the earth is made vir- 
tual by raising the potential at 


signal is rectified with a time 
constant that is long enough to 
ensure good smoothing, so that 
darlington Ty is apen for as long 
as the received signal lasts, 

\ drawback of this simple 
system is that il may pick up 
signals transmitted by another 
infra-red (RCS) voutroller, In 
this case, only the envelopes of 
the pulse trains would appear at 
the output of T). This effect may, 
of course, be used intentionally, 
For instance, the receiver may 
be used to drive an SLBO587 
dimmer. Practice has shown that 
the setting of the SIBOS87 is 
not affected by the RCS pulses. 

The receiver draws a current 
of about 0.5 mA. [O60] 


the adj pin, the zero point can 
be shifted as desired. 

Calibration is best done by 
using a good domestic ther- 
mometer as reference, Start by 
short-circuiting TC) and adjust- 
ing P) until the reacing of meter 
M, shows a current value 
numerically equal to the ambi- 
ent lemperature plus 273, If, 
say, the room temperature is 25° 
C. adjust P) until the meter 
reads 298 wA, Then, remove the 
short-circuit from TCs and adjust 
Py until the meter reads a cur- 
rent whose numerical value is 
equal to the ream temperature, 
thal is, 25 wa, 

The circuit draws a current 
not exceeding 1 mA, so using 
two AA size (AM3, MN1500, 
LRo, SPYHP7) batteries as 
power source will give a life of a 
couple of years. 

joRquey} 
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Electrostatic dis- 
charge (ESD) can 
threaten an electronic 
system when some- 
one replaces a cable 
or even touches an 
1/0 port. Discharges 
hat accompany these 
routine events can 
disable the port by 
destroying one or 
more of its interface 
ICs (see Figure 1). 
Such failures can also 
_ be costly—they raise 
the cost of warranty 
repairs while diminish- 
ing the product’s per- 
ceived quality. These 
and other factors, 
coupled with the 
increasing amount of 
electrical communica- 
tion between comput- 
ers and computer- 
related equipment, 
lend emphasis to the 
eed for engineers to 
~ understand ESD. 


A Maxim Application 


SD protection 
for I/O ports 


Dielectric Fatture “ 


& Contact Spiking 


Splattered 
Aluminum 


ESD GENERATION 
Electrostatic discharge appears 
when two dissimilar materials 
come together, transfer charge, 
and move apart, producing a 
voltage between them. Walk- 
ing on a rug with leather soles, 
for example, can generate voltages as 
high as 25 kV. The level of electrostatic 
voltage induced depends on the rela- 
tive charge affinity between rug and 
shoe leather, the humidity, and other 
factors. 


ESD TEST 

METHODS 

Two methods are commonly used for 
testing the ESD susceptibility of inte- 
grated circuits. The oldest, MIL-STD- 
833 Method 3015.7, was developed as 
an aid to understanding the precau- 
tions necessary for packaging and 
handling ICs. This method tests each 
package pin against other groups of 
pins, and classifies the device accord- 
ing to the lowest voltage for which 
failure occurs. 

The applied signal in this test is a 
current waveform derived from a cir- 
cuit called the human body model (see 
Figure 2), which simulates the capaci- 
tance and source impedance typical of 
a human body. Circuit layout is critical, 
because the actual waveform delivered 
at the IC depends also on parasitic 
inductance and capacitance associated 
with the test connections and PC board. 
The resulting current waveform repre- 
sents the ESD that occurs when a per- 
son touches an object, such as an IC. 

The other method, which differs 
from the above only in the values for 
R and C, was developed by the Elec- 
tronic Industries Association of Japan 
(EIAJ), Called IC-121 and based on a 
circuit called the machine model, it 
applies a current waveform similar to 


Ruptured 
Passivation 


Electrothermal 
Migration 


that produced when an IC makes con- 
tact with its handling machinery. By 
mimicking the ESD events caused by 
charges that accumulate on moving 
parts, the waveform simulates static 
discharges seen during machine 
assembly, 

The two methods are complemen- 
tary, so you shouldn't choose one over 
the other. Because ESD can affect ICs 
during manufacturing, during PC 
board assembly, and after the end 
product is put into service, a test based 
on the human body model and the 
machine model together provides ade- 
quate assurance regarding the IC’s tol- 
erance to the rigours of manufacturing 
and insertion. 

Some ICs, whose pins are exposed 
to the outside world through connec- 
tors, can encounter ESD even when 
mounted on a PC board within an 
enclosure. ESD exposure is less likely 
for the other pins, which are connected 
to circuitry on the board. For this class 
of IC, a test method such as 3015.7 
(which tests pin combinations) does 
not provide an adequate representa- 
tion of ESD susceptibility for the 
input/output (I/O) pins. 

Both offer ratings according to the 
lowest-voltage failure on any pin—an 
approach that may not do justice to the 
higher levels of internal ESD protection 
required by the I/O pins (and provided 
by some manufacturers). A device 
might have [YO pins that withstand 
+15 kV, for example, and non-l/O pins 
that fail at +2kV. With the methods 
stated, the device’s ESD rating would 


Elektor Electronics 7-8/98 


Visit our Web site at http://ourworld.compuserve.com/homepages/elektor_uk 


be less than +2 kV. Fortunately, how- 
ever, better test methods are now avail- 
able for rating the I/O pins. 


NEW ESD TEST FOR 

1/0 PORTS 

An I/O port allows communication 
with other pieces of equipment. I/O 
ports for [Cs comprise logical groups 
of pins that give access to equipment 
external to the system that contains 
the IC. These pins are subject to static 
discharge and other abuse as operators 
connect and disconnect cables from 
the system. For the I/O pins of an 
RS-232 or RS-485 interface IC, an ideal 
test method for ESD susceptibility 
should: 


? Test the YO pins in ways that sim- 
ulate exposure to ESD events in 
actual equipment. 

* Apply test waveforms that model 
electrostatic discharges produced 
by the human body. Different cir- 
cuit models specify different values 
of amplitude, rise/fall time, and 
transferred power. 

* ‘Test the IC with and without power 
applied. 

* Define IC failures to include 
latchup (a momentary loss of oper- 
ation), as well as catastrophic or 
parametric failure. Latchup is con- 
sidered a failure mechanism 
because if left undetected, it can 
lead to reliability problems and sys- 
tem malfunctions. 


Two methods—both compliant with 
the requirements listed—have seen 
increasing use by equipment manu- 
facturers in testing the ESD suscepti- 
bility of I/O ports. The first is a modi- 
fication of Method 3015.7, MIL. STD 
883. It makes use of the same circuit 
model and waveforms as the original 
method, but applies ESD pulses only 
to the VO pins of a device. Its intent is 
to simulate the fault currents seen by 
an IC installed on a board and oper- 
ating in the target system. 

Like the original Method 3017.7, the 
modified method defines only an ESD 
waveform and the criteria for failure: 
after exposure to the waveform, a 
failed IC must either exhibit latchup or 
fail one or more data sheet specifica- 
tions. The modified method stipulates 
no particular operating code for the IC 
during test.. 

Similarly, the modified method 
3015.7 does not compel products to 
withstand particular levels of ESD; it 
only defines classes of protection. New 
transceivers from Maxim, however, 
generally provide protection levels to 
+ISKV. 


IEC 1000-4-2 MODEL 
The second, more stringent, method 
for testing ICs that include I/O pins is 
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TEC 1000-4-2. Originally intended 
as an acceptance condition for 
equipment to be sold in Europe, 
it is rapidly gaining acceptance 
as a standard criterion in the 
United States and Japan as well. 
Though not originally intended 
as an IC specification, it now does 
extra duty as an ESD test for ICs. Like 
the modification to 3015.7, it tests only 
the I/O pins. 

The model for IEC 1000-4-2 is again 
the circuit of Figure 2, but with differ- 
ent component values. Resistor R, rep- 
resents a human holding a screwdriver 
or similar metallic object, and C; rep- 
resents another estimate of human- 
body capacitance. This circuit pro- 
duces a current waveform (Fig-ure 3) 
with a rise time steeper than that pro- 
duced by Method 3015.7. 

TEC 1000-4-2 specifies ESD testing 
both by contact discharge and by air 
discharge. ESD evens caused by actual 
contact are more repeatable but less 
realistic, and air discharge is more real- 
istic but subject to wide differences in 
waveform shape—according to varia- 
tions in temperature, humidity, baro- 
metric pressure, distance between IC 
and electrode, and rate of approach to 
the IC pin. This change of shape can 
have a significant effect on the mea- 
sured level of tolerance for ESD. 


CONTACT OR AIR 
DISCHARGE? 

Testing ICs for ESD ruggedness per 
TEC 1000-4-2 requires the use of an 
ESD ‘gun’, which allows testing with 
either contact discharge or air dis- 
charge. Contact discharge requires 
physical contact between the gun and 
the IYO pin before test voltage is 
applied by a switch internal to the 
gun. Air discharge requires the gun to 
be charged with test voltage before it 
approaches the I/O pin (from the per- 


pendicular, and as quickly as possible). 
The second technique produces a 
spark at some critical distance from the 
test unit. 

ESD produced by air discharge 
resembles actual ESD events. But, like 
actual ESD, the air-discharge variety is 
not readily duplicated. It depends on 
many variables that are not easily con- 
trolled. Thus, attesting to the general 
importance of repeatability in testing, 
TEC 1000-4-2 recommends contact dis- 
charge, and the modified 3015.7 
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method requires contact discharge 
only. In either case, the test procedure 
calls for at least ten discharges at each 
test level. 

The main difference between the 
two ESD standards just discussed is in 
the peak currents they produce in the 
device on test. Different component 
values can cause these peak currents 
to differ by a factor greater than five. 
Because peak currents produce the 
unwanted power that an IC must dis- 
sipate, IEC 1000-4-2 is usually the more 
demanding test method for ESD. 

High current can damage an IC in 
various ways: 


* Excessive local heating. 

* Melted silicon. 

* Spiked junctions, caused by a short 
that dissolves aluminium in the sil- 
icon (Figure 4). 

* Damaged metal lines. 

* Gate-oxide failure owing to exces- 
sive voltage. 

* Transistor damage owing to elec- 
trothermal migration (Figure 5). 


PROTECTION METHODS 
To protect against ESD, a designer can 
either add the protection externally or 
choose ICs with high levels of protec- 
tion built in. Protection circuitry 
includes metal-oxide varistors and sil- 
icon avalanche suppressors. These 
devices are effective but expensive. 
External ESD protection also takes up 
valuable board area and adds capaci- 
tance to the I/O line. 

To overcome these limitations, 
manufacturers have repeatedly raised 
the level of ESD protection in their ICs. 
Maxim, for exam[le, now provides 
+15 kV protection for RS-232 ICs, 
whether tested in accordance with 
IEC 1000-4-2 or the human body 
model. 


RECOMMENDATIONS 
An ESD current waveform is charac- 
terized by extremely fast rise times, so 


- 
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its progress through an IC is strongly 
affected by the circuit's distributed par- 
asitic impedances. Therefore, attention 
to the external layout will ensure max- 
imum performance by the ICs internal 
protection networks. 


« Follow standard analogue layout 
techniques, placing all bypass 
(decoupling) and charge-pump 
capacitors as close to the IC as pos- 
sible. 

¢ Include a ground plane on the PC 
board. 

* Minimize trace (track) inductance 
and capacitance. 

* Place the IC as close to the I/O port 
as possible. 


In testing, ensure that the test setup 
causes ESD currents to flow along the 
same paths as they would in that 
equipment. Step through the specified 
ESD range in increments of 200 V, and 
at each level provide the device ten 
times with each polarity of this volt- 
age, about once per second. The volt- 
age should be applied with respect to 
the IC’s ground pin. 

Check for failures by monitoring 
three parameters after each zap. 

First, the supply current should 
remain constant (an increase may indi- 
cate latchup or internal damage). 

Second, the transmitter output volt- 
age should continue to meet the +5 V 
minimum levels for RS-232 transmis- 
sion. 

Third, the receiver input resistance 
should remain between 3 kQ and 7 kQ 
(ideally, it should remain at a constant 
level in that range). Apply the voltage 
as described and test the device in all 
its modes: normal operation, shut- 
down, power off, transmitter high/low, 
and so on. 


GUIDELINES FOR 
SELECTING ICS 

The following questions should be 
resolved before choosing an IC (par- 
ticularly an RS-232 transceiver) that 


must withstand high levels of ESD. 


* What level of ESD voltage is the IC 
guaranteed to withstand, and by what 
fest method was that level established? 
Different test methods yield differ- 
ent voltage ratings. Currently, the 
recommended approach includes 
both IEC 1000-4-2 and the modified 
3015.7 method. 


* Will ESD cause latchup in the IC? 
Latchup is a critical problem. The 
IC might stop functioning if ESD 
causes latchup in the circuit. The 
resulting supply current (as much 
as 1 A) may destroy the IC. 


* Does the IC’s ESD protection affect 
normal operation? 
Normal operation can cause 
latchup in the internal protection 
structure if it is poorly designed. 


* Must you observe special precautions 
when applying the IC? 
Bipolar ICs might require expen- 
sive, low-ESR (equivalent series 
resistor) capacitors or a ground 
plane with low a.c. impedance. It’s 
best to learn of these requirements 
at the outset. 


* What is the IC’s maximum specified 
slew rate? 
An IC. susceptible to latchup 
because of its ESD-protection struc- 
ture might specify an unusually 
low maximum slew rate to avoid 
triggering the latchup condition. 


* How does the IC respond to an ESD 
test that covers the entire range for 
which voltage protection is guaranteed? 
Trigger mechanisms for an ESD- 
protection structure can kick in at 
different voltage ranges, leaving 
open ‘windows’ with no protection. 
Such a device might survive 
+10kV, but fail at +5k¥V, for 
instance. That is why it is recom- 
mended that an ESD test covers the 
entire range in 200 V increments. 
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hope, will trick potential burglars 
into believing that someone is 
about to answer the door by turn- 
ing on a lamp alter a short delay. 
The length of the delay is 
adjustable between about 5 and 
125 seconds. Likewise, the ‘on’ 
time of the lamp is adjustable 
between 25 and 600s. 

The circuit was designed for 
easy connection to an existing 
doorbell switch, provided this is 
part of a common-or-garden 8- 
volt AC or DC doorbell circuit. 
The input of the circuit is sim- 
ply connected in parallel with 
the doorbell switch. A relay is 
used at the output of the circuit 
so that a lamp, exterior or in the 
hallway, is easily connected up. 
Pressing the doorbell causes 


capacitor C1 to be charged to a 
level exceeding the 2.5-V 
switching threshold set up for 
comparator LC], As a result, the 
comparator outpul swings high 
and triggers monostable multi- 
vibralor (MMV) I[C2a, This 
to ring the doorbell. Unfortu- MMY determines the time 
(delay) it takes before the lamp 
is switched on. This delay is 
adjusted with preset Pl. The 


Design: K. Walraven 


One obvious, perfectly normal nately, burglars also employ the 
very same doorbell to see if you 


are not al home! This circuit, we 


and socially accepted way of 
seeing if somebody is at home is 


R10 tet 
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YTR1109 Monacor 


B80C1500 


IC2 = 4538 


BC547B 


@ burglar deterrent light 


next MMY, IC2b, is used to cre- 
ale the ‘lamp-ow period, which 
is also adjustable (P2), An indi- 
cator LED, D4, is provided to 
check the relay activily, 

The only unconventional thing 
about the power supply is that it 
exploits the fact that the small 9- 
volt transformer easily supplies 
15 volts. This circumstance 
should allow a low-power 12- 
volt relay to be used withoul 
problems, the unregulated voll- 
age dropping to about 10 V 
when the relay pulls in. 

In case the doorbell voltage is 
smaller than about 8 volts, the 
value of RE may have to be 
decreased. [If the doorbell is DC- 
controlled, then the + connec- 
tion of the doorbell switch 
should go to the anode (+ side) 
of D1. Here, too, the value of RI 
may be decreased if necessary. 


The circuit board is designed for 
incorporation into a mains adap- 
tor enclosure from Micro, Due 
attention should be given to the 
connection of the — wiring 
belween terminal block K2 and 
xc, Be 


sure lo use only mains-rated 


the mains socket in the ca 
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COMPONENTS LIST 


Resistors: 

R1,R2,R5,R6 = 100kQ 

R3,R4 =10kQ2 

R7,R8 = 4kQ7 

R9 =VDR 220V (UK: 240V), 
small model 

R10 =470 1W 

Rid = 2kQ2 

P1,P2 = 2MQ5 preset H 


Capacitors: 

C1,C7 = 10uF 63V radial 
C2 = 47uF 10V radial 
C3 = 220uF 10V radial 
C4,C5,C8 = 100nF 

C6 = 100 uF 25V radial 


Semiconductors: 

Bi = B80C1500, rectangular 
case, negative (—) terminal at 
bevelled edge (80V piv, 1.54 
cont.) 

01,D5 = +N4001 

02,D3 = 1N4148 

D4,D6 = LED 5mm 


Ti = BC547B 
IC1 = TLC271CP 
IC2 = 4538 

IC3 = 4805 
Miscellaneous: 


K1 = 2-way PCB terminal 
block, pitch 5mm 

RE1 = Card relay E, 12V, 1 
make contact, type V23057- 
B0002-A401 (Siemens) 

K2 = 3-way PCB terminal 
block, pitch 7.6mm 

TR1 = mains transformer, 9V 
1.5VA, VTR1109 
(Monacor/Monarch*) 

Case: Micro type N12 

PCB, order code 984029-1 

* No UK distributor(s), item 
available through C-! Elec- 
tronics or Stippler Electron- 
ics. 


ce 


wires, and properly secure the 
ends on the PCB terminal block 
and the mains plug/socket com- 
bination, Also with electrical 
safety in mind, the LED should 
not protrude any further from 
the case than strictly required. 
The printed circuit board shown 
here is available ready-made 
through the Publishers. 
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Gl crossover for subwoofer 


Design: T. Giesberts 


The Crossover network is 
intended for use when an exist- 
ing audio installation is lo be 
extended by the addition of a 
subwoofer Often, this additional 
loudspeaker is one that has been 
lying around for some time. If its 
frequency response extends 
down far enough, all is well and 
good, but a filter is then needed 
to cut off any frequencies above, 
say, 150 Hz, 

Oflen, a subwoofer network 
is an active filter, but here this 
would necessitate an additional 
power supply. The present net- 
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work is a passive one, designed 
so that the speaker signal of the 
existing system can be used as 
the input signal. Since the bass 
information is present in both 
(stereo) loudspeakers, the signal 
for the sub wooler can simply be 
tapped from one of them. 

The network is a Ist order 
low-pass filter with yariable 
input (P;} and presettable cut- 
off frequency (Py). 

The signal from the loud- 
speaker is applied to terminal 
‘LSP’. Voltage divider Ry-Ro-P} 
is designed for use with the oul- 
put signal of an average output 


“uN 


amplifier of around d 50 W. 
The crossover frequency of 
the network may be varied 
between 50 Hz and L60 Hz with 
>. The values of Ry, Ps, and 
C), are calculated on the 
assumption that the subwoofer 
amplifier to be connected to Ky 
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National Semiconductor 
Application 


When the SDA (Serial DAta) 
lines on both the left and right 
lines are 1, the circuit is quies- 
cent and optoisolators IC, and 
ICy are not actuated. When the 
SDA line at the left becomes 0, 
current flows through the LED 
in IC, via Ry. The SDA line at 
the right is then pulled low via 
Dy and [C,. Optoisolator IC, 
tloes not transfer this 0 to the 
lefi, because the polarity of the 
LED in ICy is the wrong way 
around for this level. This 
arrangement prevents the circuit 
holding itself'in the O state for 
ever, 

As is seen, the cireuit is 
symmetrical, So, when the SDA 
line at the right is O, this is 
transferred to the left. 

The lower part of the dia- 
gram, intended for the SCL (Ser- 
ial CLock) line, is identical to 
the upper part. 

Resistors Ry, Ry, Rs, and 
Rg, are the usual 3.3 kQ pull-up 
resistors that are obligatory in 
each IC line. If these resistors 
are already present elsewhere in 


has a standard input resistance 
of 47 kQ. If this figure is lower, 
the value of Cy will need to be 
increased slightly. 

It is advisable to open the 
volume of the subwoofer ampli- 
fier fully and adjust the sound 
level with P), This ensures that 
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Design: T. Giesberts 


A small audio test generator is 
very useful for quickly tracing a 
signal through an audio unit. Its 
main purpose is speed rather 
than refinement. A single sine- 
wave signal of about 1 kHz is 
normally all that is needed: dis- 
tortion is not terribly important. 


It is, however, important that the 
unit does not draw too high a 
current. 

The generator described 
meets these modest require- 
ments. It uses standard compo- 
nents, produces a signal of 
899 Hz at an output level of 
1 Vem.s. and draws a current of 
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the input of the subwoofer 
amplifier cannot be overloaded 
or damaged. 

Make sure that the ground of 
the loudspeaker signal line is 
linked to the ground of the sub- 
woofer amplifier. If phase rever- 
sal is required, this is best done 


* see text 


1C1...1C4 = 
4 x 6N139 
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only 20 wA, In theory, the low 
current drain would give a9 ¥ 
battery a life of 25,000 hours. 
The circuit is a traditional 
Wien bridge oscillator based on 
a Type TLC271 op amp. The [re- 
quency delermining bridge is 
formed by C,, Cy and Ry-Ry. 
The two inputs of the op amp are 
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by reversing the wires to the 
subwoofer. 

If notwithstanding the above 
additional protection is desired 
at the input of the subwoofer 
amplifier, this is best effected by 
‘overload protection * elsewhere 


in this issue, pad |} 


electrical isolation for I?C bus 


the system, they may be omitted 
here. 

The current drawn by the 
cireuit is slightly larger than 
usual since the pull-up resistors 
are shunted by the LEDs in the 
optoisolators and their series 
resistors. Nevertheless, — il 
remains within the norms laid 
down in the IC specification. 

| 984024] 


Signal generator 


held at half the supply voltage 
by dividers R3-Ry and Rs-Ry, 
respectively. Resistors Rs and 
Rg also form part of the feed- 
back loop. The amplification is 
set to about X3 with P). 
Diodes D, and Dy are peak 
limiters. Since the limiting is 
based on the non-linearity of the 
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diodes, there is a cerlain amount 
of distortion. At the nominal out- 
pul yollage of 1 Vrms. the dis- 
tortion is about 10%. This is, 
however, of no consequence in 
fast tests. Nevertheless, if 10% 
is considered too high, it may be 
improved appreciably by linking 
pin 8 of TC, to ground. ‘This 
increases the current drain of 
the circuit to 640 wA, but the 
distortion is down to 0.7%, pro- 
vided the cireuit is adjusted 
properly, Ifa distortion meter or 
similar is not available, simply 
adjust the output to | ¥ rm.s. 
Since the distortion of the 
unit is not measured in hun- 
dredths of a per cent, Cy and Cy 
may be ceramic types without 
much detriment. jB4033| 
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Design: T. Giesberts 


The current drain of the regula- 
tor is minute compared with that 
af, say, a 7TBLOS: al an input 
voltage of 9 'V and open-circuit 
output, it is just under 50 WA, 

The cireuit consists of a 
straightforward bandgap refer- 
ence based on Ty and IC), fol- 
lowed by an amplifier formed by 
[Cy and T). 

The reference voltage is 
about 1.22 V, which is raised by 
ICy lo 5 V. The output voltage 
can be set to exactly 5 V with 
P|. The input voltage may lie 
between 6.5 V and 30 V¥. The 
maximum oulpul current with 
the present configuration and 
component values as specified 
is about 1O mA. 

For optimum performance, 
T), and Ty), need to be identi- 
cal, which is why a dual transtlor 
Type MATO2 is used. Other 
types that may be used are the 
MATOL. SSM2210 or LM394, 
In principle, two standard BC 
transistors may be used, pro- 
vided they are selected for iden- 
tical threshold yollage. 

Cireuils IC) and ICy are pro- 
grammable op amps Type OP22. 
In the case of ICy this has the 
benefit that the peak output cur- 
rent can be set readily by altering 
the supply current to the op amp 
with Ry. The level of the current 
may be between 500 nA and 
400 wA. Bear in mind that a 
larger output current requires 
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* see text 


the use of a more highly rated 
oulpul Lransistor. 

Filter Rg-C) prevents any 
spurious pulses reaching the 
input of ICy. Capacitor Cy im- 
proves the stability of the regu- 
lator, particularly with maximum 
pulse loading. 

Note thal the circuit has a 
high resistance, so that it is 
advisable to house it in a 
sereened enclosure to prevent 
undesired magnetic and electro- 
magnetic interference being 
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ultra-low-power 
5 V regulator 


6V5 ... 
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Table 1 

Vin(V) Ig GA) Vout (WY) 
7 43 5,002 
9 49 5.002 

15 68 5.002 

30 123 5.002 


coupled to the cireuit. 

The regulator was tested with 
a direct Joad current of | mA on 
which was superimposed a 
square-wave current of 10 mA. 
The test results are summarized 
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1N4148 


30V 


Vripple (MVims) 
110 
100 

70 

50 


in the table, in which [, repre- 
m 

sents the current drawn by the 

circuit. 
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Portable Power from a Matchbox 


Merlin Equipment’s 
new NOTEpower 75i 
inverter allows peo- 
ple to run and re- 
charge notebook 
computers, cam- 
corders, mobile tele- 
phones and video 
games in their car. 


By simply and silently con- 
verting the car's 12 volt bat- 
tery power to 230 VAC mains 
electricity, people have 
enough power to run all day 


without the need to buy ex- 
pensive spare battery packs! 
Even today's high-tech note- 
book computers and cam- 
corders will last for just a few 
hours when running from their 
internal battery. By using the 
new matchbox size 
NOTEpower 75i, you never 
need to worry about short bat- 
tery life again. 

Specifically designed for op- 
erating electronics by a lead- 
ing computer manufacturer, 
the NOTEpower is safe to use 
with most appliances available 
on the market. Supplied with 


a cigar lighter plug, the 
NOTEpower 75i simply plugs 
into the car cigar lighter sock- 
et for easy connection. Output 
is then available from the stan- 
dard socket on the side of the 
unit. 

As well as giving notebook 
computers or camcorders in- 
definite battery life, the 
NOTEpower 75i can also be 
used to power peripherals 
such as tape recorders or 
bubblejet printers. 

Fully overload and overheat 
protected, the NOTEpower 75i 
inverter employs state-of-the- 


art electronics to provide a 
power source which is more 
than 90% efficient, thus mak- 
ing best use of the vehicle's 
battery power. The unit is 
smaller, lighter and easier to 
use than any other on the 
market. Useful features such 
as a battery alarm will warn 
that the vehicle’s battery is low 
and turns the inverter off to 
allow re-starting of the car. 
NOTEpower 75i has a wide 
range of other useful applica- 
tions, for example running 
chargers for small power 
tools, test equipment or com- 
plete mobile offices in cars, 
vans, boats or remote homes. 
The NOTEpower 75i is CE ap- 
proved, conforming to EU di- 
rectives for electrical interfer- 
ence and safety, allowing the 
unit to be confidently used in 
many applications involving 
sensitive electronics. 

Part of the PROwatt range of 
DC and AC power inverters, 
the NOTEpower 75i is the 
smallest in the range which 
boasts units capable of pro- 
viding up to 2500 watts of 
power. Retail price for the unit 
is around £86 excluding VAT 
and carriage. 


Merlin Equipment, Unit 1, 
Hithercroft Court, Lupton 
Road, Hithercroft Industrial 
Estate, Wallingford, Oxford- 
shire OX10 9BT. Tel. (01491) 
824333, fax (01491) 824466. 
(987004) 


Credit Card Sized CANbus Interface 


A new dual-channel 
CANbus interface is 
claimed to extend 
opportunities for 
ultra-compact dis- 
tributed automation, 
while supporting 
CAN ‘A’ and CAN ‘B’ 
protocols for back- 
wards compatibility. 


Skylake Talix has introduced 
an extremely compact dual- 
channel CANbus_ interface 
suitable for a wide variety of 
industrial control and automo- 
tive applications. Dual high 
performance CAN controller 
chips on this sub credit card- 
sized module support stan- 
dard and extended CAN pro- 
tocols, ensuring compatibility 
with all existing CAN stan- 
dards, while the high level 
software library significantly 
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shortens the development 
cycle. When combined with 
Talix’ i886EX PC boards, engi- 
neers can create highly eco- 
nomic distributed real-time 
contro! solutions for applica- 
tions where installation space 
is at a premium. 

At the heart of the new inter- 
face are two Intel 82527 CAN 


Controller chips, each capable 
of supporting both standard 
CAN 2.0A and extended CAN 
2.0B protocols at data rates up 
to 1 Mbit/s with very low bit 
error rate. Utilising two sepa- 
rate controller chips enables 
the interface to support dual in- 
dependent networks, increas- 
ing its application flexibility. 


Talix' CANbus interface is 
priced at just £150 and the as- 
sociated i386EX computer 
board at £175, making a high- 
ly economic combination for 
many embedded industrial 
control applications. Prototyp- 
ing these embedded applica- 
tions is made significantly 
more economical with the 


i386 development board 


priced at just £175. 


Skylake Talix, Unit 3, Lul- 
worth Business Centre, Nut- 
wood Way, Totton, Southamp- 
ton SO4 3WW. Tel. (01703) 
666403, fax (01703) 663730. 
Internet: www.talix.co.uk 
(987005) 


Vibroplex Double Keys 


By popular request, 
Vibroplex has com- 
bined its fabulous 
Straight Key with the 
classic Vibrokeyer or 
the lambic ona 
massive steel base. 


The new Double Keys have 
the famous brass Vibroplex 
logo plate with a unique seri- 
al number, making them the 
latest Vibroplex Collectibles. 
The Double Key allows the 
operator to instantly switch 
from using an electronic keyer 
to the personal touch of a 
Straight Key. 

As with all Vibroplex keys, the 
machined Double Key parts 
are made on a digital milling 


machine with an accuracy of 
one thousandth of an inch or 
less. This precision in the man- 
ufacturing process, along with 
the careful assembly by Vibro- 


plex’s skilled technicians en- 
sures that you will get a lifetime 
of use from your Double Key. 
The first keys manufactured 
will have consecutive serial 


numbers. Orders will be filled 
on a ‘first come -~ first served’ 
basis so the early orders will 
get low serial numbers. And of 
course, as with all of the Vi- 
broplex keys, the Double Keys 
are manufactured in the USA. 
Vibroplex, ‘the oldest name in 
ham radio™™, can trace its be- 
ginnings to 1890. Vibroplex 
manufactures a full line of 
Morse keys, including the fa- 
mous ‘Bug’. Vibroplex is 
owned by Felton ‘Mitch’ 
Mitchell, W40A, who is cele- 
brating his 34th year as an ac- 
tive ham. 


The Vibroplex Co., Inc., 11 
Midtown Park, E., Mobile, AL 
36606-4141, USA. Tel. (334) 
478-8873, fax (334) 476-0465, 
(S87 006) 


Snap-in Microminiature Panel Meters 


The DPM 1, DPM 2 
and DPM 3 are part 
of a family of snap- 
in micro-miniature 
panel meters from 
Lascar Electronics. 


Accurate and reliable mea- 
surements can now be incor- 
porated into even the most 
compact instruments, with 
digit heights ranging from 
5.5mm to 11mm. 

All three modules operate 
from a 9V supply, and feature 
auto-polarity, auto-zero, 150A 
current consumption and 
200 mV full-scale reading. A 
socket strip is provided to fa- 
cilitate final assembly within 
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the target instrument. Single 
rail SV versions, allowing mea- 
surements referenced to 
power supply ground, are 
also available. 
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Applications include personal 
gas monitors, low-cost hand- 
held instruments and other 
products where space is at a 
premium. 
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Lascar Electronics Ltd., Mod- 
ule House, Whiteparish, Salis- 
bury, Wiltshire SP5 2SJ. Tel. 
(01794) 884567, fax (01794) 
884616. (987007) 


If there is one thing 
that a lead-acid bat- 
tery does not like it is 

, persistent neglect. 
When such a battery 
is being discharged, 
its energy is pro- 
duced by the acid in 
the electrolyte gradu- 
ally combining with 
the active material of 
the plates. This com- 
_. bination produces 
lead sulphate in both 
negative and positive 
plates. A cell is com- 
pletely discharged 
when both plates are 
entirely sulphated. 
Since the plates are 
then (irreversibly) 
composed of identi- 
cal material the termi- 
nal voltage collapses. 
~ In normal practice, 
discharging would be 
stopped long before 
this condition is 
reached. 


Design by K. Walraven 


When a lead-acid battery used for 
starting a motorcycle or car is charged 
and discharged regularly it will not 
easily become deep-discharged since it 
is constantly being recharged by the 
alternator (or, in very old vehicles, the 
dynamo). This is, of course, true only 
if the vehicle is used regularly. 

If the battery is not cycled regu- 
larly, it deteriorates more and more 
rapidly. This is quite clear from the 
chemical reaction formulas in the 
box, If you are not familiar with 
such formulas, they show, simply, 
that the acid in the electrolyte grad- 
ually combines with the active 
material of the plates. This combi- 
nation produces lead sulphate 
(PbSO4) in the plates. When dis- 
charge is allowed to continue, the 
plates will soon become entirely sul- 
phated, a process that is, unfortu- 
nately, irreversible. 


_ Maintenance charger 
3 for 6 Vand 12 V lead-acid batteries 


LONG-TERM STORAGE 


It is sometimes unavoidable for a lead- 
acid battery to be put into cold storage, 
for instance, when the car or motorcy- 
cle is laid up for the winter. How can 
the battery then be saved from the fate 
just described? 

If the battery is new or in very good 
condition, it may be sufficient to cycle 
(charge/discharge) it a couple of times 
and then store it at room temperature 
(about 20 °C). However, this is a risky 
thing to do even with a new(ish) bat- 
tery, let alone with an older one, and 
certainly so if the period of non-activ- 
ity is likely to be extended. This is 
because batteries all suffer from self- 
discharge, which causes a_ fully 
charged battery to become flat within 
a few months, 

The only sure way of preventing a 
battery to be ruined in that situation is 
to ensure that it is charged regularly. 
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see text 


This has to be done in an intelligent 
way, however, because overcharging is 
almost as bad as deep-discharging. 

This means that a standard battery 
charger cannot be used, because it 
delivers such a large current that the 
battery needs to be charged for limited 
periods only, Such a charger can be 
used only in conjunction with a timer. 
Another way is, of course, to con- 
stantly trickle-charge the battery. 

The present maintenance charger 
combines the functions of a standard 
charger and timer to monitor and 
replenish the charge of the battery. 


MONITORING AND 
CHARGING 

Although trickle-charging is a good 
alternative to the method described in 
this article, it has a few draw-backs. 
One of these is that the charging cur- 
rent has to be set very accurately, and 
another that it cannot charge a flat bat- 
tery, which means that the procedure 
has to be started with a fully charged 
battery. 

Although there are various ways of 
designing a maintenance charger, One 
of the most frequently used is based 
on an accurate voltage source that 
delivers a voltage equal to the end-of- 
charge voltage of the battery. In the 
case of a 12 V battery, this is usually 
taken as 13.8 V. 

There are people who do not think 
this is a sufficiently safe method, since 
there is the (theoretical) risk that per- 
manent connection to a fixed voltage 
may in the long run lead to an over- 
charge, however slight this may be. 
This may, however, be prevented by 
discharging the battery at regular 
intervals. It should be borne in mind, 
though, that this cycling does age the 
battery. 

This ageing can be prevented, and 
the battery held properly charged at 
all times by the method used in the 
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present charger. In 
this, the battery is 
charged to a certain 
potential, whereupon 
the charger is 
switched off. When the battery emf. 
has dropped to an appreciably lower 
level, the charger is switched on again. 
When this process is continued, and 
provided the switch-over voltages are 
well selected, the charger is perfectly 
suited to maintaining the battery. It 
can, of course, also be used as a stan- 
dard battery charger. 

The above assumes that the charger 
has a facility for monitoring the battery 
voltage constantly and accurately. 
After all, this voltage is a guide to the 
state of charge. 

The nominal voltage of a lead-acid 
cell is about 2 V, which does not 
depend on the number of plates or 
their capacity. When charging is com- 
menced, there is an immediate rise in 
the cell voltage. When this voltage 
reaches a level of about 2.3 V, there is 
a fairly sharp rise, followed a little later 
by a levelling off, after which there is 
no further increase. Recharge of a cell 
is complete when the voltage and rel- 
ative density of the electrolyte remain 
constant for about 3 hours. 

In case of a 12 V battery, the above 
means that charging should com- 
mence when the e.m.f. of the battery 
is about 12.5 V and finish when the 
e.m.f. reaches a level of about 13.8 V. In 
the present charger, these switch-over 
points are adopted. Moreover, these 
points are temperature-compensated 
to preclude under-charging or over- 
charging owing to temperature varia- 
tions. 


CIRCUIT DESCRIPTION 
The circuit in Figure 1 may be split 
into two sections: the charger proper, 
and the monitoring and control net- 
work. 


Power is supplied via a standard, 
unregulated 12 V mains adaptor rated 
at 1 A The adaptor is linked to jack K, 
and charges battery Bt, via the contact 
of relay Rey. This is possible, because 
the average 12 V mains adaptor pro- 
vides an e.m.f. of 17-18 V, which is 
more than enough to charge a battery 
to 13.8 V. Moreover, such an adaptor is 
inexpensive and safe, and its internal 
resistance provides automatic limiting 
of the charging current. For instance, 
the charging current from a 1 A adap- 
tor at 12.3 V is 700 mA and at 13.8 V 
only 400 mA, In other words, when 
the charging voltage increases, the 
charging current drops. This is excel- 
lent, because at higher voltages the 
battery can be charged less and less. 

The electronic networks ensure that 
charging is started and stopped at the 
correct times. A hysteresis of 1.2 V has 
been provided, which means that 
charging continues until the battery 
voltage is 13.8 V, whereupon the relay 
switches off the charging current. 
When the battery voltage drops to 
about 12.6 V, the charging current is 
switched on again. In practice, this 
means that charging lasts only a few 
minutes, while the intervals between 
consecutive charges amount to a cou- 
ple of hours. 

The monitoring and control circuit 
is based on operational amplifier IC3, 
which is arranged as a comparator 
with hysteresis. This IC compares part 
of the battery voltage with a preset ref- 
erence voltage. Depending on the 
result, the level at the output of the IC 
causes relay Re, to be energized or not 
via transistor T,. 

In the comparison, the e.m.f. of one 
cell of the battery is used. The accurate 
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1:6 divider Rs—-Ry 
ensures that this volt- 
age is applied to the 
-ve (inverting) input of 
IC3. 

The reference volt- 
age of 2.1-23V_ is 
applied to the +ve 
(non-inverting) input 
of the IC. The reference voltage is 
derived from the 5 V line, which is reg- 
ulated by IC;, via potential divider 
R3-R3-P1-D3-Dy4. Diodes D; and Dy 
provide the requisite temperature 
compensation. 

The hysteresis of the comparator is 
held at a fixed value of 0.2 V by Ry. 


DISPLAY AND 
PROTECTION 


The various modes of operation of the 
charger are indicated by three light- 
emitting diodes (LEDs). 

A yellow one, D3, is linked in par- 
allel with K; via resistor Ry. It lights 
when the mains adaptor is connected 
and switched on. If the mains adaptor 
is not, or wrongly (almost impossible), 
connected, the diode does not light. In 
this case, diode D, short-circuits the 


output of the mains 
adaptor to prevent any 
damage to the charger. 
The short-circuit may 
well irreparably dam- 
age the adaptor, 
though. 

It must also be said 
that when during 
charging the mains adaptor is 
switched off, D3 continues to light 
since it is then supplied by the battery 
via the closed relay contact. 

A red diode, Ds, is in series with the 
relay to indicate that the battery is 
being charged. 

A green LED, Dg, in parallel with 
the battery, indicates whether or not 
this is connected correctly (polarity!). 
If the battery is connected with wrong 
polarity, not much can go awry, but, of 


course, it will not be charged. In the 
unlikely case that the relay contact 
closes just at the moment the battery 
is being connected with wrong polar- 
ity, the battery may be discharged via 
D). This will, however, be of short 
duration since the relay contact opens 
only briefly when there is no battery 
connected to the charger.. 
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USING THE CHARGER 
When the battery is connected to the 
maintenance charger for the first time, 
check that Dg lights before connecting 
and switching on the mains adaptor. If 
it does, all is well. 

Note that the charger has no addi- 
tional short-circuit protection. This 
means that when the battery terminals 
are accidentally short-circuited, or the 
mains adaptor is connected the wrong 
way around (which is virtually impos- 
sible), the only protection is the cur- 
rent limiting action in the adaptor. As 
already described, this is provided by 
just a few resistors, and these will not 
hold out for very long. 

When the reference voltage is set to 
2.1 V, charging commences when the 
potential at the —ve (inverting) input 
of IC; is 2.1 V and, owing to the in- 
built hysteresis, stops at 2.3 V. Referred 
to a 12 V battery, charging starts at a 
terminal voltage of 12.6 V and stops 
at 13.8 V. In practice, this arrangement 
ensures that the battery is charged 
briefly a couple of times per day. 

It is, of course, possible to modify 
the reference voltage. If, for instance, 
this is set to 2.05 V, the intervals 
between charging periods are larger. 
However, these intervals should not be 
made too long to ensure that you have 
a fully charged battery available at all 
times. 

If the battery does not appear to 
charge properly, badly sulphated 
plates may be indicated. The voltage 
across the battery then increases 
rapidly, whereupon charging ceases. 
In a bad case, charging will stop after 
only four seconds. If the sulphation is 
not too serious, the battery may 
recover to some extent, so that it is 
worthwhile to leave it connected to 
the maintenance charger for a day and 
then check the charging again. Sul- 
phation of the plates cannot be 
reversed: the battery is then a write off 
and must be replaced. 


CONSTRUCTION AND 
TEST 
The maintenance charger is best built 
on the printed-circuit board shown in 
Figure 2. Completing the board is sim- 
plicity itself: provided the drawing is 
followed closely, nothing can go 
wrong, but mind the polarity of the 
various capacitors and diodes. 

When the board is completed, con- 
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nect the mains adaptor to K; and 
switch it on. Do not connect a battery 
to the charger. If all is well, the relay 
should close for one second, and then 
open again, and repeat this process 
every four seconds. 

When all is found in order, the 
board should be housed in a suitable 
enclosure. The prototype is housed in 
a small metal case with holes drilled as 
appropriate for the LEDs, the socket 
for connecting the mains adaptor, and 
the terminals to which the battery is to 
be connected. 

The battery is best linked to the 
charger via two lengths of flexible, 
well-insulated, not-too-thin multi- 
strand circuit wire. It is advisable to 
use red wire for linking the +ve ter- 
minals, and black for the —ve termi- 
nals. 

Before taking the charger into use, 
connect a multimeter, set to the 10 V 
direct voltage range, between ‘REF’ 
and ‘—a’ on the board. Connect the 
mains adaptor and switch it on. Do 
not connect a battery. The relay will 


then close and open at four-second 
intervals. Adjust P; for a meter read- 
ing of 2.1 V at the moment the red 
LED does not light. If this test is car- 
ried out at an ambient temperature 
other than 20°C, reduce the meter 
by 4 mV for each °C the temperature 
is higher and increase it by the same 
amount for each °C it is lower, 


6 V BATTERY 

The charger described so far is 

intended for use with a12 V battery. 

Tt is, however, readily adapted for 

use with a 6 V battery as follows. 

* Set the mains adaptor to 6 V out- 
put, or use a 6 V model. 

* Replace IC; by a low-drop type, 
such as the 4805. 

* Replace the relay by a 6 V type. 

¢ Remove Rg and replace Rg by a 
20 kQ, 1% type. 

* If Dz and Dg light too faintly, 
replace Ry and Ry, by 3.9kQ 
types. 


[970092] 


Basic cell reactions in lead-acid battery 


The chemical reactions in a standard lead-acid battery are: 


Discharge 
at +ve electrode 
at -ve electrode 


Charging 
at +ve electrode 
at -ve electrode 


PbSO, = lead sulphate 


PbO,+Pb+2HSO, > 2PbSO,+2H,0 
PbO,+3H++HSO,+2c + 2H,O0+PbSO, 
Pb+HSO, > PbSO,+H++2c 


2PbSO,+2H20 > PbO.+Pb+2H,SO, 
2H,0+PbSO, > PbO,+3H+ +HSO,4+2c 
PbSO,+H*+2c > Pb+HSO, 


at 


Design: R. Weber 


Among the most popular share- 
ware programs for PIC]6C84 
programming is PIPO2 from Sil- 
icon Studios, The circuit shown 
here also uses PIPO2, but in 
combination with a special dri- 
yer written by Dave Tait. This 
driver, DTAIT.EXE, allows PIP02 
to communicate with PIC pro- 
grammer hardware via the par- 
allel printer (‘Centronics’) port. 
The hardware does not amount 
to much and is cheap, too — the 
PCB-mount Centronics connec- 
tor is probably the most expen- 
sive part! A single 74LS06 (hex 
open-collector inverter) is used 
to enable the Centronics port 
and the PIC (to be programmed) 
to talk to each another, Three 
data lines of the Centronics port, 
DO, D1 and D3 are first inverted 


ICid 


COMPONENTS LIST 


Resistors: 
Ri,R2 = 1kQ 
R3 = 100kQ 
R4,R6 = 4702 
R5 = 10kQ2 


Capacitors: 
C1,C2 = 100nF 


Semiconductors: 


ICte 
8 10 


IC1 = 74LS06 100n 
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D1 = 12V 0.4W zener diode 


D2 = LED 

T1 = BC547 
IC1 = 74LS06 
Miscellaneous: 


K1 = Centronics socket, PCB 
mount 

K2,K3,K4 = two-way PCB ter- 
minal block, pitch 5mm 

PCB, order code 984036-1 


62 


SF PIC16C84 programmer 
© for Centronics port 
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and then applied to the PIC to be 
programmed. DO supplies data, 
DI clock pulses, and D3 pro- 
sramming pulses. Information 
returned by the PIC to the PC is 
first inverted by gate KC 1b and 
then applied to the BUSY line on 
the Centronics connector. 

The PIC to be programmed is 
connected as follows: 


K3 DATA to RB7 (pin 13) 
K3 CLOCK to RBG (pin 12) 


Lf) 
| 
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The present reference is a spe- 
cial application of current 
source IC Type LM33-4. It has a 
tiny temperature coefficient and 
draws only a minute current: at 
room temperature, only LO aA, 
which increases with large rises 
in temperature by only a few 
mA, 

The circuit is basically a 
bandgap reference, because the 
positive temperature coefficient 
of the LM334 is combined with 
the negative temperalure coeffi- 
cient of the base-emitter junc- 
lion of a transistor (which 
ensures good thermal coupling). 

‘To obtain a temperature coef- 
ficient of zero, or very nearly so, 
the output voltage of the circuit 
is adjusted to exactly 1.253 V 
with Py. Ibis, therefore, advis- 
able to measure the set value of 
P, accurately after it has been 
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Design: H, Bonekamp 


The modem off indicator is 
intended especially for serious 
Internet surfers. Ht will be seen 
that the cireuit of the indicator 
cannot be much simpler, or 
there might be nothing left. In 
spite of its simplicity, it may 
prove to be a cost-saving device, 
since it shows at a glance 
whether the telephone line is 
free again after the modem has 
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K4 MCLR to MCLR (pin 4) 
K2 +5V to VDD(pin 14) 
K2 GROUND to VSS (pin 5) 


The +Vin terminal of K4 is con- 
nected to an external 12-voll 
supply for the programming 
voltage. LED D2 lights when 
programming pulses are 
applied. Zener diode D1 pro- 
tects the base of T] against the 
programming voltage. The pro- 
grammer needs two external 


2V5 ...30V 


supply voltages: 12 V (PIC pro- 
gramming voltage) and 5 ¥ 
(74LS06 and the LED supply 
voltage). 

The two programs you will need 
lo use the programmer may be 
oblained free of charge from the 
Internet from this url: 
Attp://www.sistudio.com! 
sistudto/douwntoadshtmd. 
DTAIT.EXE is unzipped from 
the “PINAPI Drivers DOS Pack V’. 


Having downloaded these pro- 


adjusted and to replace the com- 
bination of Ry +P) by a fixed 
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resistor of the precise value. Use 
a 1% metal-oxide film type from 


dem off indicator 
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grams, all you have to do is write 
the following batch file: 


DTAIT.EXE 7406 
PIPQ2.EXE 
DTAIT.EXE REMOVE 


and launch it from the DOS 
prompt. Finally, the printed cir- 
cuit board shown here is avail- 
able ready-made from the Pub- 
lishers. 

(OHM Ts Lp 


low-power voltage reference 


the E96 series. 

Since current source IC, is 
tapped at the control input, a 
reference source with a negative 
output resistance of about 
3.8 kQ ensues. Resistor Ry 
ensures that the ultimate outpul 
resistance is about 400 Q, The 
load current is then limited to 
not more than 5 LA. 

The performance of the ref- 
erence is good: when the input 
voltage is increased from 5 ¥ to 
30 Vo the output vollage varies 
by only 0.6 w¥ (from 1.2530 V 
lo 1.2536 V). 

The temperature coefficient 
stays below 50 ppm °C-!, and, 
with careful adjustment, may 
even come down to 5 ppm °C-!, 

The current drawn by the 
prototype is 9.8 WA at an ambi- 
ent lemperalure of 22 °C, 


[Giesherts — 984035] 


been used, This obviates high 
telephone charges in case for 
some reason the modem contin- 
ues to operate. 

The circuit depends on the 
fact that there is a potential of 
about 40 V on the telephone line 
when it is nol busy, This vollage 
drops sharply when a lelephone 
call is being made, If, therefore, 
the circuit is linked to telephone 
terminals a and 6, the lighting of 


the green LED shows that the 
line is nol busy in error. 

The bridge rectifier ensures 
that the polarity of the line yoll- 
age is of no consequence. This 
has the additional benefit that 
polarity protection for the LED 


is nol necessary. 

To make sure that the tele- 
phone line is not loaded unnec- 
essarily, the LED is a high effi- 
ciency type. This type lights ala 
current as low as 2 mA, and this 
is, therefore the current arranged 


~ balanced 


a! 
@ 


Design; T. Giesberts 


The preamplifier is intended for 
use with dynamic (moving coil — 
MC) microphones with an 
impedance up to 200 Q and 
balanced terminals. It is a fairly 
simple design, which may alse 
be considered as a single stage 
instrument amplifier based on a 
Tepe NE5534 op amp. 

To achieve maximum com- 
mon-mode rejection (CMR) with 
a balanced signal, the division 
ratios of the dividers (Ry-Ry and 
Ro-R; respectively) al the 
inputs of the op amp must be 
identical. Since this may be dif- 
ficult to achieve in practice, a 
preset potentiometer, P), is con- 
nected in series with Rs. The 
preset enables the common- 
mode rejection lo be set opti- 
mally, 

Capacitor C) prevents any 
direct voltage at the input, while 


resistor R> ensures stability of 


the amplifier with capacitive 
loads. Resistor Ry prevents the 
amplifier going into oscillation 
when the input is open circuit. 


If the microphone cable ts of 


a) 
ce 


Design; fh Hueber 


The circuit in the diagram was 
originally designed lo monitor 
an oscillator, but can also be 
used as a general-purpose level 
indicator for a.c. signals. It is 
based on a quadruple IC con- 
taining four NAND gates. Only 
three of the gates are used, mak- 
ing the fourth free for other pur- 
poses. All the gates have a 


“ OSCI 


through it by resistor Ry. 
jpev46 | 


WARNING. In spite of the liberal 
age we live in, it ts highly prob- 
able that in many countries it ts 
not allowed to connect the indi- 


15V 
C2 c3 
100n 220): 
25V 
c4 cs 


Schmitt trigger input. 

When a 5 V supply is used, 
the Type 7T4HC132 is recom- 
mended; for higher vollage, a 
Type 4093. Note, however. that 
these two [Cs have different 
pinouts. In the diagram, the dif- 
fering pins of a 4093 are shown 
in brackets. 

The signal to be monitored is 
applied to the input of the first 
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llation monitor 


gale via capacitor C), Resis 
Ry, in conjunction with the pro- 
tection diode in the IC, guards 
the input to high voltages. 

In the absence of a signal, 
resistor Ry holds the input high 
so that the output of the gate is 
low. 

When a signal of sufficient 
strength is received, the input of 
the gate goes low during the 
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cator across the telephone lines. 
Seek advice of your local tele- 
phone company that owns or 
operates the telephone network. 


microphone preamplifier 


reasonable length, Ry is not 
necessary, since the parasitic 
capacitance of the cable ensures 
stability of the amplifier Tt 
should be noted, however, that 
R3 improves the CMR from 
>70 dB to >80 dB. 

Performance of the pream- 
plifier is) very good. The 
THD+N (total harmonic cistor- 
lion plus noise) is smaller than 
0.1% with an input signal of 
I mV and a source impedance 
of 50 Q. 

Under the same conditions, 
the signal-to-noise ratio is 
—62.5 dBA, 

With component yalues as 
specified, the gain of the ampli- 
fier is 50 dB (316). 

After careful adjustment of 
P,; at | kHz, the CMR, without 
R3, is 120 dB. 

The supply voltage is +15 ¥. 
The amplifier draws a current al 
that yoltage of about 5.5 mA. 
Note the decoupling of the sup- 
ply lines with 1), Lo, Co-Cs. 

[9640051 | 


negative half cycle of the signal, 
so that the output of the gate 
goes high in rhythm with the 
input signal. However, the 
Schmitt trigger converts sinu- 
soidal signals into rectangular 
ones, Which charge capacitor Cy 
via diode D). When the poten- 
lial across Cy exceeds the 
threshold at the input of the sec- 
ond gate, this gate also toggles. 
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The output of the second gate is 
then low, which disables the 
third gale, which functions as an 
oscillator 

When the level of the input 
signal drops, C, is discharged 
via Ry. The potential across the 
capacitor then no longer exceeds 
the threshold at the input of 
IC), whereupon IC),. is enabled 
and the LED flashes 

The LED may be connected 
as shown or as indicated by the 
dashed line. As shown, the 
diode remains off when there is 
an inpul signal of sufficient 
strength and begins to flash 
when the signal fails or its level 
drops. When the diode is linked 
lo earth, it is on continuously 
when there is an input signal, 
and begins to flash when the 
input drops. 

When a 5 ¥ power supply is 
used, Rs = 1 kQ. and the cir- 
cuit draws a current, including 
that of the LED, of 3 mA. The 
frequency of the input signal 
may lie between 10> Hz and 
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Design: K. Hagen 


The detector is intended for the 
recognition of obstructions at 
distances of a few millimetres to 
a few centimetres. Similar 
detectors are used in the indus- 
try and health services, for 
instance, lo open a waler lap via 
a magnetic valve. 

The sensor, ICy, is a Type 
SFH900 
Siemens or similar, A’ phase- 
locked loop (PL) in decoder 
IC, compares the frequency of 
the input signal from [Cy with 
that of an internally generated 
signal, When the two signals fall 
within the same band, the out- 
pul, pin 8, of IC) changes state 
(from high to low). 

The internal oscillator gen- 
erates a signal at a frequency of 
about 4.5 kHz (determined by 
time constant Ry-C). Its rectan- 


optoisolator from 


gular signal al pin 5 switches on 
the light-emitling diode in ICs 
via T). The diode then transmits 
an infra-red light signal pulsed 
al 4.5 kHz. 

When the infra-red light is 
reflected by a nearby object, the 
photo transistor in ICy provides a 
signal to pin 3 of [C, If the fre- 
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LO MHz. 

When a 9-12 V supply is 
used, the value of Rs must be 
altered as necessary. Owing lo 
the 4093 being slower than the 
T4HC132, the upper frequency 
of the input signal is then lim- 
ited to 3 MHz. 

When the wiper of P) is at 


quency of this signal lies within 
the same band as that of the 
internal generator, pin 8 is con- 
nected to earth, whereupon 
diode D) lights. The comparison 
by the PLL prevents the circuit 
reacting to stray light. 

The sensilivity of the detec- 
tor may be varied with Py. 

The detector with compo- 
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osc 
OUT 


1C1 = 74HC132 (4093) 


the level of the supply voltage, 
the response threshold, U',, lies 
between 3.5 V (when L4, = 5 V) 
and 7 V (when Ll, = 12 V). 
When the wiper is moved away 
from the positive supply line, 


U.. (max) is 1.5 VY (when 
Uy, = 5 ¥). 


The response threshold is 


@ 


IC1 OUT 


NES67N 
(LM567CN) 


nents as specified draws a cur- 
rent of 10-30 mA. 

As stated earlier, the optoise- 
lator may be one of several 
types. lt may also be built from 
a discrete LED and phototran- 
sistor, but great care should then 
be taken lo ensure that the photo 
transistor cannot receive light 
transmitted by the LED. 
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quite precise: a drop in the 
input signal level of 50-100 m¥ 
is sufficient to disable the inpul. 

When the input level is too 
high, a preset across the input 
terminals enables the level to be 
reduced to a value that lies in 
the desired range above the 
response threshold. joaosy 


infra-red proximity detector 


SFH900 


HCD 


1 3 
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A suilable solid-state relay at 
the outpul enables larger loads 
to be switched, Circuit IC) ean 
switch currents of up to LOO mA 
to earth. Diode D) should then 
be omitted, 

jossw58] 


Video Copy Processor 
Dear Editor — having read your 
excellent magazine for a num- 
ber of years, I've occasionally 
attempted the odd project. My 
latest venture was the Video 
Copy Processor of November 
1997. Having assembled the 
components and soldered them 
in position with the diligence of 
a brain surgeon, lo and behold 
it worked perfectly first time 
around (rare for me). While 
demonstrating it (not without a 
certain amount of panache) to 
my son, he informed me (not 
without a certain amount of 
schadenfreude) that he had 
been copying (legally | hope) 
for years using his modern 
VCR and my old (discarded) 
top-loader to record with, with 
very watchable results. Maybe 
some of your buffs could 
enlighten me as to this phe- 
nomenon. Meanwhile anyone 
want to buy a little used Video 
Copy Processor? Kids, who'd 
have them! 

M. Fitzgerald, Limerick 


Many thanks for your fetter, and 
congratulations on success- 
fully building this project. 

As we already explained in the 
earlier (1988) article on 
Macrovision, many older VCRs 
are not bothered at all by copy 
protection signals, so again it 
seems wise not to bin ‘obso- 
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lete technology’. Briefly, the 
‘ohenamenon’ you have wit- 
nessed is caused by the sync- 
flywheel circuit available in 
your son's old top-foader VCR. 
The flywheel circuit was origi- 
nally intended to overcome pic- 
ture instability as a result of 
tape speed variation and other 
tracking irregularities. Modern 
VCRs have much better tape 
speed contro/, use better 
tapes, and hence do not need 
the old flywheel system. How- 
ever, as you have seen, it is 
still very useful! 

Ca 
EPROM Programmer 
Dear Editor — | have just built 
the EPROM Programmer fea- 
tured in your March 1997 
issue, and want to inform you 
about a problem | encountered. 
| made my own PCB for this 
project and used locally 
obtained parts. 
During the first test | got the 
message “wrong hardware”. 
Selecting ECP. EPP or indeed 
any other printer port mode 
made no difference. | examined 
the operation of the board step- 
by-step using BASIC but could 
not find any error in the hard- 
ware, Using BASIC | was able 
to manually control the parallel 
port register. 
These tests took a lot of time. 
Finally, when | had the register 


y ie 


bits set in the right order, | was 
ready to go from BASIC direct- 
ly to Windows. | did not believe 
my eyes, the board worked. 

| have now solved the problem 
using this very small BASIC 
program: 


‘Set LPT1 

‘in bidirectional mode 
OUT &H378 + &H402, 32 + 21 
OUT &H378, 32 


When | run this program before 
PROMMER.EXE, the EPROM 
programmer works as expect- 
ed. For your records, the moth- 
erboard in my computer is a 
Pentium P51430VX-250 
Explorer. What is the actual 
source of the problem | have 
stumbled on? Is it poor stan- 
dards for the parallel ports, or 
a deficiency in your software? 

Sved Martinsson (by email) 


On this (extremely popular) 
project we received a number 
of enquiries similar to yours. 
As far as we have been able to 
discover, the problem may be 
caused by non-standard ini- 
tialisation of the EPP port 
mode at the BIOS level. None 
of our prototypes gave evi- 
dence of this, however, and 
obviously it’s just not possible 
to test the project using each 
and every PC motherboard 
available on the market! We are 
grateful for being able to print 
your BASIC program because 
it may helpful to other readers 
experiencing communication 
problems with the EPROM pro- 
grammer. 

(See also ‘Unidirectional Ver- 
sion of EPROM Programmer’, 
Elektor Electronics September 
1997, p. 72) 


Software 

| have been wondering for 
some time now why it is not 
possible for subscribers to your 


magazine to automatically 
receive the software with pub- 
lished designs. | refer to soft- 
ware for stand-alone programs 
as well as for controllers. This 
occurred to me _ because 
although you publish designs 
for programmers, it is not pos- 
sible to use the very same 
designs for subsequent pro- 
jects based on microcon- 
trollers, which, alas, | can only 
obtain ready-programmed 
through your valued Readers 
Services, or a kit supplier. 
| was thinking along the lines 
of a ‘extra-value’ subscription, 
slightly dearer than the normal 
subscription but with the pub- 
lishers automatically supplying 
the requisite software. Of 
course, this could be imple- 
mented using the Internet. 
‘Extra-value’ subscribers would 
then receive a key (digital code) 
allowing them to once down- 
load the software from an Inter- 
net site. 
| hope you will at least consid- 
er my suggestion. 

G. Bouland 


Thanks for your constructive 
criticisms. To us, software 
development ts a very time- 
consuming activity and there- 
fore often left to free-lance 
contributing authors, who 
negotiate and receive remu- 
neration for each copy sold. 
Unfortunately this remunera- 
tion system is hard to imple- 
ment in your ‘extra-value’ 
subscription scheme, although 
offering or selling software via 
the Internet is, we feel, a viable 
option. Unfortunately, existing 
payment systems are not (yet) 
attractive when it comes to 
selling relatively low-priced 
products in this way. 

For some time now we have 
been busy resolving the prob- 
lem of unobtainable source 
code files. These will be made 
available in those cases where 
(1) it makes sense to make 
source code files available to 
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our readers, and (2) the author 
has transferred the refevant 
file(s) and copyrights to us. 
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Monacor/Monarch Parts 
Dear Editor — a fair number of 
recently published articles are 
based on components supplied 
by a company called Mona- 
cor/Monarch (or even Merca- 
tor). To date | have been unable 
to locate their representative in 
the UK and, indeed, any of the 
Monacor parts you specify. 
Where can | obtain these parts 
(mostly connectors, trans- 
formers and moving-coil 
meters)? 

F. Anderson, Ipswich 


By most standards, Monacor 
is a large supplier of electron- 
ic parts with distributors in 
nearly all European countries. 
Until recently, the parent com- 
pany, the German Inter-Mer- 
cador GmbH, did not have an 
outlet in the UK. Fortunately, 
Monacor UK (Ltd) are now in 
business and can be reached 
on the following numbers: tel. 
(01908) 217100, fax (01908) 
217900. We should also men- 
tion that most Monacor com- 
ponents we refer to can be 
supplied as one-offs by two of 
our advertisers, Stippler Elec- 
tronics and C-I Electronics, 
mainly because they also carry 
kits for many of the projects 
featured in Elektor Electronics. 


® 


Elektor Item Tracer 

Dear Editor — | recently 
ordered and received the Elek- 
tor Item Tracer (EIT). However 
| have not been able to run the 
program despite the fact that 
all files are present according 
to your checking program. 

| get the message ‘Cannot find 
MSAJT200.DLL when | try to 
run the program, and then the 
installation program terminates. 
| remember seeing something 
about this in a past issue but 
can not now locate the relevant 
issue. Please tell me how to get 
the missing file, preferably 
through the Internet. 

Michail Kalognomos, by email 
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This problem is simple to 
solve. Locate the file 
MSAJT170.DLL on your sys- 
tem, and rename it to 
MSAJT200.DLL. The EIT 
installer should then work 
properly. 

A few other readers have 
reported that the EIT will not 
launch after an otherwise suc- 
cessful installation. An error 
report ‘File not found’ then 
appears. Because this is a rare 
problem, we have been unable 
so far to discover the exact 
cause. A makeshift solution is 
to rename the file 


MSAJT1170.DLL into 
MSAJT112.DLL before running 
the EIT installer. 


& 
Charging 


NiMH Batteries 
Dear Editor — | have a query 
on charging the new NiMH pen- 
light batteries from Philips. On 
the label it says that these bat- 
teries can be used in any 
charger. With a suspicious 
mind | called the Philips Con- 
sumer Information Desk, only 
to be told that there was no 
danger of the batteries being 
damaged by over-charging. 
My actual questions to you are: 
| have a charger supplying a 
current of 50 mA. The NiMH 
batteries have a capacity of 
1100 mAh. How long should | 
leave them in the charger? | 
also have another charger with 
130 mA output capacity. How 
long should | leave it on to 
recharge my NiMH batteries? 
My questions may appear very 
simple, but | am fully aware of 
the fact that the total amount of 
energy needed to charge the 
batteries is greater than the 
energy | can drain from them. 
| would also like to fully charge 
the batteries without any risk of 
over-charging. 

S$. van Rhijn, Netherlands 


One of the major differences 
between NiCd and NiMH bat- 
teries is that the fatter are 
slightly less robust and less 
tolerant of high charging and 
discharging currents. The fat- 
ter fact is important for fast 
charging only. 
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One of the rules of thumb that 
also applies to NiMH batteries 
is that the charging current is 
1.4 to 1.5 times the specified 
capacity. So, your 1100 mAh 
batteries will require a total 
charge of 1500 to 1650 mAh. 
In other words, you should 
charge them for 12 hours at 
130 mA, or for 32 hours at 
50 mA. 

For safe charging a charging 
period of 14 to 15 hours is 
commonly applied, using a 
current equal to 1/10th of the 
battery capacity. So, your 130- 
mAh charger is almost the per- 
fect companion for these 
batteries. The one advantage 
of the 50-mAh charger is that 
it allows the batteries to given 
a much longer charge without 
any danger. Even continuous 
charging should be without risk 
at this low current. 


Electronic Code Lock 
Dear Editor — | wish to bring 
to your attention that the out- 
put NAND gate of the Electron- 
ic Code Lock (September 
1997) suffers to a small extent 
from contact bounce. | was 
able to prove this by adding a 
JK flip-flop set to ‘toggle’ state 
to the output. Ideally, this flip- 
flop should toggle at every 
pulse from IC2d. Unfortunate- 
ly, the application of a NAND 
gate with Schmitt trigger inputs 
is no guarantee for complete 
elimination of pulses resulting 
from contact bounce. | was 
able to cure this problem by 
connecting a 1-uF electrolytic 
capacitor between pin 12 of 
IC2d and ground. In this way, 
the input remains logic low suf- 
ficiently long (approx. 1s), and 
bounce pulses generated when 
S4 is released do not reach the 
output any more. 

C. Tribolet 


Contact bounce pulses are 
notorious troublemakers in dig- 
ital circuits. For the problems 
you report with the Electronic 
Code Lock, the addition of a 1- 
uF cap is a possible solution. 
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Submitting Articles for 
Publication 

Dear Editor — ! have devel- 
oped a small project which | 
would like to offer you for pub- 
lication. However, looking at the 
high quality of your articles | 
fear that what | have wrought 
on my kitchen table is just not 
good enough because of my 
limited skills at technical writ- 
ing and my inability to design 
a high-quality printed circuit. 
Since | do not find a “Call for 
Designs” or similar section in 
your magazine, how does one 
actually go about submitting an 
article for publication in Efek- 
tor Electronics? 


Well it’s much simpler than 
you would expect, and there's 
no need to have reservations 
about low design standards 
because we will do the touch- 
ing up if your article is accept- 
ed for publication. 

Content is far more important 
than looks. Basically, your cir- 
cuit has to be original and 
innovative, and other readers 
should be able to reproduce it 
as well as grasp its theory of 
operation. Once your design 
has been accepted for publi- 
cation, you will receive a remu- 
neration proposal from the 
Publisher, via our editorial sec- 
retariat. 

Contrary to what you seem to 
think, we do not mind the odd 
spelling mistake or slip of the 
pen in your writs because most 
articles are virtually rewritten 
by our editorial staff in close 
co-operation with one of our 
internal design engineers 
appointed to oversee your pro- 
ject technically. So, there’s 
absolutely no need to submit 
any ‘mil-spec’ documents! 
What we do need, however, is 
a clear circuit diagram, short 
descriptions of the circuit oper- 
ation and software (if used), 
and sources for all compo- 
nents used. 

Although not strictly required, 
article proposals should be 
supplied on disk, using any of 
the popular file formats for 
word processing and PCB 
design. Why not give it a try? 


W Battery tester 


for all 1.5V and 9V batteries 


This battery tester 
does the job properly 
by evaluating the bat- 
tery state under 
_.. loaded conditions. 
The project is easy to 
build and contains 
regular components 
only. The battery 
read-out is a solid- 
_. state LED display 
rather than an expen- 
sive and fragile mov- 
ing-coil meter. A spe- 
cial design feature 
enables the tester to 
make voltages below 
1 volt light an LED. 


Sure, there must be properly working 
testers around, but the ones we 
~ picked up and examined were not up 
to.much. Okay, the designs may be 
simple (so is ours presented here), but 
most off-the-shelf testers are so poorly 
"dimensioned that their battery condi- 
tion indications are of little or no use. 
Some testers already indicate that the 
battery is okay if the thing produces 
any voltage at all, while others do not 
produce a ‘good’ verdict until a volt- 
age of 2 V is measured; a cell voltage 
no dry battery will ever be able to 
produce! 

_. .. 80 what are the ‘must have’ features 
of a good battery tester? Well, things 
-are simpler than you might expect. 
irstly,, the voltage measurement 
hould take place when a certain load 
38 connected to the battery. That's 
because the no-load cell voltage does 
‘Not tell us everything about the state of 
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a battery. So, during the measurement 
a certain current must be drawn from 
the battery. Not a lot, mind you, but 
not so little either that no response is 
seen to the load. 

The second important aspect to 
observe is to set up realistic values for 
the reference levels used during the 
voltage measurements. The present 
design is based on three test levels: 
1.3 V,1¥V and 0.7 V. A measured volt- 
age of 13V or higher indicates a 
‘good’ cell condition; between 1.3 and 
1 V indicates ‘acceptable’; below 1 V 
indicates ‘poor’, and below 0.7 V indi- 
cates ‘flat’. 


TWO TRANSISTORS 
AND THREE LEDs 

A look at Figure 1 will convince you 
that the circuit diagram of the battery 
tester is pleasantly simple. Weil, it 
could have been even simpler had we 
used the traditional moving-coil meter 
for the read-out. Because of the vul- 
nerability and cost of such a mechani- 
cal meter, we decided to replace it by 


Na. 4006.45 v. 


a totally electronic alternative: an array 
of LEDs with different colours. How- 
ever, to make an LED light, you need 
a voltage between 1.6 V and 2.4 V. A bit 
of a problem, obviously, if you use a 
1.5-V battery as the power source! 

The problem was solved by calling 
in the help of an astable multivibrator 
(AMY). Here, the AMV is built around 
Tl and T2, and converts the 1.5-V bat- 
tery voltage connected to KI into an 
alternating voltage with a level of more 
than 5 V4, which is developed across 
choke L1. MThe output frequency of the 
AMV is about 11 kHz. 

The voltage across L1 is ample for 
our application because a usable 
tester may, in principle, be built by 
shunting the choke with an LED and 
a properly dimensioned series resis- 
tor. As you can see from the circuit 
diagram, two LEDs are connected in 
parallel with L1. Series resistor R4 
belongs with the red LED, D1. Its 
value is such that the LED lights 
when the input voltage is just over 
1V. The green LED, D2, has a zener 
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AS see text 


w= 


yellow 


diode instead of a 
resistor. The diode 
enables the LED to 
light at a battery volt- 
age of 1.3 V or higher. 

Although the tester 
draws a current of 
about 30 mA , it is a too 
light load for battery 
test purposes. That's why resistor R6 is 
connected in parallel with the battery 
terminals. The value of 10 indicated 
in the circuit diagram should be 
looked upon as a useful average for 
the most commonly used battery 
types. If you only test ‘lady’ or ‘pen- 
light’ cells, then the load current may 
be made a little smaller, and R6 may be 
increased somewhat to, say, 15 2. For 
‘baby’ and ‘mono’ cells, on the other 
hand, it may be better to adopt a 
slightly higher load current, and you 
may consider dropping the value of 
Ro to 6.8 or so. Purists may, of 


readout 


D1 D2 
red green 


both bright: good 


weak green: reasonable 


red only: 


no red: 


9-V battery 


bright yellow: good 


no yellow: 
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1.5-V battery 


poor 


flat 


bad 
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a 2v4 
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f=11kHz 


course, fit a load switch 
to select between the 
two resistor values. 


IN PRACTICE 

Actually using the cir- 
cuit is straightforward. 
Use two short, flexible 


970076-1_ 6K 


wires to connect the 1.5-V battery you 
wish to examine to connector K1 on 
the board. Watch the polarity! LEDs 
D1 and D2 then indicate the state of 
the battery. A battery is only deemed 
‘good’ if the green LED lights at rea- 
sonable intensity. A more detailed 
explanation of the LED 
indication may be 
found in the table. 

To make the tester 
as versatile as possible, 
a test option for 9-volt 
(PP3) batteries has 
been added. These bat- 
teries may be con- 
nected to K2, and the 
test circuit consists of 
no more than a yellow 
LED (D4) with a zener 
diode (D5) and a resis- 
tor (R5) in series. The 
relevant component 
values enable the LED 
to light if the battery 
voltage is greater than 
7.5V. 

The size of the 
printed circuit board 
for the battery tester 
(Figure 2) is smaller 


than that of a matchbox. Construction 
should take less than half an hour. The 
only point to pay attention to is the 
polarity of the LEDs and the zener 
diodes, in particular, D3. In general, 
zener diodes for low voltages are actu- 
ally stabistors, or series-connected 
zener diodes. As compared with ‘Teal’ 
zener diodes, stabistors are fitted ‘the 
wrong way around’ on the printed cir- 
cuit board. Don’t worry, you can't 
damage the circuit if you fit D3 the 
wrong way around: only D2 will then 
refuse to light. 

Our final remark also concerns D3. 
Because of the rather loose tolerance 
on the forward voltage of green LEDs, 
slightly better results may be obtained 
by using the next higher or lower 
value for the zener diode. 

{S7UK76-1) 
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This circuit allows one or sey- 
eral mains-operated apparatus 
(‘slaves’) to be aulomatically 
switched on when a ‘master’ 
apparatus is switched on. It is 
basically an enhanced version of 
the ‘Thrifty Mains-Slave Unit’ 
published in the December 
1996 issue of Klektor Electron- 
ics. This time, the design is com- 
plete with a PCB. Also, use is 
made of a current transformer 
made from wire with a diameter 
of 1.5 mm. The important con- 
sequence of this change is that 
higher master currents are 
allowed. In principle, up to LO A 
is possible, but the terminal 
block connectors on the printed 
circuit boards are only specified 
at 5 A, so that’s the highest cur- 
rent the master device is 
allowed lo consume from the 
mains. Consequently, 5-A fuses 
are inserted in the ‘master’ and 
‘slave’ supply lines, so that up to 
1 kW of power may be switched 
in cach of these ‘channels’ 
(assuming a mains voltage of 
220-240 V, 50 Hz). Depending 
on your application, however, 
you may want to fit smaller 
fuses. 

Transformer ‘Irl is home made. 
The primary winding which car- 
ries the ‘master’ current consists 
of 12 turns (1 layer) of 1.5-mm 
(approx. 16 SWG) lacquered 
copper wire (CuL) on a type 
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ETD29 core. The secondary 
winding consists of 700 turns of 
0.2-mm (36 SWG) diameter 
CuL wire. You have to work 
carefully on the secondary wind- 
ing if itis lo fit in its entirety on 
the core. Tf you make a mess of 
il, the secondary winding will 
touch the core material. The pri- 


mary and secondary windings 
should be isolated from each 
other using a tape layer or simi- 
lar. Each of the wire ends of the 
primary is connected to three 
terminals of the core base. The 
primary winding drops less than 
90 m¥ al a “master” power con- 
sumption of LOO watts. 
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mains master/slave control 
Mk2 


The 12:700 turns ratio used on 
the transformer ensures 4 maxi- 
mum sensitivity of about 42 mA, 
or just over 10 watts of ‘master’ 
power consumption. If the 
‘slave(s)’ need to be switched on 
at a higher ‘master’ wattage, 
then preset Pl may be adjusted 
accordingly 

Resistors R1 and R2 limit the 
relay current to less than 1 A 
(peak), and capacitor CT should 
be a lype rated for operation at 
mains vollages. Note the use of 
two series-connected resistors in 
positions R1-R2 and R3-R4, 
Neither of these combinations 
should be replaced by a single 
resistor with the equivalent 
value because its maximum 
voltage rating is then easily be 
exceeded. 

The target value for the relay 
voltage is about 28 VY. This is 
determined by the mains voltage 
in combination with the value of 
C1. For 220-¥ mains, use Cl = 
0.47 wf, for 230-V/240-V mains, 
use Cl = 0.33 wk Although the 
relay 


shunt capacitor, C6, 


COMPONENTS LIST 


Resistors: 

R1,R2 = 1800 
R3,R4 = 470k2 

R5 = 1k2 

P1 = 10M preset, H 


Capacitors: 

C1 = for 220-V mains: 470nF 
250VAC class X2. For 
230/240-V mains: 330nF 
250VAC Class X2. 

C2,C3 = 10uF 63V radial 

C4,C5 = 330nF 

C6 = 22uF 63V radial 


Semiconductors: 

D1-D6 = 1N4007 

D7 = zener diode 20V 1.3W 
D8 = 1N4002 

T1 = BUZ41A (Siemens) 


Miscellaneous: 

K1,K2,K3 = 2-way PCB termi- 
nal block, pitch 7.5mm 

F1,F2 = fuse, 5A slow, with 
PCB mount holder 

Ret = RP310024, 24V, 
250VAC/16A 
(Schrack/Siemens) 

Tr1 = ETD29 core (Philips). 
Primary: 12 turns 1.5mm dia. 
Cul wire. Secondary: 700 
turns 0.2mm dia. CuL wire. 

Printed circuit board, order 
code 984052-1, 
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‘wastes’ about 6 watts of mains 
power, it is smaller and cheaper 
than a 1.5-VA mains trans- 
former! 

Apart from adjusting the sensi- 
tivity, Pl also determines (to 
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some extent) the time the ‘slave’ 
remains on after the ‘master’ has 
been switched off. Normally this 
delay will be about 3 seconds. 
For reliable operation of the 
relay, the Ugg potential of T] 
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should be greater than about 
4 V. The mains master/slave 
control draws less than 27 mA 
with the relay switched on. 


09 LED bar off indicator 
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Design: H, Bonekamp 


The simple indicator presented 
in this article may be combined, 
in principle, with any circuit 
that contains an LED bar dis- 
play driven by a Type LM3914 
IC, tt ensures that an LED will 
light when all LEDs driven by 
the LM3914 are out. This pre- 
vents one drawing the erroneous 
conclusion that, since all the 
LEDs are out, the circuit is 
switched off. The circuit then 
continues to draw current, 
which, especially if itis battery 
powered, costs unnecessary 
money, apart from other consid- 
erations. 

The LED in the monitor 
draws a current of only | mA. 

When the LEDs forming the 
bar, D>—-Dj)¢ are all out, there is 
no potential difference across 
Rg, so that T, is off and Ty is on. 
This results in Ty, in conjune- 
tion with Rs and the internal ref- 
erence voltage of IC, to form a 
current source that causes a 
constant current to flow through 
D,, so that the diode lights. 

When on of diodes D}—Dj9 
lights, a potential difference 
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ensues across Ry, which causes 
T, to come on. This results in Ty 
being switched off so that there 
is no collector current through 
Ts. Consequently, there is no 
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feedback at the emitter of Ts, so 
that the current through Ry rises 
appreciably. 

The current through Roy 
determines the current through 
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WARNING. Great care 
should be taken when work- 
ing with this cireuit since it 
is connected directly to the 
mains. 

(OBANS-1} 


Di2 6...12V 


1N4001 


the LEDs in the bar, Therefore, 
when Ts is enabled, the current 
through Ry, and thus the total 
current in the circuit, is reduced 
considerably. [84056] 


“l =low-cost development system 
= for PIC 
© or Ss 


fitted with a heatsink depending 
on the current drawn by devices 
connecled up to KS and any 
LED indicators ete. on the pro- 
tolyping area. 

DIP switch block ST serves to 
select one of the PIC clock 


sources mentioned above. If so 


required, an external clock sig- 
nal is connected to K2. LED D4 
serves to visualise the activity of 
a very slow clock (single-step- 
ping!). 

Using the solder spots around 
the PIC any one or all of the port 
lines may be wired lo the proto- 
typing area for connection lo 
LEDs, switches, ete. used to 
simulate input/output devices, 
Connectors K3 and K4 are 
intended for other projects 
developed by the author. Con- 
nector K5, finally, makes the on- 
board 5-voll’ supply voltage 
available to external devices. 
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Design; R. Weber Kl 
There can be no doubt that a 
Sie ; D2 
Microchips PIC | micrecon- 5V 
a ae} O IC1 

| trollers have achieved general G) 
| . ‘ 2 1N4001 7805 
1 aceeplance in the electronics 
| industry and immense popular- 5V 
i ily among hobbyists. Here, a K3 (+) 
i PIC development system is pre- . 5V 
i sented that will not break the G) cs 
j bank. The system should allow O D3 = 
H i in 
i you to test the hardware opera- 5V 
t 1N4148 


lion of a PEC you have managed ee 
to program yourself, For such a 
; 2 


i lest itis offen necessary to con- O Bo a - > . . 4 = nd 7 a : 

i nect simple inpul/output devices 4) nici RBY OBI eoc00000000000 
like LEDs and switches to vari- Ao rao ic2 RB CS B2 ocoo00000c0O000 
ous PIC port lines. Well, that is AID . RAT PIC16C84 ABS O83 oo0000000000 
perfectly possible using the pro- a2 9 om fase Re4 OB oo00000000000 
tolyping area on the board used =e ay = eee S22 SOS OO BOS 
to build this project. Provision is oie a ee sie OSPR 2 ESOS O'9 
also made to connect either an O81 sc8 a staal . ¥ 7 . - e . 4 is : . : 
external clock, a quartz-cen- GO0CO0O000 D000 
trolled clock or an adjustable Cco00O0DDCOON0ND 
RC controlled clock to the PIC. K4 oo0oo0oo0oo0o0000 000 
The first option is particularly oco0000cco000 
useful if you want to slow down O oo0000000000 
program execution lo a speed at oogacoco00008G 

‘ which it becomes possible to sd OC) OOOO GI QOD O 

i verify the operation of individ- eee ee ae 

ual instructions. - : 7 . : . ; : 7 : - i 

j The development system has an E CODD C OOO DDD0N 
on-board 5-volt supply based on C0000 000D00N0 
the fully domesticated 7805 reg- Ds eoo00000000000 

i ulator. The (unregulated) input > fomomomomemememomomemole) 
voltage (connected to K1) ooo00000000 
should not exceed about 12 V. FO Mate O10 OOD OG 0 O10 

and the regulator may baye to be ee 

| 

i Elektor Electronics 7-8/98 

} 


Visit our Web site at http://ourworld.compuserve.com/homepages/elektor_uk 


o 


*90000000000000000000000008 
19000000000000000000000000 


oo 
oOo 
teks) 
oo 
teks) 
fo) 
ols) 
oOo 
oo 


sooesecssoe | 


° 

° 

° 

° 

° 

° 

° 

° 

° 
ooo 
Oooo 
oooo 


eoo0oco00 
ooo0000000 


eoooo0oo0C0ocKeo 
eoocoooo0000Ko 
eccooococoo00[co 


ecooocoocoooco 
ecoooooccoooo 
eocoooooooscoo 
ecooocoooccso 
ecooooooooceo 
ecooocoocoeceso 
ecocoooooooco 
eoocooocooco 
eooocoooocoooo 
eoooooooco00o 
eooooocooococe 
ecoooooococeso 
ecoocooooooo0o 
cecoooooocoo0se 
oecooocoocooocoo 
ecooocooooo0o 
eoooooooooco 
eoooooooceco 
ecooococeocooeo 
eo0o0o00eco00 re) 
eooo0000000 


COMPONENTS LIST 


Resistors: 

R1 = 102 

R2 = 10k22 

R3,R4 = 1kQ5 

R5 = 4kQ7 

P1 = 100k2 preset H 


Capacitors: 

C1 = 100uF 25V radial 
C2 = 47nF 16V radial 
C3,C4 = 47pF ceramic 
C5,C7,C8 = 100nF 


C6 = 680nF 
Semiconductors: 

D1,D4 = low-current LED 
D2 = 1N4001 

D3 = 1N4148 

IC1 = 7805 


IC2 = PIC16C84 


Miscellaneous: 

S1 = 4-way DIP switch 

K1-K5 = 2-way PCB terminal 
block, pitch 5mm 

X1 = 4MHz quartz crystal 

Printed circuit board, order 
code 984060-1 


¢> ~«car interior lights delay 


an 


Design: Wo Labudda 


Most cars do not have delaved 
interior lights. The eirenit pre- 
sented can put this right. lt 
swilehes the interior lights ol a 
car on and off vradually. This 
makes if a lot easier, for 
instance, lo find the ignition 
keyhole when the lights have 
gone off after the car door has 
been closed. 

Sinee the circuit must he 
operaled by the door switch, a 
slight intervention in the wiring 
of this switch is unavoidable. 

When the car door is 
opened, the door switch closes 
the lights circuit to earth. When 
the door is closed (and the 
switch ix open), transistor T). 
whose base is linked to the 
switch, cuts off T5. so that the 
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* see text 
o1 


interior light remains off, 
When the switch closes 

{when the door is opened). the 

base of T, is at earth level and 
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the transistor is off. Capacitor C 
is charged fairly rapidly via Re 
and D). whereupon T, comes on 
so that the interior light is 


switched on. 

When the door is closed 
again, Ty) conducts and stops the 
charging of Cy. However, the 
capacitor is discharged fairly 
slowly via Rs, so thal Ty is not 
turned off immediately. This 
ensures thal the interior Light 
remains on for a lithe while and 
then goes out slowly. 

The time delays may be var- 
ied quite substantially by altering 
the values of Ry. Rs, and C). 

Cireuil ICs may be one of 
many types of n-channel power 
MOSFET, but it should be able 
to handle drain-source vollages 
greater than 50 V. In the prote- 
type, a BUZ74 is used which 
can handle D-S voltages of up to 
500 Vo 


JORTGG5| 
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Design: H. Bonekamp 


We are surrounded by battery- 
operated equipment of all kinds, 
and this array is growing sull, 
Manufacturers and designers 
lean over backwards to make 
sure that their equipment draws 
asmall current and can thus be 
operated by a battery. 

This has its flip side, too. 
because even if the equipment 
in question draws only a small 
current, when it is not switched 
off, the battery is flat after a few 
days or weeks. The circuit pre- 
sented here can prevent this 
happening. 

It may be added to all kinds 
of equipment operating from a 
9 'V battery and switches this off 
automatically one minute after a 


Lf) 
ay 
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Design: T. Giesberts 


A pan pot enables a mono- 
phonic input signal to be posi- 
tioned where desired between 
the stereo loudspeakers. When 
P| (see diagram) ts in the centre 
position, there is no attenuation 
or amplification between the 
input and output, When the con- 
trol is turned away from the cen- 
tre position, the signal in one 
channel will be amplified 3 dB 
more than the other. 

Cireuit IC, at the input is a 
buffer stage. lt is arranged as an 
inverter lo ensure thal the phase 
of the inpul signal is identical to 
that of the output signal. The 
input impedance is set by Ry 
(10 kQ). 

The output of the buffer is 
applied to stereo amplifiers ICs 
and ICy. A special arrangement 
here is the positioning of P), in 
conjunction with Rg, Ry. Rg, 
and Ro, in the feedback circuits 
of both amplifiers. This means 
that any adjustment of the 
potentiometer will have opposite 
effects in the amplifiers. 

Series resistors Ry and Rj»: 
serve to ensure that the outputs 
can handle capacitive loads. 


power off 


preset time has clapsed. The 
peak switching current is 


pan pot 


74 
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20 mA, which is more than 
enough for most applications. 
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The switch is formed by a 
p-n-p darlington, T), which is 
actuated by push-button switch 
5,. The very high amplification 
of the darlington enables it to be 
kept on fairly long with the aid 
of a relatively small-value 
capacilor, Cy) (= 100 pF), 
Resistor R limits the charging 
current of C) to ensure a long 
life of S). Resistors Ry and Ry, 
in conjunction with C), deter- 
mine the switch-on time. When 
this time has clapsed, R, 
ensures that T) is switched off, 

Since the darlington can 
handle a U',,. of —10 V, a polar- 
ity protection diode is not 
needed. 

[84.4055] 
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Coupling capacitors C,. Ce. 
and Cy, nay be omitted if an off- 
set voltage of 20-30 mY is of no 
consequence in the relevant 
application, 

Capacitors Co, Cs, and Cy, 
ensure that the op amps remain 


© 
co 
~~ 


Design: P Lay 


The continuity tester can distin- 
guish between high-, medium-, 
and low-resislance connections. 
When there is a conductance 
between the inputs, which are 
linked to small probes, a current 
flaws from the +9 ¥ line to 
earth via Ry and Ry. ‘The conse- 
quent potential difference, p.d.. 
across Ry is used to determine 
the transfer resistance. 
Operational amplifier IC,,. 
amplifies the p.d. across Ry to a 
degree that is set with Py). A 
window comparator, LC), and 
IC}. likens the output of TCy,, to 
the two levels set with potential 
divider Ry-Ry. Depending on 
the state of the outputs of the 
two comparators, three light- 
emitting diodes (LEDs) are dri- 
ven via the gates and inverters 
IC, and [Cy 
respectively in such a way that 
they indicate the transfer resis- 


contained in 


lance in three categories. When 
the resistance is high, green 


diode Dy lights; when it is of 


medium value, yellow diode Dy 
lights, and when it is low, red 
diode D, lights. The levels at 
which the diodes light is set with 
P), but note that in any case the 
minimum value depends on the 


re 


@¢ automatic li 


Design: Schaflmoser 


In many cases, the dimmer pre- 
sented here may be built into a 
wall-mounted box containing the 
light switch, [tis intended for 
use with 240 V incandescent 
lamps only. 
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stable even at unity gain. 
Capacilors C), Cy. and Cy, 
minimize any nf) interference, 
resulting in a usable bandwidth 
of 2.5 Hz to 200 kHz. 
The performance of the circuit 
is of sufficiently high quality to 


allow the pot being incorporated 
in good-quality control panels. 
‘Total harmonic distortion 
plus noise (TIID+N) at a fre- 
quency of 1 kz and a band- 
width of 22 kHz is 0.0014. 
Over the band 20 Hz to 20 ki lz 


IC1 = LM324 
IC2 = 4049 
IC3 = 4081 


p-d. across Ry, 

It is possible to reduce the 
value of the p.d. to enable lower 
transfer resistances to be 
detected, but this would mean 
an increase in the test current 
through Ry. 

With values as specified, the 


When it is fitted, and the 
light is switched on, the lamp 
does not come on fully for about 
400 ms (which is not notice- 
able). When the light is 
switched off, it stays on 
unchanged for about 20 s, and 
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(C3a IC2e 
2 
7 6 
IC3b IC2t 
= 414 M15 
IC3c IC3d IC2d 5 
10 11 


circuit in ils quiescent state 
draws a current of about 17 mA, 
but in operation each LED adds 
about 10 mA to this. 

The LM324 (1C,} may be 
operated from a single supply 
line: Ry prevents the voltage at 
the input from reaching the level 


then goes out gradually, This has 
the advantage that il is not 
immediately dark when the light 
is switched off. 

When light switch 5) is 
turned on, capacitor Cy is 
charged via Ry, Cy and bridge 


75 


and a bandwidth of 80 dB, this 

figure is still only 0.00234, 
The circuit needs a power 
supply of £18 ¥, from which it 
draws a current of about 16 mA. 
jonas? | 


three-state continuity tester 


(0) 
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of the supply line (which is not 
permissible). 

The supply voltage may be 
9-18 V. The LEDs are driven 
directly by the inverters in the 
4049 (1Cy), which can switch 
currents of up to 20 mA to earth. 


(OSHS Lf 


ght dimmer 


recufier D)—Dy. Zener diode Ds 
limits the potential across C5 to 
about 15 ¥, After a short while, 
diode Dy, lights, whereupon a 
potential difference ensues 
across light sensitive resistor R.. 
which is sufficient lo trigger Lriac 


Tr). The light then comes on. 

When the light switch is 
tured off, Cy is discharged via 
P), Ry and Dy. When the poten- 
tial across Co drops, the bright- 
ness of the LED diminishes, so 
that the p.d. across Ry also 
drops. The increasing resistance 
of Ry effects phase angle control 
of the triac so that the light is 
dimmed gradually. The dimming 
lime may be altered with P, 
within the time range deter- 
mined by network Ry-Cy, 

The circuit operales cor- 
rectly only, of course, when the 
LDR is not exposed to light 
other than that from the LED. 

The type of LDR is not par- 
ticularly important, as long as it 
is not too long: in the prototype, 
a model with a length of 5 mm 


was used. [ous4050) 
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Design: G. Corinth 


To many hi-fi enthusiasts and 
musicians, the thermionic valve 
(electron tube), the sound of a 
valve amplifier cannol be bet- 
tered by that of a solid-state 
amplifier. To satisfy that convic- 
lion, here is a microphone pre- 
amplifier based on valves. 

The circuit in the diagram is 
intended for use with a studio 
microphone with or without 
phantom supply. 

The microphone output sig- 
nal is applied to the control grid 
of V,, via transformer Try. 
which has a transformation ratio 
of 1:20, The input double triode, 
a Type ECC88 or EB8CC is con- 
figured as a cascode circuit. 
This type of circuit has the high 
amplification of a pentode and 
the low noise of a triode. 

The grid bias for Vy, is the 
potential drop across Ry, so that 
the operating point is estab- 
lished automatically. 

The output of V)) is applied 
to the control grid of Vy, This 
half of another double triode Type 
E88CC or ECC88, is arranged as a 
straightforward voltage amplifier. 
Its output is applied to grounded- 
anode amplifier Vo,. 

Power is supplied by a tradi- 
tional valve circuit providing an 
anode voltage of 250 V and a 
heater (direct) voltage of 6.3 V. 


0 


microphone 
valve preamplifier 


B1, B2 = E88Cc; ECC88 


The heater vollage is stabilized by 
a solid-state variable regulator, 
The heater current is GOO mA. 
The anode current is about 
15 mA. 


76 


Building the amplifier is not 
specially difficult, as long as the 


usual care is taken, such as cor- 
rect balancing and low-capaci- 
tance link from the secondary of 
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K2 
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250V 


Tr) to the grid of Vy ,. The ratings 
of the various resistors and capac- 
iturs can be derived readily from 
the voltage and current values 
shown in the diagram. 
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Brief parameters 
Frequency range 30-20,000 Hz +3 dB 
Distortion 
Maximum drive, a = 80 dB, 30-10,000 Hz 20.1% 
Maximum drive, a = 40 dB, 30-80 Hz <£0.2% 
Maximum drive, a = 40 dB, 80-10,000 Hz < 0.1% 
Output voltage at maximum drive 8Vtm.s. 
Drive limit fork = 1% 
With a = 80 dB +34 dBm (38 V rm.s.) 
With a = 40 dB +25 dBm (13.5 V rm.s.) 


Noise output (input terminated by 200 Q impedance) 


Weighted, a = 80 dB ~117 dB 

Weighted, a = 40 dB -116.6 dB 

Unweighted, a = 80 dB -128 dB 

Unweighted, a = 40 dB -127 dB 
Common mode rejection 60 dB 
Qutput impedance 

30-80 Hz about 200 © 

80-20,000 Hz about 120 Q 


Preset P) is adjusted for an 
amplification @ = *10# (80 dB) 
and P. for @ = x 102 (40 dB). 
The potential divider may also be 
constructed from fixed resistors. 
when P) = 130 Q: Py = 8640 .Q; 
and Py = 549Q + 97600 + 
68100 Q + 24100 Q. Successive 
nodes in the chain represent 
10 dB gain intervals so that gains 
of 40 dB and 80 dB respectively 
are set readily. 

The microphone amplifier 
does not just meet the require- 
ments of a good hi-fi unit, but sat- 
isfies those of professional audio 
equipment. In this context, mea- 
surements on the prototype were 
taken under the rules of profes- 
sional equipment (source imped- 


ance = 200 Q, load resistance = 
5 kQ). The results are shown in 
the lable. 

(OBA | 


¢) op amp with hysteresis 


oe 


Design: H, Ronehamp 

At first lance, the cireuit in the 
diagram does not look out of the 
ordinary, and yet, itis. This is 
because it combines two char- 
acteristics that are usually 
assumed to be incompatible: 
hysteresis and a high input 
impedance. In a standard 
op amp circuit, this is, indeed, 
true, because the creation of 
hysteresis is normally achieved 
by positive feedback to the +ve 
input of the op amp. Unfortu- 
nately, the requisite resistance 
network causes a drastic deteri- 
oration of the original high input 
impedance of The op amp. 


cS 
oe 
te 


Holtek Application In the quiescent state, the 


circuit draws a current not 
exceeding | wA, 


This circuit shows how (ar inte- 
gration can be taken: IC), a‘fepe 
H1T82207 from Holtek does yir- 


tually everything. Only a (small) 5) — bugle 
loudspeaker and the necessary Sy — neighing 


selectors need to be added. 
The standard 18-pin ‘Type 

HT82207 is an intezrated sound 35 — crack of a rifle 

generator, producing sounds lyp- 56 ~ cannon fire 

ical of the Old West. The various Lote ]| 

sounds are seleeted by 5)—Sp, as 

listed below. 


S$. — sound of hooves 
54 — pistol shot 
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sounds from 
the Old West 


So, when a high input 
impedance and hysteresis are 
wanted, the solution is to obtain 
the needed positive feedback by 
coupling the resistor network nol 
to the +ve input but to the off- 
sel correction pin. When this 
done, the hysteresis so obtained 
is calculated from 


Uj, = LOR lh 


where Gis the hysteresis voll- 
age and ("is the output voltage 
of the op amp. both in volts The 
value of Ry must be in kQ. The 
level of U', depends, of course, 
on the load. (oR tae 
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= cable anal 


Orignal design: B. Vook 
Modified by: S. Wolf 


Many constructors have various 
cables lying around and afler a 
lime do not know any longer 
what they are for or what their 
pin connections are. It is not 
always possible to check this 
with a multimeter, The analyser 
may be of help in such a situa- 
tion. In most cases, an analyser 


CN 
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Design: P Lay 


This simple circuit enables you 
to listen to your heartbeat, for 
instance, while you are exercis- 
ing. 

The transducer 
detecting the pulse is an electret 
microphone, X; in the diagram. 
The model used has two (polar- 
ized) terminals. As usual with 
this type of microphone, it fune- 
tions via a series resistor, Rj. 
The potential drop across this 
resistor is applied to op amp 
IC), via C). The amplification of 
the opamp is set to between 
x40 and X 1000 with preset P). 

Network Ry-C. in the feed- 
back loop of IC), is a low-pass 
filler with a cut-off frequency of 
34 Hz. Higher frequencies are 
not needed for the present appli- 
cation. A pulse rate of 180* is 


used for 


for checking cables with D9 and 
D25 connectors will suffice. 


The shape of the analyser 


will depend to a large extent on 
the type of cable to be checked. 
It may be made as a connector, 
asa bus, or as a feed-through 
cable, Since only standard com- 
ponents are needed, the cost is 
low. 


yser 


between pin | of the analyser 
and the case; one of 2kQ 
between pin 2 and the case, and 
so on, increasing the value of the 
resistor by | kQ for each suc- 
cessive pin, 

When this is completed, 
connect the analyser to the 
cable to be tested and measure 
the resistance between pin | 
and the ease. The value so 
obtained in kilohms is the num- 
ber of the pin al the other end of 
the cable. 

The arrangement is shown in 
the diagram. If at all possible, 
use resistors in the E96 series. 
since these give best accuracy. 

(UB, Weck — OF 1a] 


Since this design was com- 
pleted, a reader has suggested a 
simple improvement to it, 
whereby the nine resistors are 
linked in series instead of in 
parallel, The great advantage of 
this simplification is that all 
nine resistors have the same 
value: 1 Q or 1 kQ. The test 


method remains the same: the 


the multimeter is the nuber of 
the pin at the other end of the 


Solder a resistor of 1 kQ value in Q or kQ2 measured on cable. [BINT] 
pulse rate monitor 
D1 
c3 
aT rs (4) 1N4001 
ie 1c1 
Lim S' ler é 
RS 4% ae $1 
Uy 100y 
10 BC547B 164 
3 
R2 
ct 
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22k a a 220n 
BC557B 
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ww 
x1 ca RE 12 TELI 
(+) a | | 
22 
16v 
984013-11 
78 Elektor Electronics 7-8/98 f 


a 


equivalent to a frequency of 
3 Hz. So as to cater for a wide 
range of pulse rates, the cut-off 
frequency is made just over 1] 
times as high as that representing 
the highest pulse rate. 
Operational amplifier IC), 
in conjunction with push-pull 
amplifier T ;-T>. creates a head- 
phone amplifier, whose output 
resistance is equivalent to the 
value of Ro, that is, 47 Q. This 
makes the circuit usable for yir- 
tually any kind of headset. The 
output is short-circuit-proof. In 
case of certain headphones, 


c 


— 
© 


1a 


such as that used with Sony 
Walkman™ 


connect the two earphones in 


sels, it is best to 


series. 

Operational amplifier LC), is 
used as an active potential 
divider. The voltage across the 
actual divider, R5-Rg, is half the 
supply voltage. This voltage is 
buffered by IC)),, taken from the 
low-resistance oulput, pin 7, of 
this op amp and used as refer- 
ence for IC),, and as operating 
voltage for the electret micro- 
phone. The voltage is decoupled 
by Cy to remove any interfer- 


otc 
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Design: H. Bonekamp 

The oscillator shown in Figure 

1 is frequently used in digital 
| circuits and may, therefore, look 


very familiar. Many readers may 
not know that this type of oseil- 
lator suffers from a nasty draw- 
; back caused by noise. When 


the amplitude of the noise is 
higher than the hysteresis of the 
gates used for the oscillator, 
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spurious switching pulses are 
venerated near the zero cross- 
ings. This problem can be cured 
only by ensuring that the rise 
time of the input signal is 
shorter than the reaction lime of 
the relevant gate. 

When the oscillator is built 
with fast logic gates, 
those in the HC-series, the like- 


such as 


ence signals from it. 

The supply vollage for the 
pulse rate monitor is decoupled 
by capacitor Cz, immediately 
after polarity protection diode 
D). 

Owing to the use of CMOS 
op amps, the current drain does 
not exceed 10 mA, so that oper- 
ation from a9 ¥ battery is per- 
fectly feasible. A dry alkaline- 
manganese battery will have a 
life of about 50 hours. 

JOR4O 15] 


lihvod of the problem occurring 
is great. However, as long as the 
positive feedback is fast enough, 
nothing untoward will happen. 
However, when delays occur 
owing to the transit time of the 
components used, the problem 
may rear its head. 

In the configuration of Fig- 
ure la, the signal passes through 
two inverters and thus experi- 
ences Lwice the transit time of a 
single gate. The upper signal in 
the oscilloscope trace in Fig- 
ure 2 shows the result of this: 
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* Unless you are a young 
superfit top-class athlete, you 
should see your GP immediately 
when you find you hare a pulse 
rate of 180. As a general guide, 
the absolute maximum pulse rate 


for a young, very fit person is 


180, for a middle-aged person, 
160, and for an elderly person, 
140, When exercising, the pulse 
rate of a not very fit person 
should not exceed 60% of these 
maxima. 


Editor 


general purpose oscillator 


the gates used are simply too 
fast for this type of oscillator. If 
one of the inverters is replaced 
by a buffer, and the oscillator is 
modified as shown in Figure 1b, 
the transit time is limited to that 
of one gate: the lower trace in 
Figure 2 shows that the oscilla- 
tor then works correctly. 

The practical circuil diagram 
of the general-purpose oscillator 
is shown in Figure 3. Note that 
two AOR gales are 
ensure that the transit lime of 


used to 


the buffer is equal to that of the 
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Two-way AF amplifier LM4830 


National Sentemusieter amplifier output is put into high 1 
Application impedance. This allows the per- 
The LM4830, whose internal manently connected internal 
cirewt is shown in Figure 1, is speaker of the system to be dis- 
} an integrated solution for two- abled when a headphone is 
way audio amplification. [t con- plugged into the headphone 
tains a bridge-connected audio jack. Output ¥,,, then drives the 
power amplifier capable of headphone single-endedly 
delivering | W of continuous through the outpul coupling 
average power to an 8 Q load capacitor, C,. This capacitor 
} with less than 19 total har- should be chosen to allow the 
monic distertion (THD) from a full audio bandwidth to be 
5 V power supply. amplified. Since C,. and Ry, form 
The [M4830 also has the a high-pass filler, the value of C, 
| capability of driving 100 mW must be high enough to allow 
into a single-ended 32 Q im- frequencies down to 20 Hz to be 
} pedance for headset operation. amplified. The value is calcu- 
| There is a 30 dB attenuator in lated from 
| front of a bridged power ampli- 
fier with 6 dB of gain. The atten- C..= 1/[2m (201 1z)R, ] {1] 
I uation is controlled through 
| 1 bits of parallel digital control: where 16 Q< R, $ 600Q. 
! 15 steps of 2 dB each. The LD (load) pin 9 has two 
The device also contains a modes of operation. When this 
microphone preamplifier with inpul is high, the power ampli- 2 ‘ie 


two selectable inputs. Mic is 
selected when HS is high and 
Al is in single-ended mode. 
Mic2 is selected when HS is low 
and Al is in bridged mode, This 
configuration is optimum for 
switching between an internal 
system speaker and external 
headset with microphone. 

The LM4830 also incorpo- 
rates a buffer for driving capac- 
itive loads. 

The device provides a low- 
current drain shut-down mode 
making it optimally suited for 
low-power portable systems. In 
addition, the device has has an 
internal thermal shutdown pro- 
tection mechanism. 

As shown in Figure 2, 
amplifier Ay can be used in one 
of two modes, bridged output or 
single-ended output. This also 
allows headphones to be driven 
single-endedly, The output can 
he switched automatically from 
bridged speaker drive to single- 
ended headphone drive using a 
control pin in the headphone 
jack that is tied to the HS (head- 
set) pin 3. When the voltage at 
the IIS pin input changes from 
OVwWSY, Vo of the bridged 


fier’s atlenuation control is in 
transparent mode, where the 
voltage on bits Dp—Ds — will 
cause the appropriate altenua- 
tion level to be latched and 
decoded within the IC, For nor- 
mal attenuation, pin 9 should be 
at 5 V. When the pin is low, the 
power amplifier’s attenuation 
control is locked out, so that any 
change in the input bits will not 
cause a subsequent change in 
the amplifier’s attenuation level. 

The attenuation level is pre- 
set to —16 dB when the IC is 
first powered up, assuming that 
pin 9 is low until the IC is fully 
biased up. 

The preamplifier on this [C 
is intended for use as a micro- 
phone amplifier. Depending on 
the frequency response of the 
microphone, the preamplifier’s 
response can be configured to fit 
the microphone, Simple capaci- 
tors can be used to limit the 
bandwidth of the frequency re- 
sponse of the preamplifier and 
improve the system's perfor- 
mance. Once the gain of the 
amplifier is chosen, te values of 
the resistors and capacitors can 
be selected with the following 


Co ONT pF 


‘ae 


Al doy 


Ae 40k 


Ce OAT pF 
tg OAT pF 


a 


As an example, assume that the 
desired closed-loop gain is 
40 dB and the desired voice 


WON 12 


band, 300-3000 Hz. In Eq. 2, 
we choose Ry = 100 kQ and R; 
= 1 kQ. The desired value in 
dB is equal to 20logA\,.,. Solv- 
ing for Cy and C;, using fy» = 
3 kHz and fy, = 300 Hz, we 
obtain Crp= 530 pF and 
C; = 0.53 uF 


{984000} 
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S game control adaptor 


From an idea by G, Scheibe 


Most modern PCs are provided 
with a L5-way game port. This 
contains four digital inputs for 
the buttous and four analogue 
inputs for the potentiometers i 
the analogue joysticks. Bear in 
mind, however, that there are 
also 1/0 eards on the market 
with only one game port. 

The joystick inputs are 
based on a manostable multivi- 
brator whose on-Lime is set with 
a 100 kQ external potentiome- 
fer as shown in Figure 1, This 
property may be used to convert 
the gate port for measuring 
analogue phetiomena via. say, 
an NTC (negative temperature 
coefficient) resistor a PTC (pos- 
ilive temperature coefficient) 
resistor, or an LOR (light-depen- 
dent resistor}. 

The software for reading the 
game port is relatively simple. A 
byte should be read at address 
201, (see Figure 2}. The four 
MSBs {most significant bits. ie. 
bits 7-4) at this address wive the 
status of the four buttons. The 
four LSBs (least significant bits, 
i.e, 8-0) are high only during 
the mono on-time. 


The software must determine 
the time during which a bit is 
high via a fast loop. The analogue 
value is derived from the pulse 
width, The faster the loop, the 
more accurate the measurement. 

The listing shows a Paseal 
program with which up to four 


[sit7 [sits [ets | wits | eins | sitz | wits | sito | 


2 Digital Inputs 


Resistive Inputs 
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analogue levels can be mea- 
sured, US SF] 


saat ae 


CHHHHHHAAEHHAEAE AHHH HEHEHE Analog Game Port ###tH HERE RHETT HEE TEETER EE EH HE 
# Example how to use an analog game port as analog input it 
# Copyright 1998 Segment B.V., Beek, The Netherlands # 
ELLA LALLA AAA ARPA eee P PPP 


program gametest; 


uses crt; 

const g_port = $201; {game port's base address} 
max = 550; {holds maximum value} 
offset = 50; {holds minimum value} 


nr = 5; {number of samples to average} 
{CHHHHHHEHHERERHHAEH HEHEHE HEE Measurement function ###FHEERRERE EEE THEE HE TES EEE} 
function measure (var Value: integer; Input, Nr: integer) :boolean; 
{ 'Value' contains the result of the measurement 
‘Input' selects the input channel 
'Nr' determines the number of samples used for averaging} 


var i, counter, game : integer; 
bitgame : boolean; 
dummy : longint; 


begin 

if ((mr > 100) or (input>4) or (input<1l)) then 

begin 
gotoxy(5,20); 
writeln('Error!! Wrong parameter in measurement function’); 
measure:=false; 

end 

else 
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begin 
value:=0; 
dummy :=0; 
if input=4 then input: 
if input=3 then input: 
for i:=0 to (Nr-1) do 
begin 
counter:=0; 
bitgame:=true; 
port[g_port]:=0; 
while bitgame do 
begin 
game:=port[g_ port]; 
bitgame:=(((game and input)=input) and 
(counter<((max*2)+offset))); 


=8 
=4 


. 
La 
. 
, 


counter:=counter+tl; 
end; 
counter:=counter-offset; 
dummy :=(dummy + counter); 
delay(1); 
end; 
value:=trunc (dummy/Nr); 
if ((value> (max * 2)) or (value<0)) then 
begin 
if value<0 then value:=-9999 
else value:=9999; 
measure:=false; 
end 
else measure:=true; 
end; 
end; {function} 


{HEHEHE EPT ETAT HE PER AR EERE Input fire button status ###HHFHHF HR HHE HEE AHHHEE HEH 
procedure buttons(var keyl, key2, key3, key4: boolean); 


{returns boolean values to show fire button status} 
{keyx := true if button pressed} 
var game : integer; 


begin 
game := port[{g port]; 
keyl:=((game and 128)<>128); 
key2:=((game and 64)<>64); 
key3:=((game and 32)<>32); 
key4:=((game and 16)<>16); 
end; {procedure} 


CHHPHEREEEES EHP E ERE HHH? Main Program HHRREEEE REE HRRE EERE RAE REE ER RAH RARE EH SEY 
var connect, i: integer; 

valuel : integer; 

returnm, tl, t2, t3, t4 : boolean; 

e : char; 

value2 : real; 


begin 
ClrScr: 
gotoxy(5,3); 
writeln('Analog game port input’); 
gotoxy(5,23); 
writeln('Press “e" to interrupt this program'); 
gotoxy(1,8); 


writeln (' INPUT 1:'); 
writeln (' INPUT 2:'); 
writeln (' INPUT 39°)? 
writeln (' INPUT 4:'); 


gotoxy(5,15); 
write('digital inputs:'); 
gotoxy(12,17); 
write('l:'); 
gotoxy(22,17); 
write('2:'); 
gotoxy(32,17); 
write('3:'); 
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gotoxy(42,17); 


write('4:'); 
while e<>'e' 
begin 


do 


if keypressed then e:=readkey 


else 
begin 


for i:=0 to 3 do 
begin 


returnm := measure(valuel, 


if returnm then 
begin 


gotoxy(30,(8+i)); 
‘yi 
gotoxy(30,(8+1)); 


write(' 


write(valuel); 


gotoxy(35,(8+ti)); 


(itl), Nr); 


write(' number of program loops '); 


end 
else 
begin 


gotoxy(30,(8+i)); 
if valuel<0O then 


write('---- 
else 
write('t+++ 
end; 


end; 
buttons(t1l,t2,t3,t4); 
gotoxy(15,17); 

if tl = true then 


write(' ON') 


else 


write(’OFF'); 


gotoxy(25,17); 
if t2 = true then 


write(’ ON') 


else 


write('OFF'); 


gotoxy(35,17); 
if t3 = true then 


write(‘' ON') 


else 


write('OFF'); 


gotoxy(45,17); 
if t4 = true then 


write(' ON') 


else 


end; 
end; {while} 
ClrSer; 
end. 


© 
ee 
© 


Design H. Bonekamp 


The programmer is based on an 
AT89$8252. which is an 8052- 
derived IC with a Nash ROM of 
8 Kbyte and a dala EEPROM of 
2 Kbyte. The ROM is to be pro- 
grammed >LOOOX, and the 
EEPROM > 100,000. 


Programming is carried out 


y 86 


write('OFF'); 


{else} 


Centronics 
in system programmer 


via only four lines available via 
the Centronics port. This is pos- 
sible because the interface 
already uses the requisite TTL 
levels. The lines should be not 
15m (Sf) to 
ensure reliable operation. 

‘lo prevent a phantom supply 
arising between the IC and the 


longer than 


negative overflow 


positive overflow 


Centronics port, the programmer 
should be connected to the PC 
only when both systems are on. 

DOS software, called CISP 
has been specially developed for 
programming the IC. The pro- 
gram is enabled via a batch file 
with parameters (see help CISP 
/? for the available options) or 
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via its own menu (start up with 
CISPEXE). 

The software can program 
and read the internal memory of 
the processor. It can also be 
used to enable two protection 
bits. Both the input and output 
files are in Intel hex format. 

The software is written in C 
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and the source file is available 
together with the EXE code on 
a 3.9 in floppy disk (Order no. 
986023-1 — see Readers ser- 
vices towards the end of this 
issue}. 

The circuit as shown enables 
the soflware to be checked at an 
early stage, When the software 
is writing toa port or is verifying 
the content of one or more reg- 
isters, a temporary address is set 
in the EEPROM during the test 
phase, The content of this 
address can be read and, if nec- 
essary, modified relatively eas- 
ily. 

Make sure when purchasing 
the IC to get a version with the 
suffix H (or higher letter}, since 
alder versions suffer from small 


errors in the programming pro- 
tocol. 

The IC shown in the diagram 
isa 44-pin PLCC version. [is 
also available in a 40-pin DIL 
case, but bear in mind that the 
pinouts of the bvo are different. 

[AB4053 | 


Desizn M. Raschke 


What is special about the Berlin 
clock, whieh, as its name 
implies, ts situated in Berlin, 
and was erected in the early 
1970, is that it shows the lime 
hy a rew of lights thal show the 
following {from top to bottom): 
seconds, five hour, hours, five 
see Fig- 


minules, and minutes 
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CENTRONICS 


AT89S8252 
Pio -12UJC p20 
P14 
P12 
P13 
Pt 
P15 
P16 
P17 


E 


nN 
o 


Nm Ite 


ure 1. A total of 24 lamps are 
used, which in the present cir- 
cuil (Figure 2) are replaced by 
light-emitting diodes D)—Dy4. 
Diode Dgq is the seconds indi- 
cator, Dog—Do3 the minutes indi- 
cator: Dy—D jg the five-seconds 
indicator; D;—Dg the hours indi- 
cator, and D\—D, the five-hours 
indicator. 
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The actual clock eireuit con- 
sists of PIC microcontroller IC, 
and eight-fold bufferinverter 
IC. which functions as the LED 
driver. 

The cloek may run on its 
own or in synchrony with a 
DCF77 receiver. When it runs 
on its own, ils time base is 
formed by the crystal oscillator 
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in [Cy. When synchronized with 
the DCF77 signal, it can be fine 
tuned by a trimmer capacitor in 
place of capacitor Cy shown. 

The DCF77 receiver may be 
any proprietary receiver module 
that runs from a5 V supply and 
has a TTL output (low below 
1 \, high above 2 V) that is high 
in the quiescent state. The Open- 
collector output of the module 
used in te prototype may be 
inverted or non-inverted. In the 
present cireuil, the inverted out- 
put (pin 4) is used. which is 
linked to the DCF pin on the 
PCB shown in Figure 3, and 
thus connected to the +5 V line 
via pull-up resistor Ryg. Power 
for the module is taken from 
pins ‘earth’ and +5 V on the 
board. 

When populating the board, 
pay particular attention to the 
polarity of the LEDs: these are 
not all soldered in the same way. 

When the finished clock is 
powered up, the display flashes 
ata rate of | Hz to indicate that 
the time shown is not correct. IF 
the clock is run on its own, the 
time is set as follows: 


x 
8 
(0 
DCF 
(Ces 
c2 
= 
22n 
16V 


Press 5) until the five-hours 
indicator flashes — briefly 
(ls<t <2s). 

Press 5) briefly a number of 
times until the correct num- 
ber of five-hour LEDs 
flashes (t< 1s), 

Keep 5) pressed until the 
hour indicator flashes briefly 
(Is<¢<2s). 

Press 5, briefly a number of 
limes until the correct hour 
LED flashes. 


Ane SO On... 


PIC16C54 


3.2768MHz 


=> 3min 


= 16h 33min 
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The setting is completed when 
the minute indicator flashes and 
5; is pressed longer than Is 
(Is<t<2s). The display should 
then light and show the correct 
time of day. 

When the clock is driven by 
a DCF77 receiver, 5, is not 
required. 

The clock is best powered by 
an appropriate, regulated mains 
adaptor that provides an oulput 
voltage of 5 V and an output 
current of up to 500 ma. 

[OHO L| 
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Parts list 


Resistors: 

Ry = 12kQ 
Ro~Ri9 = 220 
Rii-Ri3 = 330 Q 
Rig = 1.2 kQ 
Ris = 100 kad 
Rig = 10k2 


D,g, Dig = LED, yellow, 


Capacitors: 5x25mm 

Cy. C3 = 22 pF Dy4; Dy4, Dy = LED, red, 

Co = 22 UF, 16 Y, radial 5x2.5mm 

Cy =0.1 LF Dog-Do3 = LED, yellow, 
5x5mm 

Semiconductors: Do4 = LED, yellow, 5 mm dia. 

D,-Dg = Led, red, 5x5 mm T,-T3 = BC640 


Dg, Dio, Dy2, Dy3, Dys, Dig, 


Integrated circuits: 

IC, = PIC16C54-XT/P (pro- 
grammed Order no. 986508; 
see Readers Services towards 
the end of this issue) 

IC> = ULN2803 


e& active short-wave antenna 


oa) 


Desiga: G, Pradeep 


The circuit presented here illus- 
trates the faet that in spite af all 
kinds of new component and 
technology, i is still possible to 
design useful, and interesting, 
CHPCUILS. 

The cireuit is based on two 
well-established transistors. a 
Type BF256C and a BE494, In 
conjunction with the requisite 
resistors and Capel tors, these 
form a well-working antenna 
amplifier, Note that they are 
direet coupled, 

Tramsistor Ty is the input 
amplifier cum buffer, while the 
BFIO4, in a common-ground 
configuration, provides the nee- 
essary aniplification. 

The amplifier is designed for 


ene 
o 


Design: Ro hay 


Pedestrians run graye dangers 
when, in badly-lit areas, they 
cross a road al night in dark 
clothing. because this means 
that ear drivers may see them 
too late There are special arm- 
bands available that reflect the 
light of oncoming traffic, telling 
the driver that there is someone 
on the road, 

IL is also possible to make an 
active means of warning car dri- 
vers or motorcyclists that you're 
crossing the road. It consists of 
a flat enclosure that houses bwo 
PP3 (GAMO; MN1G04; GLRG1) 
9 Y batteries, and the small ei 
eult shown in the diagram. 

Glue a piece of sell-adhe- 
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BF256 BF494 


&) 
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G D Cc B 


I K1 Amidon T-37-6 


uy 
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which is the larger part of the 
short-wave range. and has a gain 


operation al frequencies 


between 10 MHz and 30 MIIz, 


IC1 = 4093 
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of 20 dB. 

Inductor Ly) is wound onan 
Amidon core Type T-37-6. The 
primary consists of 2 turns, and 
the secondary of 12. turns 
0.3 om dia. enamelled copper 
wire. The number of turns may 
be experimented with for other 
frequency ranges. 

The input circuit is tuned to 
the wanted station with capaci- 
lor Cy, The response of the 
tuned circuit is fairly broad, so 
thal correct luning is easy. 

The circuil is powered by a 
well-decoupled mains supply 
converter that has an output of 
9-12 ¥. The circuit draws a cur- 
rent of about 5 mA. 

964070) 


reflector for pedestrians 
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sive, reflecting lape (available in 
the motor Lrade) on the lid of the 
enclosure and drill a 10mm 
hole in the centre of it. Fit a6 ¥ 
bulb in a suitable holder in the 
10 mm hole. Fit a suitable clip 
and, optionally an onfofl switch, 
at the rear of the enclosure. See 
Figure I. 

The electronic cireuit con- 
sists of a light-sensitive switch, 
composed of P), a photoconduc- 
tive cell, LDR, and ICy,; an 
inverter, TCy,3, an oscillator, 
IC),, with Ry and Cy; a buffer, 
IC), with Ry and Ty: and a 
69 V bulb that draws a current 
of not more than 50 mA. 

The photoconductive cell (or 
light-sensitive resistor} should 
be exposed to ambient light, bul 
not to the light bulb, of course. 
Tis sensilivily is set with P). 

When the ambient light 


Ge 
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Design: ki Mitrovic 


How many different conditions 
do you reckon may be signalled 
with just one LED? ‘Two, maybe 
three? Using this simple cireuit, 
a lot more! 

Admittedly, a two-colour LED is 
used here. Such a deviee con- 
sists of two light-emitting chips, 
usually red and green, encapsu- 
lated in the same case. [t has 
three pins: two for the anodes. 
and one for the common cath- 
ode. In this way, each diode can 
be activated separately. Various 
mixed colours may be obtained 
by varying the current through 
the two diodes. At least tour dis- 
erete colours are then easily per- 
ceived: pure red, pure green, 
orange (fp = 24.) and yellow 
re = Zt). 

In the present crreuit, the LED 
elements are driven by CMOS 
three-state buffers bype 4503, 
which, unlike most CMOS ICs 
from the 4000 series, are capa- 
ble of supplying up to LO mA of 
output current. The LED cur- 
rents are limited by resistors R1 
through R6, whose values invite 
experiments with brightiess and 
colours according lo YOUE wr 
taste. 

The circutt was originally cdevel- 
oped to indicate the state of 
three inputs, a, b, and ¢ (non- 
binary, i.e, only one of these is 
al | at any lime), with the con- 


clothes peg 
(screwed on) 


case for electronics 
and batter 


reflector disk 


| fF tight bul 
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Iti-colour LED 


figuration (a=b=c=0) repre- 
senting the fourth state. The lat- 
ter is decoded by NAND gate 
IC]. An additional effect is pro- 
duced by gates [Cla and ICTb, 
which are connected up into an 
oscillator circuit producing 
approximately two pulses per 
second. These pulses are used 
to control the common-enable 
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inpul, DA (pin 1) of the 4503, so 
as to produce a flickering effect. 
The oscillator is controlled by 
means of inputs “d’ and ‘e’. 
Pulling both of these logic high 
disables the oscillator and the 
LED driver, With e=0 and d=] 
the outputs of the 4503. are 
switched to three-state, and the 
circuit is In power-down standby 
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IC1 = 4025 


causes a potential drop across 
the LDR that is below the level 
set with P), IC), changes state, 
so that its output goes low, 
whereupon the output of 1C)), 
goes high, which actuates the 
oscillator, The buffer then 
switches the light bulb on and 
off in the rhythm of the oscilla- 
tor. 

Optionally, the light bulb 
may he replaced by a light-emit- 
ling diode rated al led or 
higher, and bias resistor. Make 
sure, however, that the current 
through the transistor does not 
exceed its rating of 50 mA. 

The two 9 ¥ batteries should 
be connected in parallel. The 
circuit. needs a supply of 


3-12 ¥. 


[uaMnA| 
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mode, 

Although designed for a 12-¥ 
supply vollage, the circuit will 
happily work al any supply volt- 
age between 5 V and 16 V. Non- 


used inputs of CMOS ICs must, i 
of course, be tied to ground via e 
10-100 k&2 resistors. é 
BILOTE L i 

t 
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Design: K, Walraven 


The design of the charger is sim- 
ilar to thal of many commer- 
cially available chargers. The 
charger consists of a mains 
adaptor, two resistors and a 
light-emitting diode (LED). In 
practical use, this kind of 
charger is perfectly all right. 

Resistor Ry serves two func- 
lions: it establishes the correct 
charging current and it drops 
sufficient voltage to light the 
diode. This means that the LED 
lights only when a charging cur- 
rent flows into the battery. The 
charging current is about 1/4 of 
the battery capacity, which 
allows a slight overcharging, and 
yet the charging cyele is not loo 
long (4-5 hours). 

The value of the resistors 
may be calculated as follows, for 
which the nominal e.m.f and 
the capacity of the battery must 
he known. 

Adjust the output of the 
mains adaptor to 1.17 times the 
nominal battery voltage plus 
3.3. ¥ which is the potential 


across Ry). Note that the adaptor 
must be capable of supplying a 
current of not less than half the 
battery capacity. 

The value of Ry in ohms is 
equal to 3.3 divided by 1/4 of 
the battery capacity, The value 
of the resistors for various bat- 


lery voltages is given in the 
Table. The battery capacity is 
taken as 1 Ah. The rating of Ry 
should be 5 W. [f the battery to 
be charged bas a_ different 


NiCd battery charger 


Battery voltage (V) 1.2 
Minimum voltage (V) 47 
Adaptor voltage (V} 4.5 
Value of R1 (theoretical) (Q2) 12.4 
E12 value of R1 (0) 15 
Value of R2 (Q) 120 


capacily, the theoretical yalue of 
R, in the table must be divided 
by the batlery capacity. Its 
actual value is the nearest one 
in the E12 series. For instance. 


st 
iQ ~=—s 6 -channel running light 


Design: L. vid Heeden 


The circuit of the running light 
comprises two integrated cir- 
cuits (ICs), a resistor, a capac- 
itor and seven light-emitting 
diodes {LEDs}. Decade sealer 
[Cy ensures that the LEDs light 
sequentially, The rate al which 
this happens is determined by 
the clock at pin 14. 

The clock is generated by 
IC), which is arranged as an 
astable multivibrator. Its [re- 
quency is determined — by 
Ry-C). 

The touch switch, consisting 
af two small metal disks is 
optional. When switch 3) is in 
position “off”, the circuit may be 
actuated by the touch switch, By 
the way, this enables the circuil 
to be used as an electronic die 
(in which case the LEDs have to 
be numbered from | to 6). 


THR 
cy 


The running light is powered 
by a9 ¥ battery or mains adap- 


ge 


555 OT 
(TLC555) 


= 


draws a current not 


lor Th 
exceeding 20 mA. 
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24 3.6 48 60 7.2 


6.1 7.5 89 103 11.7 
6.0 75 90 32 
128 132 136 20 144 
15 15 15 22 «15 
120 = 120 120. 240 =—120 


ifa 6 ¥ battery with a nominal 
capacity of 600 mAh is to be 
charged, the value of Ry must be 
2070.6 = 33 Q. 


[UMS | 
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e¢) extension board for 
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Design: K. Walraven 


The MatchBox BASIC computer 
is without doubt one of the most 
popular projects published in 
Elektor Electronics. Meanwhile, 
the articles which appeared in 
the magazine on this little com- 
puter have been complemented 
by a book. 

The printed circuit board pre- 
sented here contains the fol- 
lowing building blocks: a mem- 
ory extension, a real-time 
¢lock, an alphanumerical LC 
display and an 8-bit I/O port. 
Although the port lines are 
shown here as connected to 
four LEDs and four push-bul- 
tons, the port may be used with 
many other configurations. 
The hardware used on the exten- 
sion board is based on the 
examples discussed in’ the 
above-mentioned book. The 
same goes for the software 
examples, which are directly 
suitable for use with the present 
extension board, Five connee- 
tions have to be made between 
connector K2 on the extension 
board and K3 of the MatehBox 
computer board. 

With the present extension 
board connected to the main 
MatcbBox board. the memory 
structure of the computer is 


omen ea 


modified, mainly as a result of 


the clock being addressed in 
the memory range. The opti- 
mum memory allocation is then 
as follows: 


- 256 bytes (PCF 8582) on the 
MatchBox hoard, to which are 


t 
{8 eteeceegy a 
a: 


added 
- 512 bytes (PCF8594C-2, A2, 
Al, AO = 010) and 


- 1024 bytes (PCF8598C-2, A2, 
Al, AO = 100) on the exten- 
sion board 


eee text 


94 
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MatchBox BASIC computer 


The available space for pro- 
grams in the memory is then 1.5 
kBytes. 

If the Xicor 24C04 or 24C08 are 
used for the memory, then pin 7 
has to be connected to ground 
via a small wire al the underside 
of the board, With the Philips 
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COMPONENTS LIST 


Resistors: 

Al = 10kQ 

R2-R5 = 2kQ2 

P1 = 10kQ preset H 


Capacitors 

C1,C2,C4 = 100nF 

C3 = 30pF trimmer 

C5 = GoldCap 0.47F or 1F; 
§.5V 


Semiconductors: 

D1 = BAT85 

D2-D5 = LED, high efficiency 

iC1 = PCF8574P 

IC2 = PCF8583P 

IC3,IC4,IC5 = PCF8582PR 
PCF8594C-2 or PCF8598C-2 

(C6 = PCF8574P or 
PCF8574AP 


Miscellaneous: 

X1 = 32.768 kHz quartz crys- 
tal 

JP1,JP2,JP15 = 2-way SIL 
pinheader with jumper 

JP3-JP14 = 3-way SIL pin- 
header with jumper 

$1-S4 = push-button, CTL3 
(Mec) 

K1 = 14-way SIL pinheader 

K2 = 5-way SIL pinheader 

PCB, order code 984028-1 


versions, for which the board 
has been designed, the same 
pins are not connected. 
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Design: T. Giesherts 


The circuit in the diagram is a 
very handy tool for rapidly 
checking all kinds of thyristor 
(SCR, trac, ...). In case of a 
triac, all four quadrants are 
tested, which is done with 5, 
while in case of a standard 
thyristor, a positive power sup- 
ply and trigger current need to 
be set, which is done with S). 

The value of resistors Ry and 
Ry is chosen to obtain a current 
of about 28 mA, which is more 
than sufficient for most thyris- 
tors, The hold current is deter- 
mined by Ry. and is [25 mA, 
which is more than adequate to 
keep the thyristor in conduction 
after it has been triggered. 

Since D) is a red, low-cur- 
rent LED, and D> a green, low- 
current LED, it can be seen ina 
wink in which quadrant the 
thyristor conducts. 
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The LC display is mounted on to 
the board using PCB spacers. 
The electrical connection is 
made with 14 short wires. Pre- 
set PI is adjusted for optimum 
legibility of the texts appearing 
on the display. 

While testing, make sure that 


Testing is started with Sy, 
and the circuit is reset with Sy 
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the directive ‘LCD’ is included 
in the ‘FORMAT’ statement, 
Also, the command LCDSET is 
required at the start of the pro- 
gram to enable the LCD to be 
initialised. 

The GoldCap on the board 
enables the real-time clock to 


thyristor tester 
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after the test has heen con- 
eluded. 


95 


ae 
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keep operating even if the supply 
voltage is absent for a few days. 

The extension board draws only 
a few milliamps, which goes 
mainly on account of the LEDs. 
The printed circuit board shown 
here is available ready-made 
through the Publishers. ysse2e-1 


Three short lengths of circuit 
wire terminated into insulated 
crocodile clips on connector Ky 
will be found very convenient 
for linking any kind of thyristor 
to the circuit. Mind correct con- 
neclions, though: in the case of 
a triac, MT\/A, is linked Lo 
earth, the gate to S; and MTy/A, 
to Rg: in the case of a standard 
thyristor, the anode is linked to 
R». the cathode to earth, and the 
gate lo Dp. 

If, in a rare case the trigger 
current needs to be altered, this 
can be done by changing the 
value of resistors Rj-Ry as 
appropriate, The tigger current 
may also he made variable by 
the use of a variable power sup- 
ply. Lf that is done, make sure 
that the dissipation in the resis- 
lors is not exceeded. 

4008] 
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Design by IL Bonekamp 
The humidifier circuit is based 
on a special humidily sensor 
Type NE-3 from Figaro. 
Depending on the sensor out- 
put, the cireuit drives a ventila- 
tor that is part of an air humidi- 
fying installation. The ventilator 
is switched on an off by a triac. 

So as lo keep the cireuit as 
simple as possible, the supply 
vollage and the lest vollage are 
drawn directly from the mains 
supply. The 240 V mains voltage 
is converted into an 8.9 ¥ pul- 
salting direct potential by capac- 
itor Cy, resistor Ry and zener 
diode D,. The pulsating voltage 
is used lo drive the sensor. Lt is 
also transformed toa 7.5 V sup- 
ply voltage by Dy and Cy. 

The sensor needs an aller- 
nating drive vollage al a level not 
higher than 1.5 ¥. This potential 


1N4001 
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ec air humidifier 


is obtained from the pulsating 
direct voltage by — nelwork 
Ry-R3-Cy-Cy. which removes 
the direct vollage component 
and lowers the level to 1.4 V. At 
the same time, the network fune- 
tions as a 50 Hz bandpass filter, 

To ensure that the drive yoll- 
age for the sensor does not fall 
outside the common-mode range 
of op amp LCs, an offset poten- 
tial of 3.9 V is applied to the 
sensor as well as to the voltage 
reference source of the op amp. 
This potential is provided by 
zener diode Dy. The reference 
level is set with P) The op amp 
is given some hysteresis by Rs. 

When the humidity of the 
ambient air rises above that cor- 
responding to the level with P;. 
the output voltage of IC, is 
about 6 V. This results in Ty 
being cul off by Dy. whereupon 
the triac is also disabled, When 


the humidity drops below that 
corresponding to the level set 
with P), a pulsating potential 
appears at the output of IC, 
This voltage is used to charge 
capacitor Cy. The charged 
capacitor thereupon provides a 
steady current to the Lriac. 

When T) is cut off for some 
lime, capacitor Cy is discharged 
via resistor R>. Capacitors Cy 
and C3 are discharged via Ro, so 
that after the mains has been 
switched off, no dangerous po- 
tential remains al the pins of the 
mains connector (Ky). 

The humidifier is best built 
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Parts list 
Resistors: 

R, = 470 0,1 W 
Ro, Rg = 10 kQ 
Ry = 1kQ 

Rs = 56kQ 

Re = 6.8 kQ 

Ry = 47 kQ 

Rg = 4700 

Rg = 2.2 MQ 


Ryo = 39 2,1 W 
P, = 1 kQ preset 


Capacitors: 
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Design To Giesherts 


The pulse width of the compact 
pulse cum frequeney modulator 
can be varied by altering the 
change-over point of comparator 
IC) with a control vollage via 
resistor Ry. The hysteresis of the 
IC ts determined by resistors Ry 
and Ry. The control voltage also 
causes the frequency of the pre- 
sent circuit to be allered. When 
the input voltage is OV. the fre- 
queney is a maximum: in the 
present design this is about 
3.8 kHz. The level of the output 
vollage ts 12-13 V 

The more the change-over 
point has been shifted with the 
control voltage, the longer it will 
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i National Semiconductor 
Application 


National Semiconductor has 
been producing and designing 
ICs for use in) switch-mode 
power supplies for many years. 
The application of these devices 
is normally straightforward, 
helped hy the excellent docu- 
mentation that is available. 

A typical example of a 
switch-mode power supply is 
that based on the LM2671 or 
M2074. The components for it 


are available for outputs of 


3.345 V and 12 Vo There is 
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C, = 0.47 uF, 250 V ac. 

Co = 470 pF, 16 V, radial 

C3, Cy = 0.33 uF, metallized 
polyester, 5% 

Cs = 0,1 pF, high stability 

Cg, = 47 uF, 16 V, racial 

C; = 0.047 pF, 250 V a.c. 


Semiconductors: 
D, = zener diode, 8.2 V,1.3W 
D> = 1N4001 
Dg = zener diode, 3.9 V, 
500 mW 
D, = zener diode, 2.4 V, 
500 mW 


take before the potential across 
capacitor Cy has reached the 
level at which IC, is enabled. 
When the control voltage is 
larger than the zener voltage, the 
oscillator ceases lo work, The 
maximum period is 25 ms, 
which may be adapted by aller- 
ing the value of C,. This will, of 
course, also aller the maximum 
frequency. 

The duly cycle is inversely 
proportional to the control yolt- 
age. The minimum pulse width 
attainable at the lowest fre- 
quency is about 6 fs. 

The modulator draws a cur- 
rent not exceeding 5 mA. 

[8 HOES] 


T, = BC557B 


Integrated circuits: 
IC, = NH-3 (Figaro) 
IC> = TLC271CP 

Tri, = TLC336T (SGS) 


Miscellaneous: 

K;, Ko = 2-way terminal block 
for board mounting, pitch 
7.5mm 

F, = fuseholder with 630 mA 
slow fuse 

PCB Order no. 984087 


on the PCB shown in Figure 2, 
which is available ready made 
(see Readers services pages 
towards the end of this issue). 
Bear in mind that parts of the 
board will carry mains voltage, 
which makes careful working 
and the enclosing of the board 
ina plastic case imperative. 
The humidifier may be con- 
verted into a dehumidifier by 
interchanging connections | and 
3 to sensor IC), 
Ose MT 


pulse/frequency modulator 


*& See text 
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switch-mode power supply 


also a version providing a pre- 
settable outpul vollage. 

Within the specified appli- 
cation, the supplies can deliver 
currents of up to 500 mA, Note- 
worthy is the high switehing fre- 
quency of 260 kHz. This has the 
advantage that only low-value 
inductor and capacitors are 
needed, and this results in 
excellent efficiency and small 
dimensions, In normal circum- 
stances, the efficiency is 90% 
and may even go up to 96%. 

Both ICs provide protection 
against current and lemperature 


overloads. The 1.M2671 has a 
number of additional facilities 
such as soft start and the option 
to work with an external clock. 
The latter enables several sup- 
plies lo be synchronized so as to 
vive better control of any EMC 
(ElectroMagnetic Compatibil- 
ity). 
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Design H. Bonekamp 

The inpul resistance of a.c.-cou- 
pled op amp circuits depends 
almost entirely on the resistance 
with which the d.e. setting is 
determined. If CMOS op amps 
are used, the inpul resistance is 
normally high, currently up to 
10 MQ, 

Ifa higher value is needed, a 
bootstrap cireuit may be used. 
This enables the input resis- 
tance to be boosted artificially to 
a very high value, indeed 

In the circuit shown in the 
diagram, resistor R, sets the che. 
point for TC). The terminal of 
the resistor linked to pin 7 of 
IC, would normally be at earth 
potential, so that the input 
impedance would be LO MQ. 

Connecting the other termi- 
nal of the resistor to earth via 
IC), and network Cy-Ry-Ry as 
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A National Senuconductor 
Application 


switching power supply whose 
output vollage is appreciably 
lower than ils input voltage has 
an inleresting property: the cur- 
rent drawn by it is smaller than 
its oulput current. Llowever, the 
input power (UL) is, of course, 
greater than the output power. 
There is another aspect: that 
needs to be watched: when the 
input voltage at switch-on is loo 
low, the regulator will tend to 


draw the full current. When the 
supply cannol cope with this, it 


y ie 


a 


of up to 500 mA. Diode Dy is a 
Schottky type (U,,2 45 V and 
Tinas™ 3 A I. 


L-EL0FS6 


The application shown in the 
diagram provides an output volt- 
age of 5 V and an oulpul current 


IC1 = TLC272 
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soft start 
for switching power supply 


Elektor Electronics 


Additional information on 
the IC and design software are 
available from 
http:www.national. com/sw/Sim- 
pleSwitcher. 


OBATS| 


input impedance booster 


far as d.c. is concerned results 
in the requisite d.c. setling of 
the op amp. 

As far as alternating voltages 
are concemed, the input signal 
is fed back so that only a tiny 
alternating current flows through 


Ry. Therefore, 
Ri.= Ry [(Ry+ Ry)iRel. 


With resistor values as speci- 
fied, R;,, is about 1 GQ. 

One aspect must be borne in 
mind: the numerical value of 
(Ro+Ry)/R3 must not exceed 
0.99. This means that the value 
of Ry cannot be less than 
100 kQ if the value of Ry is 
10 MQ. If these conditions are 
not met, the circuit will become 
unstable. 

jowABY] 


fails or the fuse blows, It is, 
therefore, advisable to disable 
the regulator at switch-on (via 
the on/off input). until the rele- 
vant capacitor has been 
charged. When the regulator 
then starts to draw current, the 
charging current has already 
dropped to a level which does 
not overload the yollage source. 

The circuit in the diagram 
provides an output voltage of 
5 V and is supplied by a 24 V 
source. The regulator need not 
be disabled until the capacitor 
is fully charged: when the 
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potential across the capacitor 
has reached a level of half or 
more of the input voltage, all is 
well. This is why the zener diode 
in the diagram is rated at 15 V. 

Many regulators produced by 
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Design: W. Foede 


This little circuit is invaluable 
for quick go/no-go testing of just 
about any remote control trans- 
mnitting infra-red (UR) light. The 
lester is battery-powered, built 
from just a handful of commonly 
available and inexpensive parts, 
and fits in a compact enclosure. 

Schmitt trigger gate ICT is 
used as a quasi-analogue ampli- 
fier with, unusually, an infra-red 
emitting diode (IRED) type 
LD274 acting as the sensor cle- 
ment. An R-C network, C1-R2, 
is used at the output of the gate 
because all TR remote controls 
transmit pulse bursts. and to 
prevent the output LED, D2, 
lighting constantly when day- 
light or another continuous 
source of IR light is detected. 
This creates a useful “quick test 
option: point the tester at direct 
daylight, and the indicator LED 
should light briefly, The sensi- 
tivity of the tester is such that IR 
light from remote control is 
detected at a distance of up to 
30 cm. 

The circuit is designed for 
very low power consumption, 
drawing less than 1 mA from the 
battery when IR light is 
detected. and practically no eur- 
rent when no light is detected. 
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National Semiconductor have an 
integral on/off switch, and this is 
used in the present circuit. The 
input is intended for TTL sig- 
nals, and usually consists of a 
transistor whose base is accessi- 


Hence no on/off switch is 
required. The construction 
drawing shows how the tester 


1C1 = 74HC14 
ICle ICid 
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ble externally. This means that a 
higher switching vollage may be 
applied via a series resistor: the 
value of this in the present cir- 
cuit is 22 kQ. When the voltage 
across the capacitor reaches a 


may be ‘cased’ using a small 
ABS case from Conrad. Unfortu- 
nately, the printed circuit board 


level of about 17 Vi transistor T| 
comes on, whereupon the regu- 
lator is enabled. 

jewn7a| 


Infra-red remote control 
tester 


COMPONENTS LIST 


Resistors: 
R1,R2 = 10MQ 


Capacitor: 
C1 = 10nF 


Semiconductors: 

D1 = LD274 (Siemens) 

D2 = LED, 3mm, low-current 
IC1 = 74HC14 


Miscellaneous: 

Bt = 3V Lithium cell with sol- 
der tags, e.g. Varta type 
CR2045 (560 mAh) 

Case, 50x30x13 mm 
(approx.), Conrad Electron- 
ics, order code 52 20 74-44, 


re ; 
1-z00Ps6 
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whose artwork is shown here ts 
not available ready-made. 
(OB4002-t) 


__1-mm Cu wire ~ 
solder to PCB 


fill case 
with wadding 


case height: 


inside 16 
outside 20 


ke 


dimensions in mm 


99 


panes 
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Design: H. Bonekemp 


Active rectifiers often consist of 
an op amp circuit with chodes in 
the feedback loop. Such tradi- 
ional arrangements work very 
well in many applications, but 
the diodes introduce, by defini- 
tion, non-linearity. However, the 
flaw so introduced is compen- 
saled adequately if the open-loop 
amplification of the op amps is 
sufficiently high. This is well and 
good al low frequencies, but the 
open-loop gain of op amps drops 


appreciably at high frequencies. 
This results in insufficient com- 
pensation of the the non-linear- 
ity introduced by the diodes, 
which gives rise to distortion. 

The rectifier presented in 
this article is free of such prob- 
lems, since it has no diodes in 
the signal paths: only linear 
components, 

The circuit is based on ana- 
Jogue multiplexer [C3 and com- 
parator IC. The signal to be 
rectified is initially buffered by 
opamp IC),. from there, it is 
applied to two inputs of the mul- 
tiplexer: one in the original slate 
of the signal and the other in 
inverted form by 1Cy),. The input 
signal is alse applied lo com- 
parator ICy. The output of this 
stage will togele between high 
and low in the rhythm of the 
input signal, 

On command of the output 
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Design: LAM, Prins 


The video amplifier in the dia- 
vram is a well-known design. 
Simple, yel very useful, were il 
not for the ease with which the 


transistors can be damaged if 


the potentiometers (black level 
and signal amplitude) are in 
their extreme position. Fortu- 
nately, this can be obviated by 
the addition of two resistors. 

If in the diagram Ry and Ry 
were direct connections, as in 
the original design, and P| were 


symmetrical 
full-wave rectifier 


signal from the comparator 
applied lo its pin 11, the multi- 
plexer switches between the 
original signal at X, and the 
inverted signal at Xy. This 
results in a signal at the eutput 
of the multiplexer whose polar- 


fully clockwise and Py fully 
anticlockwise, such a large base 
current would flow through Ty 
that this transistor would give up 
the ghost. Moreover, with the 
wiper of Py at earth level, the 
base current of T, would be 
dangerously high. Resistors Ry 
and Ry are sufficient protection 


against such mishaps. since they 
limit the base currents to a level 
of not more than 5 mA. 

Shunt capacitor Cy prevents 
R, having an adverse effect on 


the amplification. et hn| 
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IC1 = TLC274 


ity no longer varies, but remains 
constant: the signal is rectified, 
The user can even choose 
between the positive voltage al 
pin 14 and the negative signal at 
pin 15. The rectified signals are 
buffered by IC),, and IC). 


video amplifier 


1N4148 
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The rectifier operates over a 
band extending from O Hz to 
LOO kHz. 

The rectifier needs a power 
supply of £5 V. from which it 
draws a current of about 6 mA. 

jMHOas| 
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Design: T. Giesberts 

This little eireuit will be valued 
highly whenever a signal is 
required for the testing of 
infrared In most 
cases, such a test is possible 


receivers. 


without having the associated 
remote control available. Of 
course, the test will then be lim- 
ited to just the infrared sensor 
device in the receiver, but it’s 
incredibly useful to begin with 
when it comes to faultlinding in 
an infrarecl controlled system 
like a TY set or a VCR, The 
combination of this test traris- 
mitter and the simple infrared 
receiver described elsewhere in 
this issue yields a simple one- 
channel on/off remote control. 
Like a ‘real’ remote control 
unit, the present transmitter 
emils pulses modulated on to a 
carrier signal of about 36 kHz. 
Because it not necessary, for the 
lesting purposes outlined above, 
to have a true encoded pulse 


train (like RCS, RECSS&O e¢ ad.). 


the bursts can be made using 
three counter outpuls connected 
tw a diode triplet, DI, D2-D3, 
acling as a wired-OR for logic 
ones, Schottky diodes are used 
here because of their inherent 
low forward voltage drop of just 
O41 V. The 14-stage ripple carry 
counter type T4HC4060 also 
contains an oscillator which is 
sel up to oscillate at about 
36 kHz by means of components 
R2, Pl. RI and C1. Via resistor 
R3, the buffered oscillator out- 
put at pin 9 supplies carrier 
(clock) pulses to the driver tran- 
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sistor. Lf one of the counter out- 
puts is logic high, however, TT is 
turned off, In this way, a signal 
is obtained which, apart from 
encoding information, resembles 
that produced by areal remote 
control unit. 

A fast p-n-p switching tran- 
sistor, T1, is used in common- 
emitter mode to make sure the 
circuil keeps transmitling even 
if the battery is almost ‘flat’. In 
fact. the test transmitter will 
keep working reliably at 36 kHz 
al battery voltages down to 
1,7 V. Because of the small duty 
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simple infrared transmitter 


COMPONENTS LIST 


Resistors: 
Ri = 5kQ26 
R2 = 270kQ 
R3 = 3kQ3 
R4 = 220 


P1 = 2kQ5 preset, horizontal 


Capacitors: 

C1 = 1nF2, raster 5mm 
C2 = 100nF, raster 5mm 
C3 = 100uF, 10V, radial 


Semiconductors: 

D1,D2,D3 = BAT85 

D4 = LD271 or LD274 

T1 = BC327 

IC1 = 74HC4060 (Philips, do 
not use Texas Instruments) 


Miscellaneous: 

$1 = miniature push-button, 
e.g., Conrad o/n 70 04 79-44 

Bt) = 3V Lithium button cell, 
20mm diameter, e.g. type 
CR2032 (Varta) 

Printed circuit board, order 
code 984049-1, see Readers 
Services page. 

Case: Nedis type Box UM14 


factor of the 60-mA peak-pulse 
level sent through the LD271 (or 
I.D274) sender diode, the aver- 
age current drawn from the 3- 
volt Lithium button cell is mod- 
erate at about 6 mA when the 
battery is full, and 2.5 mA when 
the battery is drained to 2.5 V. 
The cireuit has a small push- 
button, Sl. which is pressed 


whenever a test signal is 


101 


required. 

The whole circuit including 
the batlery is conveniently built 
on the compact PCB whose art- 
work is shown here. This board 
is available ready-made through 
the Publishers, and designed to 
fit in a special key-fob case from 
Nedis Electronics. 


CUBACH SR DY 


Used with care, this circuit can 
provide a small degree of stim- 
ulation for muscles. ‘Two elec- 
trodes are fixed on the skin cov- 
ering the muscle ared. The dis- 
tance between the electrodes 
has to be between 1 em and 
about 5 em. The circuit gener- 
ates voltage pulses at an 
adjustable rate of between 
0.6 Hz and 4 Hz. The output 
voltage level is also adjustable 
between O V and 250 V. The 
highest pulse energy supplied 
by the cireuit is limited to a 
value of about 0.4 mJ, which is 
generally believed to be safe. 

The TLC555, IC1, is wired in 


D2 
1N4001 


(AMY) 


mode. Its output signal fre- 


astable multivibrator 
quency is adjustable with preset 
P1. Transistor Tl and preset P2 
adjustable 
source which charges capacitor 
C4 (via resistor R3) to the voll- 
age level set with P2. Using the 


form an voltage 


capacitor energy expression 
[0.5*C*U2], it is found that C4 
contains a fairly accurately 
defined amount of energy which 
is smaller than or equal to 
0.4 mJ. By charging C3 via R3, 
asimple and safe means is ayail- 
able of limiting the maximum 
power to be transferred to the 
muscle. As regards the on-time 


TRI 


230V é 


{0.4 mJ) 
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of the pulses, the output resis- 
tance of the TLC555 in combi- 
nation with the yalue of C3 
cause transistor T2 to conducts 
just 0.5 ms. During that time, TL 
connects the low-voltage wind- 
ing of Trl in parallel with C4, 
euabling the energy stored in the 
capacitor to be transferred to the 
electrodes, and from there, to the 
muscle tissue. LED D3, finally. 
indicates the pulse activity, The 
printed circuit board shown here 
is unfortunately not available 
ready-made from the Publishers. 


WARNING. Not 


approved to any standard. this 


medically 
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circuil should not be used by 
people suffering from heart ail- 
ments or epilepsy. The circuit is 
generally safe for use on arm 
and leg muscles, but not for 
heart stimulation, In case of 
doubt, see your CP 

(OBAST- Ly 


COMPONENTS LIST 


Resistors: 

R1,R2 = 10kQ2 

R3 = 4kQ7 

P1 = 100kQ preset H 
P2 = 10kQ preset H 


Capacitors: 

C1 = 100nF MKT (Siemens) 
C2,C4,C5 = 10uF 16V radial 
C3 = 470nF MKT (Siemens) 


Semiconductors: 

01,D2 = 1N4001 

D3 = LED, high efficiency, red 

T1 = BC547B 

T2 = BC337 

IC1 = TLC555CP (must be 
CMOS type) 


Miscellaneous: 

Bt1 = 9V PP3 block, with clip- 
on leads 

S1 = on/off switch 

Tr1 = mains transformer, 6V, 
1.5VA, Monacor/Monarch* 
type VTR1106 


* No UK distributor, item avail- 


able from C-I Electronics or 
Stippler Electronics. 
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READERS 
SERVICES 


ELECTRONICS 


GENERA 


Printed-circuit boards (PCBs), self-adhesive front panel 

foils, ROMs, EPROMs, PALs, GALS, microcontrollers and 

diskettes for projects which have appeared In Elektor 

Electronics may be ordered using the Order Form printed 

opposite: The form may also be used to order books 

(private customers only). 

» Hind product: description is given, then the item is a 
ready-made printed circuit board (PCB), 

» Items not listad here may not be available any more. 

» The artwork for making a PCB which is not available 
ready-made through the Readers Services may be found 
in the relevant article. 

> EPROMs, GALS: PALs, (E)PLOs, MACHs, PIGs and other 

microcontrotiers are supplied ready-programmed, 


Prices and ‘item descriptions subject to change. The 
publishers reserve the right to change prices without prior 
notification. Prices and item descriptions shown here 


Supergeife those in previous issues. E&Geé 
Article title Order Price 
or item” code US$ 
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Design: 
Richard Q. Marris G2BZQ 


With its 30 cm long, 3.2 cm 
diameter (12 x 14 inch) ‘bun- 
dled’ ferrite core, the “Ultima’ 
high-performance —_ loopstick 
antenna covers much interesting 
activity between 50 kHz and 
195 kHz. The ‘Ultima’ is ideal 
for home, portable, holiday and 
overseas travel. [t also covers 
the new 136 kHz band with 
excellent results, but for recep- 
tion only. 

An increasing number of radio 
amateurs in the UK and several 
European mainland counties are 
now actively using a new VLF 
(Very Low Frequency) band at 
136 kHz (135.7 — 137.8 kHz). 
The big challenge at these 
extremely long wavelengths is to 
make transmitter antennas with 
reasonable efficiency. In fact, 
anything greater than 1 per cent 
is considered a feat! As to 
receiver antennas, the emphasis 
is on  notse — elimination, 
Recently, distances of almost 
2,000 km have been covered by 
amateurs using CW and modest 
transmitter powers (ELOCF — 
OHITN, 2-way CW QSO on 
137.2 kHz). To amateurs in the 
UK, the station DAOLF in Ger- 
many is a good “DX target’. Lots 
of useful information on VILF 
Dx-ing may be found in Rad- 
Com, the magazine published by 
the Radio Society of Great 
Britain (RSGB). In the US, a 
group calling — themselves 
‘Lowfers’ has been active for 
many years collecting valuable 
information on the quirks of 
‘their’ 1,750-metre band. 

The ‘feel’ of the radio spectrum 
below 150 kHz or so (approx. 
2,000 metres) is totally different 
from anything you may haye 
experienced on higher frequen- 
cies, Although you will not fail 
to notice a complete lack of AM 
broadeast stations, the most 
prominent feature is the huge 
noise level which can, on oeca- 
sion, have a devastating effect 
on reception. 

For reception, a_ specially- 
designed type of receiving 
antenna will be found desirable, 
especially in urban areas where 
levels of man-made noise can be 
diabolical, especially when using 
a long-wire antenna. Noise expe- 
rienced below about 150 kHz is 
either internal or external. /rernal 


‘Ultima’ 
loopstick VLF antenna 


30cm (12") long x 3cm (1'/,") dia 


C1 


800p 


nickel-zinc ferrite core 


4 


1 q-------- 


984108 - 11 


Figure 1. Schematic of the Ultima ferrite-rod VLF antenna 


noise is either generated in the 
receiver, or enters yia the AC 
mains power wiring. Remedial 
action can be taken. External 
noise is different kettle of fish. 


Entering by way of the antenna, 
it is either man-made or atmos- 
pheric. Man-made noise, in its 
simplest forms, is QRM from 
another station. Otherwise, espe- 


30cm (12") 


cially in urban areas, man-made 
noise can be trom just about any 
electrical/electronic source such 
as TVs, compulers, calculators, 
thermostats, light dimmers, vac- 
uum cleaners, lawn mowers, 
electric power tools, traffic, power 
lines and may other sources in 
the immediate neighbourhood. 
Atmospheric noise, including 
electric storms, is a natural phe- 
nomenon, which, at its worst, can 
obliterate reception. 

Space to many amateurs is at a 
premium, and a= multi-turn 
tuned frame loop antenna of, 
say. 1.2 mx 1.2 m will be the 
absolute size limit. Despite all 
ils obvious advantages, includ- 
ing sensitivity and good selec- 
livity, such a directional antenna 
can be a cumbersome brute, and 
inconvenient to slore when not 


2x PVC tails 


plastic or card tube 


2x PVC tails twisted 
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ferrite core 


a 
28cm (11") 
L1 = 28cm (11") wide close wound turns 
of 24 SWG en. Cu. wire 
7.6cm (3") 
3.8cm 
(1"%") 
o/d 
L2 = 3.65cm (17/,_") wide close wound turns 
of 24 SWG en. Cu. wire 
loosely together 
~ to COAX 
b slide L2 over L1 and secure 


~~ to COAX 


Figure 2. (a) winding L1 and L2: (6) L1 and L2 assembly. 
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adhesive 


30cm (12") 


| sau 


6 ferrite rods as above 


/— superglue 


insert core into 3cm (1°/,") o/d 


card/plastic tube 


@ 9.5mm (%/,") 


1-6 = ferrite rods 
Yi, = wood dowel / rod 


wood rod extension handle 
\ (optional) 


984108 - 13 


Figure 3. Build the Ultima in this order. Forming a single 30 x 1 cm (a); and a single 30 x 3.2 cm ferrite core (b). Drawing (c) shows the 30 x 3.2 cm ferrite 
winding assembly, and drawing (d) the format of the final ferrite core. 


in use. 

An alternative is a ferrite-rod 
loop (loopstick’), which in its 
original form is less sensitive 
than a frame loop. However a 
highly sensitive ferrite loop can 
be designed with careful selec- 
tion of ferrite core materials and 
dimensions. ‘To put it simply, the 
ferrite loop then has to be large 
al, say, 30 x 2.5 em (12 x 1 
inch), Unfortunately, such ferrite 
rods are not only few and far 
between but also astronomically 
expensive. The size of affordable 
manganese-zine or nickel-zine 
ferrite rods stocked by radio 
parts retailers is usually either 
20 x 1 em (8 x 4 inch) or 20 x 
1.25 em (8 x 4 inch). It was 
decided to home-brew a 30 em 
long, 3.2 cm diameter (12 x 14 
inch) red by bundling a number 
of smaller zinc-nickel rods. The 
target inductance was 26+ mH. 
In the basic loopstick circuit 
shown in Figure 1, coil LI is 
brought to resonance by variable 
capacitor Cl. The core of L1 is 
the above mentioned ‘bundled’ 
giant loopstick. Over the centre 
of L1 is wound coupling coil L2, 
which provides the coaxial con- 
nection to the receiver or VILF 
up-converter. The coil assembly 
(Figure 2) is wound on a 30 em 
long x 3.2 em diameter thin wall 
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cardboard tube (Clingfilm tub- 
ing!). L1 has a width of 28 em, 
and consists of an estimated 
466 close-wound turns of 
24 SWG (0.6 mm) enamelled 
copper wire (Figure 2a). The 
winding is terminated with lead- 
outs of PVC covered hook-up 
wire. In practice the winding 
ends were held in place with a 
spot of SuperGlue, with other 
spots every 2.5 em or so along 
the winding. This is necessary 
as winding the coil is a lengthy 
process, The coupling coil, L2, 
is wound on a 7.6-em (3-inch) 
length of cardboard tube of a 
diameter which just slips over 
Ll. L2 is a 3.6-em (1% inch) 
wide close-wound winding of 
24 SWG enamelled copper wire, 
terminated with hook-up wire 
leads lightly twisted together. 
The whole coil assembly is 
shown in Figure 2b. 

The next step is to build the 
bundled ferrite core — this is 
illustrated in Figure 3. It con- 
sists of six 30 cm long, 1 cm 
diameter ferrite rods glued 
together to form one solid 30 em 
x 3.2 em (approx.) core. MMG 
F14 grade nickel-zine material 
was used. An alternative would 
be the US type 61 material. At 
these low frequencies, the dif- 
ference in performance between 
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the F14 and 61 materials is 
small, Each 30-em rod is made 
from two 15-em rods, secured 
end-to-end with SuperGlue. The 
rod ends should first be lightly 
rubbed down with a fine glass 
paper in order to remove any 
grease, etc. (sce Figure 3a). 
This technique effectively pro- 
duces one long rod from two 
shorter ones. Other combina- 
lions of length could be used 
such as 20 + 10 em, the 10-cm 
section being cut from a 20-cm 
rod using a hacksaw, In this way, 
three 20-cm rods would make 
two 30-cm rods. 

The solid 30-cm long, 3.2 cm 
diameter ferrite rod consists of 
six 30-cm rods wrapped around 
a wood dowel, and temporarily 
held in position with a couple of 
elastic bands, see Figures 3b, 
3e and 3d, Next, the rods and 
dowel are adhered together to 
form one solid core, by cemen- 
tation with a 15-minute setting 
adhesive such as Uhu. The 
adhesive is run along between 
all mating rod and dowel sur- 
faces, by easing them genily 
apart with a thin blade. It is 
important to ensure that the sur- 
faces have the adhesive between 
them. Several strong elastic 
bands are put around the rods, 
making sure that the circular 


rod formation is maintained. The 
assembly should be left in a 
warm place for at least 24 hours 
to make sure that the adhesive 
is thoroughly cured. The elastic 
bands are then cut away, 

The core is then inserted into 
L1, with any slight looseness 
heing eliminated with masking 
tape. On the prototype, the wood 
dowel was made a few centime- 
tres longer than the rods, so that 
the core can be extracted from 
the coil if and when necessary, 
for example, for experiments. 
The simple final assembly is 
clearly shown in Figures 4a, 
Ab and 4¢. Three identical 
strips of wood are fastened 
together with wood screws lo 
form an inverted *L” shape chas- 
sis. Coil L1/L2 is mounted on 
the top with two narrow type 
plastic coated Terry clips fas- 
tened at the chassis ends, The 
twisted ends of L2 are dropped 
through a hole drilled in the 
chassis top, and taken to the co- 
axial socket mounted on a piece 
of thin board, screwed to the 
chassis end. 

The 800-pF tuning capacitor, 
C1. is mounted on the chassis 
side as shown in Figure 4. On 
the prototype, a rigid air-spaced 
800-P tuning ~~ capacitor 
(392+ 11+392+11 pF AM/FM 
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Terry clip 


COAX socket on plate 


;— Terry clip 


COAX socket on plate 


COMPONENTS LIST 


12 off F14 or 61 grade ferrite 
rods, 15 cm long, 1 cm diam- 
eter (6 x % inch) 

1 off 3.2 cm (1% inch) thin wall 
cardboard tube (e.g., Cling- 
film tubing) 

SuperGlue 

Slow setting glue, e.g. Uhu 

1 off 800pF tuning capacitor 


Figure 4. Details of the final assembly. 


type wired in parallel) is 
attached to the chassis side. It 
is fitted with a shaft coupler and 
an insulated shaft passing 
through a panel bush in a small 
bracket to the control knob. A 
1,000-pF (500 + 500 pF) tun- 
ing capacitor would also be sat- 
isfactory. The tuning capacitor 
is enclosed in a plastic dust- 
cover box. The ends of Ll are 
taken to the tuning capacitor 


Elektor Electronics 


(see text) with shaft coupler, 
insulated extension shaft, 
metal bracket, panel bush 
and knob 

1 off 38 cm (15 inch) length of 
1 cm (% inch) o/d wood dowel 

1 off coaxial socket 

2 off narrow 2.5-cm (1 inch) 
plastic coated Terry clips 

Reel of 24 SWG (0.6 mm) 
enamelled copper wire. 


connections, 

The tuning range of the proto- 
type was 50 kHz to 195 kHz. 
The “Ultima’ is used with a Palo- 
mar ¥YLF up-conyerter whose 
output frequency is in the 80-m 
(3.5-MHz) amateur radio band. 
A simple turntable is an advan- 
tage to be able to turn the loop, 
which is directional, The fre- 
quency range was carefully 
selected. At the LF end is the 
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in plastic box 


30cm (12") 


coupler 


coupler 


insulated shaft 


insulated shaft 


Terry clip 


alu bracket + panel bush 
984108 - 14b 


alu bracket + panel bush 
984108 - 14a 


2.5cm (1") plastic coated 


spindle end of C1 
(without knob) 


alu bracket 


60 kHz MSF Rugby Standard 
Time/ Frequency station, which 
produces a mighty signal as 
might be expected. Moving up- 
frequency the tuning range 
passes through the 73-kHz band 
where various Time/ Frequency 
Standard stations can be 
received, and much else of 
interest. Next comes the 2,000-m 
European Amateur band around 
136 kHz which has recently 


111 ¢ 


Terry clip 


\ Wu 


L1, L2 


— 


30 x 12mm 
(1"7," x 4") N 
wood 
984108 - 14c 
arrived. 


As compared with a traditional 
20 x 1.25 cm diameter loop- 
stick, the ‘Ultima’ features dra- 
matically increased — signal 
strength, with atmospheric and 
man-made noise being mostly 
eliminated, or reduced to an 
acceptable level by simple loop 
rotation. 

(984 108-1) 


We make our programmers 
work harder = 


FEATURES 
Supports EPROMs, EEPROMs, Flash, NEW Windows ‘95™ 
Serial PROMs, BPROMs, PSDs, PALs, Software provides the 
GAls, PEELs, MACH, MAX, EPLDs, and best user interface on 


the market 


over 200 Microcontrollers including 
87C48/51, 89C51/52, PIC, 
MC705/711, ST6, Z86, COP etc. 


@ Hands free programming so you can 
produce batches of the same chip 
without pressing a key 


bases 


ppouramming, Emulation, Testing 
in one easy to use application, 


Correct programming and verification 
at 1.8, 2.7, 3.3 and 5V 


@ Serial number mode supports 
date/time stamping, unique IDs 


@ Progress indicator shows number of 
devices programmed 


Full sup, 


port for device- oa 
features 'ce-specific 


@ No adapters required for DIL parts 
upto 48-pins. Universal adapters for 
44-pin PLCC, 44-pin PSOP and 48-pin 
TSOP parts 


@ Programmes and verifies Intel 
28F400 in under 15 seconds 


@ Connects to parallel port - no PC 
cards needed 


@ Tests 7400, 4000, DRAM and SRAM 


Store your favourite Projects. , 


48-pin Universal Programmer 


Mains or battery operation STILL ONLY 


. NEW - Hands fr ramming Speeds 
FREE software device support scones = x fastest in the 
upgrades via bulletin board and www business: 28FO08 


in 29 sec 


PROGRAMMER MODELS AND PRICES 


SINGLE SOCKET PROGRAMMER EMULATOR OPTIONS GANG PROGRAMMERS 
FOR ALL PC BASED PROGRAMMERS 
MICROMASTER 48-pin universal _ 8-way 32-pin 
Lv48 programmer SPEEDMASTER EPROM/Flash Cang/Set 
128kx8 ROM/RAM Laas sia laa 
SPEEDMASTER GLV32 £695 SPEEDMASTER/ 40-pin programmer range LVECEMUL8 ety fed hee bo 


(see website or call for 
MICROMASTER model details) to 5t2x8 8-way 40-pin gang 
SPEEDMASTER gar for mae 
emiconductor 
GLVCOP micics 


40-pin EPROM/Rlash 
EPMASTER LV woh 


128x16 ROM/RAM 
emulator with modify on 


ambos paras ats =— |e i SOCKET | Fbc.Sbic, TSOP, PSOE 
completely portable with to , , ; 
LV40 PORTABLE built in keypad and ADAPTERS etc... 
LCD display. 


All prices exclude VAT and delivery 


See for yourself - download a demo from our Website at wwwicetech.com 
ORDER NOW - ALL PRODUCTS IN STOCK. CREDIT CARD ORDERS: 01226 767404 


GY 


LV40 PORTABLE £995 


For a copy of our catalogue giving full details of programmers, emulators, erasers and adapters, call, fax or e-mailus.  % 


CE You can also access our BBS or Home page. All our products are in stock now for next day delivery - call our credit card hotline now. a 
ICE Technology Ltd. Penistone Court, Sheffield Road, Penistone, Sheffield, UK $36 6HP 7 
seca Ly oe Tel: +44 (0)1226 767404 Fax: +44 (0)1226 370434 BBS: +44 (0)1226 761181 (14400,8NI) », 
he Web: www.icetech.com. Email: sales@icetech.com 
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